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I - Choose the correct answer:

1) 8255is a [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

2) 8255 mode 1 used as [ ]
(A) Simple 1|0 (B) 1JO with Handshaking (C) Bidirectional 1|0 (D) None

3) In 8255 Port C Is Divided As [ ]
(A) Port C Lower (B) Port C Upper (C)BothA & B (D) None

4)8279isa [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

5)82511ICisa [ ]
(A) DMA Controller (B) UART (C) USART (D) None

6) In 8251 if C/D'=1 then the information is [ ]
(A) Data (B) Control word (C) Address (D) None

7) MOV AX, [BX] is an example of addressing mode? [ ]
(A) Direct (B) Indirect (C) Register (D) None

8) The 8051 is a microcontroller [ ]
(A) 8-bit (B) 16-bit (C) 32-hit (D) None

9) What is the internal RAM size of 8051 [ ]
(A) 128B (B) 256B (C)512B (D) 128KB

10) How many ports in 801967 [ ]
(A)2 (B) 3 © 4 (D)5
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I - Choose the correct answer:

1) 8255is a [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

2) 8255 mode 1 used as [ ]
(A) Simple 1|0 (B) 1|O with Handshaking (C) Bidirectional 1|0 (D) None

3) In 8255 Port C Is Divided As [ ]
(A) Port C Lower (B) Port C Upper (C)BothA & B (D) None

4)8279isa [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

5)8251ICisa [ ]
(A) DMA Controller (B) UART (C) USART (D) None

6) In 8251 if C/D'=1 then the information is [ ]
(A) Data (B) Control word (C) Address (D) None

7) MOV AX, [BX] is an example of addressing mode? [ ]
(A) Direct (B) Indirect (C) Register (D) None

8) The 8051 is a microcontroller [ ]
(A) 8-bit (B) 16-hit (C) 32-hit (D) None

9) What is the internal RAM size of 8051 [ ]
(A) 128B (B) 256B (C)512B (D) 128KB

10) How many ports in 801967 [ ]

(A)2 (B)3 (C)4 (D)5




11) 8254 ICis a

(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller
12) How many ports in 80517
(A) 2 (B)3 ©4 (D)5
13) What is the result of CLC instruction
(A) CF=1 (B) CF=0 (C) ZF=0 (D) None
14) DQ refers to
(A) Define Byte  (B) Define Word (C) Define Quad Word (D) None
15) STD instruction affects which flag.....
(A) ACF (B) DF (C)CF (D) None
16) 8254 has how many modes of operation
(A)5 (B) 6 o7 (D) None
17) What is the internal ROM size of 8051
(A) 4B (B) 4GB (C) 4KB (D) 4MB
18) What is the address range of internal RAM of 8051
(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None
19) 8257 ICis a
(A) DMA Controller (B) UART (C) USART (D) None
20) _ instruction is used to access data elements of Code Memory in 8051
(A) MOV (B) MOVX (C) MOVC (D) None

11) 8254 IC is a

(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller
12) How many ports in 80517
(A) 2 (B)3 ©4 (D)5
13) What is the result of CLC instruction
(A) CF=1 (B) CF=0 (C) ZF=0 (D) None
14) DQ refers to
(A) Define Byte  (B) Define Word (C) Define Quad Word (D) None
15) STD instruction affects which flag.....
(A) ACF (B) DF (C)CF (D) None
16) 8254 has how many modes of operation
(A)5 (B) 6 o7 (D) None
17) What is the internal ROM size of 8051
(A) 4B (B) 4GB (C) 4KB (D) 4MB
18) What is the address range of internal RAM of 8051
(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None
19) 8257 ICis a
(A) DMA Controller (B) UART (C) USART (D) None
20) instruction is used to access data elements of Code Memory in 8051

(A) MOV (B) MOVX (C) MOVC (D) None
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1)8251ICisa [ ]
(A) DMA Controller (B) UART (C) USART (D) None

2) In 8251 if C/D'=1 then the information is [ ]
(A) Data (B) Control word (C) Address (D) None

3) MOV AX, [BX] is an example of addressing mode? [ ]
(A) Direct (B) Indirect (C) Register (D) None

4) The 8051 is a microcontroller [ ]
(A) 8-bit (B) 16-bit (C) 32-bit (D) None

5) What is the internal RAM size of 8051 [ ]
(A) 128B (B) 256B (C)512B (D) 128KB

6) How many ports in 801967 [ ]
(A)2 (B) 3 4 (D) 5

7)8255isa [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

8) 8255 mode 1 used as [ ]
(A) Simple 1|0 (B) 1JO with Handshaking (C) Bidirectional 1|0 (D) None

9) In 8255 Port C Is Divided As [ ]
(A) Port C Lower (B) Port C Upper (C)BothA & B (D) None

10) 8279is a [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller
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I - Choose the correct answer:
1)82511Cisa

(A) DMA Controller (B) UART
2) In 8251 if C/D'=1 then the information is

(A) Data (B) Control word
3) MOV AX, [BX] is an example of
(A) Direct (B) Indirect
4) The 8051 is a microcontroller
(A) 8-bit (B) 16-hit

5) What is the internal RAM size of 8051
(A) 128B (B) 256B
6) How many ports in 80196?
(A)2 B)3
7)8255isa

(A) Programmable Communication Device

(C) Programmable Interval Timer
8) 8255 mode 1 used as

(A) Simple 1|0
9) In 8255 Port C Is Divided As

(A) Port C Lower (B) Port C Upper
10) 8279 isa

(A) Programmable Communication Device

(C) Programmable Interval Timer

(B) 1JO with Handshaking

(C) USART

(C) Address

addressing mode?

(C) Register
(C) 32-hit
(C)512B

(€4

(D) None
(D) None

(D) None

(D) None

(D) 128KB

(D)5

(B) Programmable Peripheral Interface
(D) Keyboard and Display Controller

(C)BothA & B

(C) Bidirectional 1|0

(D) None

(D) None

(B) Programmable Peripheral Interface
(D) Keyboard and Display Controller

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]




11) 8254 has how many modes of operation

(A)5 (B)6 o7 (D) None
12) What is the internal ROM size of 8051

(A) 4B (B) 4GB (C) 4KB (D) 4MB
13) What is the address range of internal RAM of 8051

(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None
14) 8257 ICisa

(A) DMA Controller (B) UART (C) USART (D) None
15) instruction is used to access data elements of Code Memory in 8051

(A) MOV (B) MOVX (C) MOVC (D) None

16) 8254 ICisa
(A) Programmable Communication Device
(C) Programmable Interval Timer

17) How many ports in 8051?

(A) 2 (B)3
18) What is the result of CLC instruction
(A) CF=1 (B) CF=0

19) DQ refers to
(A) Define Byte (B) Define Word
20) STD instruction affects which flag.....

(B) Programmable Peripheral Interface

(D) Keyboard and Display Controller
©4 (D)5
(C) zF=0 (D) None

(C) Define Quad Word (D) None

(A) ACF (B) DF (C)CF (D) None
11) 8254 has how many modes of operation

(A)5 (B) 6 <7 (D) None
12) What is the internal ROM size of 8051

(A) 4B (B) 4GB (C) 4KB (D) 4MB
13) What is the address range of internal RAM of 8051

(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None
14) 8257 ICis a

(A) DMA Controller (B) UART (C) USART (D) None
15) instruction is used to access data elements of Code Memory in 8051

(A) MOV (B) MOVX (C) MOVC (D) None

16) 8254 ICisa
(A) Programmable Communication Device
(C) Programmable Interval Timer

17) How many ports in 80517

(A)2 (B)3
18) What is the result of CLC instruction
(A) CF=1 (B) CF=0

19) DQ refers to
(A) Define Byte (B) Define Word
20) STD instruction affects which flag.....
(A) ACF (B) DF

(B) Programmable Peripheral Interface
(D) Keyboard and Display Controller

(€4 (D)5
(C) ZF=0 (D) None
(C) Define Quad Word (D) None

(C)CF (D) None
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I - Choose the correct answer:

1) 8255 mode 1 used as [
(A) Simple 1|10 (B) 1|0 with Handshaking (C) Bidirectional 1|O (D) None

2) In 8255 Port C Is Divided As [
(A) Port C Lower (B) Port C Upper (C)BothA & B (D) None

3)8279isa [
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

4) The 8051 is a microcontroller [
(A) 8-bit (B) 16-bit (C) 32-hit (D) None

5) What is the internal RAM size of 8051 [
(A) 128B (B) 256B (C)512B (D) 128KB

6) How many ports in 801967 [
(A)2 (B) 3 © 4 (D)5

7)8255isa [
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

8)8251ICisa [
(A) DMA Controller (B) UART (C) USART (D) None

9) In 8251 if C/D'=1 then the information is [
(A) Data (B) Control word (C) Address (D) None

10) MOV AX, [BX] is an example of addressing mode? [
(A) Direct (B) Indirect (C) Register (D) None
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I - Choose the correct answer:
1) 8255 mode 1 used as
(A) Simple 1|0
2) In 8255 Port C Is Divided As
(A) Port C Lower (B) Port C Upper
3)8279isa
(A) Programmable Communication Device
(C) Programmable Interval Timer
4) The 8051 is a microcontroller
(A) 8-bit (B) 16-hit
5) What is the internal RAM size of 8051
(A) 128B (B) 256B
6) How many ports in 80196?
(A)2 B)3
7)8255isa
(A) Programmable Communication Device
(C) Programmable Interval Timer
8)8251ICisa
(A) DMA Controller (B) UART
9) In 8251 if C/D'=1 then the information is
(A) Data (B) Control word
10) MOV AX, [BX] is an example of
(A) Direct (B) Indirect

(B) 1JO with Handshaking

[
(C) Bidirectional 1|0 (D) None
[
(C)BothA & B (D) None
[
(B) Programmable Peripheral Interface
(D) Keyboard and Display Controller
[
(C) 32-hit (D) None
[
(C)512B (D) 128KB
[
(€4 (D)5
[
(B) Programmable Peripheral Interface
(D) Keyboard and Display Controller
[
(C) USART (D) None
[
(C) Address (D) None
addressing mode? [
(C) Register (D) None



11) What is the address range of internal RAM of 8051

(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None
12) 8257 ICisa
(A) DMA Controller (B) UART (C) USART (D) None
13) instruction is used to access data elements of Code Memory in 8051
(A) MOV (B) MOVX (C) MOVC (D) None
14) 8254 ICisa
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller
15) How many ports in 8051?
(A) 2 (B)3 ©4 (D)5
16) 8254 has how many modes of operation
(A)5 (B) 6 <7 (D) None
17) What is the internal ROM size of 8051
(A) 4B (B) 4GB (C) 4KB (D) 4MB
18) STD instruction affects which flag.....
(A) ACF (B) DF (C)CF (D) None
19) What is the result of CLC instruction
(A) CF=1 (B) CF=0 (C) zF=0 (D) None
20) DQ refersto
(A) Define Byte (B) Define Word (C) Define Quad Word (D) None

11) What is the address range of internal RAM of 8051

(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None
12) 8257 ICisa
(A) DMA Controller (B) UART (C) USART (D) None
13) instruction is used to access data elements of Code Memory in 8051
(A) MOV (B) MOVX (C) MOVC (D) None
14) 8254 ICis a
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller
15) How many ports in 80517
(A) 2 (B)3 €4 (D)5
16) 8254 has how many modes of operation
(A)5 (B) 6 o7 (D) None
17) What is the internal ROM size of 8051
(A) 4B (B) 4GB (C) 4KB (D) 4MB
18) STD instruction affects which flag.....
(A) ACF (B) DF (C)CF (D) None
19) What is the result of CLC instruction
(A) CF=1 (B) CF=0 (C) ZzF=0 (D) None

20) DQ refers to
(A) Define Byte (B) Define Word (C) Define Quad Word (D) None
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I - Choose the correct answer:

1) How many ports in 801967 [ ]
(A)2 (B)3 C€)4 (D)5

2)8255isa [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

3)8251ICisa [ ]
(A) DMA Controller (B) UART (C) USART (D) None

4) In 8251 if C/D'=1 then the information is [ ]
(A) Data (B) Control word (C) Address (D) None

5) MOV AX, [BX] isanexample of __ addressing mode? [ ]
(A) Direct (B) Indirect (C) Register (D) None

6) 8255 mode 1 used as [ ]
(A) Simple 1|10 (B) 1|0 with Handshaking (C) Bidirectional 1|O (D) None

7) In 8255 Port C Is Divided As [ ]
(A) Port C Lower (B) Port C Upper (C)BothA & B (D) None

8)8279isa [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

9) The 8051 is a microcontroller [ ]
(A) 8-bit (B) 16-bit (C) 32-hit (D) None

10) What is the internal RAM size of 8051 [ ]
(A) 128B (B) 256B (C)512B (D) 128KB
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I - Choose the correct answer:

1) How many ports in 801967 [ ]
(A)2 (B)3 €)4 (D)5

2)8255isa [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

3)8251ICisa [ ]
(A) DMA Controller (B) UART (C) USART (D) None

4) In 8251 if C/D'=1 then the information is [ ]
(A) Data (B) Control word (C) Address (D) None

5) MOV AX, [BX] isanexample of __ addressing mode? [ ]
(A) Direct (B) Indirect (C) Register (D) None

6) 8255 mode 1 used as [ ]
(A) Simple 1|0 (B) 1JO with Handshaking (C) Bidirectional 1|0 (D) None

7) In 8255 Port C Is Divided As [ ]
(A) Port C Lower (B) Port C Upper (C)BothA &B (D) None

8)8279isa [ ]
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller

9) The 8051 is a microcontroller [ ]
(A) 8-bit (B) 16-bit (C) 32-bit (D) None

10) What is the internal RAM size of 8051 [ ]

(A) 128B (B) 256B (C) 512B (D) 128KB




11) DQ refers to

(A) Define Byte (B) Define Word (C) Define Quad Word (D) None
12) STD instruction affects which flag.....
(A) ACF (B) DF (C)CF (D) None
13) 8254 has how many modes of operation
(A)5 (B) 6 <7 (D) None
14) What is the internal ROM size of 8051
(A) 4B (B) 4GB (C) 4KB (D) 4MB
15) 8254 ICisa
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller
16) How many ports in 8051?
(A) 2 (B)3 ©4 (D)5
17) 8257 ICis a
(A) DMA Controller (B) UART (C) USART (D) None
18) instruction is used to access data elements of Code Memory in 8051
(A) MOV (B) MOVX (C) MOVC (D) None
19) What is the result of CLC instruction
(A) CF=1 (B) CF=0 (C) ZF=0 (D) None
20) What is the address range of internal RAM of 8051
(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None

11) DQ refers to

(A) Define Byte (B) Define Word (C) Define Quad Word (D) None
12) STD instruction affects which flag.....
(A) ACF (B) DF (C)CF (D) None
13) 8254 has how many modes of operation
(A)5 (B) 6 <7 (D) None
14) What is the internal ROM size of 8051
(A) 4B (B) 4GB (C) 4KB (D) 4MB
15) 8254 ICis a
(A) Programmable Communication Device (B) Programmable Peripheral Interface
(C) Programmable Interval Timer (D) Keyboard and Display Controller
16) How many ports in 8051?
(A) 2 (B)3 €4 (D)5
17) 8257 ICis a
(A) DMA Controller (B) UART (C) USART (D) None
18) instruction is used to access data elements of Code Memory in 8051
(A) MOV (B) MOVX (C) MOVC (D) None
19) What is the result of CLC instruction
(A) CF=1 (B) CF=0 (C) ZF=0 (D) None

20) What is the address range of internal RAM of 8051
(A) 00h-FFh (B) 00h-7Fh (C) 00h-F7h (D) None



