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General Aptitude

Q. 1 - Q. 5 Carry one mark each.

Q. 1 Choose the most appropriate phrase from the options given below to complete 
the following sentence.
The aircraft ______ take of as soon as its flight plan was filed.
(A) is allowed to (B) will be allowed to

(C) was allowed to (D) has been allowed to

Sol. 1 Correct option is (C).
It is a passive sentence and second part of sentence shows past activity so in first 
part we should also use past tense.

Q. 2 Read the statements:
All women are entrepreneurs. Some women are doctors.
Which of the following conclusions can be logically inferred from the above 
statements?
(A) All women are doctors (B) All doctors are entrepreneurs

(C) All entrepreneurs are women (D) Some entrepreneurs are doctors

Sol. 2 Correct option is (D).

 W  = Women

 D  = Doctors

 E  = Entrepreneurs
Venn-diagram

So it is clear from the venn-diagram that some entrepreneurs are doctors.

Q. 3 Choose the most appropriate word from the options given below to complete the 
following sentence.
Many ancient cultures attributed disease to supernatural causes. However, modern 
science has largely helped ______ such notions.
(A) impel (B) Dispel

(C) propel (D) repel

Sol. 3 Correct option is (B).
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Q. 4 The statistics of runs scored in a series by four batsmen are provided in the 
following table. Who is the most consistent batsman of these four?

Batsman Average Standard deviation

K 31.2 5.21

L 46.0 6.35

M 54.4 6.22

N 17.9 5.90
(A) K (B) L

(C) M (D) N

Sol. 4 Correct option is (A).
Consistency means minimum deviation so ‘K’ is the most consistent batsman. 
Average is used, When we want to select the best batsman in the manner of run 
scoring.

Q. 5 What is the next number in the series?
 12 35 81 173 357 ____

Sol. 5 Correct answer is 725.
Difference between two consecutive numbers is
 35 12-  23=
 81 35-  46=
 173 81-  92=
 357 173-  184=
Difference is a multiple of 2 of previous difference so new difference will be
  184 2 368#= =
So new number will be 368 357 725= + =

Q. 6 - Q. 10 Carry two marks each.

Q. 6 Find the odd one from the following group:
W,E,K,O I,Q,W,A F,N,T,X N,V,B,D
(A) W,E,K,O (B) I,Q,W,A

(C) F,N,T,X (D) N,V,B,D

Sol. 6 Correct option is (D).

Q. 7 For submitting tax returns, all resident males with annual income below Rs. 10 
lakh should fill up Form P  and all resident females with income below Rs. 8 lakh 
should fill up Form Q . All people with incomes above Rs. 10 lakh should fill up 
Form R , except non residents with income above Rs. 15 lakhs, who should fill up 
Form S . All others should fill Form T . An example of a person who should fill 
For T  is
(A) a resident make with annual income Rs. 9 lakh

(B) a resident female with annual income Rs. 9 lakh

(C) a non-resident male with annual income Rs. 16 lakh

(D) a non-resident female with annual income Rs. 16 lakh

Sol. 7 Correct option is (B)
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Q. 8 A train that is 280 metres long, travelling at a uniform speed, crosses a platform 
in 60 seconds and passes a man standing on the platform in 20 seconds. What is 
the length of the platform in metres ?

Sol. 8 Correct answer is 560 m.
Train takes 20 seconds to cross a person so it takes 20 seconds to cover a distance 
of 280 m.

So in 60 seconds, it will cover 280 20
60

#  m280 3 840#= =

This 840 m includes train length also
So length of platform will be m840 280 560= - =

Q. 9 The exports and imports (in crores of Rs.) of a country from 2000 to 2007 are 
given in the following bar chart. If the trade deficit is defined as excess of imports 
over exports, in which year is the trade deficit 1/5th of the exports ?

(A) 2005 (B) 2004

(C) 2007 (D) 2006

Sol. 9 Correct option is (D).

Q. 10 You are given three coins: one has heads on both faces, the second has tails on 
both faces, and the third has a head on one face and a tail on the other. You 
choose a coin at random and toss it, and it comes up heads. The probability that 
the other face is tails is
(A) 1/4 (B) 1/3

(C) 1/2 (D) 2/3

Sol. 10 Correct option is (B).

END OF THE QUESTION PAPER
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Mechanical Engineering

Q. 1 - Q. 25 Carry one mark each.

Q. 1 Given that the determinant of the matrix 
1
2
1

3
6
0

0
4
2-

R

T

S
S
SS

V

X

W
W
WW
 is 12- , the determinant of 

the matrix 
2
4
2

6
12
0

0
8
4-

R

T

S
S
SS

V

X

W
W
WW
 is

(A) 96-  (B) 24-
(C) 24 (D) 96

Sol. 1 Correct option is (A).

Let A 
1
2
1

3
6
0

0
4
2

=
-

R

T

S
S
SS

V

X

W
W
WW

 Determinant A  12=-

New matrix  B  
2
4
2

6
12
0

0
8
4

=
-

R

T

S
S
SS

V

X

W
W
WW

 Determinant of B  
2
4
2

6
12
0

0
8
4

=
-

 2
1
2
1

6
12
0

0
8
4

=
-

  .2 2
1
2
1

3
6
0

0
8
4

=
-

 2
1
2
1

3
6
0

0
4
2

3=
-

  A23=  2 12 963
#= - =-^ h

Q. 2 
cos
sinLt x

x x
1x 0 -

-
"

 is

(A) 0 (B) 1

(C) 3 (D) not defined

Sol. 2 Correct option is (A).

  cos
sinLt x

x x
1x 0 -

-
"

By using expansion form of sinx  and cosx

  
...

...
Lt

x x

x x x x

1 1
2 4

3 5
x 0 2 4

3 5

- - +

- - +

"

=

=

G

G

 sinx  ...x x x
3 5

3 5

= - +

 cosx  ...x x1
2 4

2 4

= - +
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So  
...

...
Lt

x x

x x x

1 1
2 4

1 1
2 4

x 0 2 4

2 4

- + +

- + +

"

=

=

G

G

So  
...

...
Lt

x x

x x x

2 4

2 4
x 0 2 4

2 4

+

-

"

=

=

G

G

  
...

. ...
Lt

x x

x x x

2
1

4

2
1

4 0
x 0

2
4

2
2

+

-
=

"

=

=

G

G

Alternative way

  cos
sinLt x

x x
1 0

0
x 0 -

-
"

b l form

using L. Hospital’s Rule

  sin
cosLt x

x1
0
0

x 0

-
"

b l form

again using L. Hospital’s Rule (Differentiating numerator and denominators)

  cos
sin tanLt x

x x 0
x 0

= =
"

Q. 3 The argument of the complex number i
i

1
1

-
+ , where i 1= - , is

(A) p -  (B) 2
p -

(C) 2
p  (D) p 

Sol. 3 Correct option is (C).

Let z  i
i

1
1= -

+

Let z1 i1= + ,  z i12 = -

 z  z
z

2

1=

using argument property

 Arg z  Arg Argz z1 2= -

 Arg z1 tan 1
1

4
1 p = =- b l

 Arg z2 tan 1
1

4
1 p = - =-- b l

 Arg z  4 4 4 4
p p p p= - - = +d n

 Arg z  2
p =

Q. 4 The matrix form of the linear system dt
dx x y3 5= -  and dt

dy x y4 8= +  is

(A) dt
d x

y
x
y

3
4

5
8=

-
> H* *4 4 (B) dt

d x
y

x
y

3
4

8
5= -> H* *4 4

(C) dt
d x

y
x
y

4
3

5
8=

-
> H* *4 4 (D) dt

d x
y

x
y

4
3

8
5= -> H* *4 4
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Sol. 4 Correct option is (A).

 dt
dx  x y3 5= -

 dt
dy  x y4 8= +

writing the linear system of equations in matrix form

 dt
d x

y* 4 
x
y

3
4

5
8=

-
> H* 4

Q. 5 Which one of the following describes the relationship among the three vectors, 
i j k+ +t t t, i j k2 3+ +t t t and i j k5 6 4+ +t t t ?
(A) The vectors are mutually perpendicular

(B) The vectors are linearly dependent

(C) The vectors are linearly independent

(D) The vectors are unit vectors

Sol. 5 Correct option is (B).

Let’s av i j k+ +t t t

 bv i j k2 3+ +t t t

 cv i j k5 6 4+ +t t t

(i) Check for perpendicular condition
Condition .a b 0=v v , .a c 0=v v , .b c 0=v v

 .a bv v i j k i j k2 3= + + + +t t t t t t_ _i i

  2 3 1 6 0!= + + =
so they are not perpendicular.
(ii) Check for unit vectors
 a 1=v , b 1=v , c 1=v

 av  1 1 1 3 12 2 2 != + + =
 bv  2 3 1 14 02 2 2 != + + =
so they are not unit vectors.
(iii) Check for linear dependency

 
a
b
c

a
b
c

a
b
c

x

x

x

y

y

y

z

z

z

 0=

 
1
2
5

1
3
6

1
1
4

 1 12 6 1 8 5 1 12 15= - - - + -^ ^ ^h h h

  6 3 3 0= - - =
so they are linearly dependent vectors.

Q. 6 A circular rod of length ‘L ’ and area of cross-section ‘A’ has a modulus of 
elasticity ‘E ’ and coefficient of thermal expansion ‘a ’. One end of the rod is fixed 
and other end is free. If the temperature of the rod is increased by TT , then
(A) stress developed in the rod is E TTa  and strain developed in the rod is TTa 
(B) both stress and strain developed in the rod are zero

(C) stress developed in the rod is zero and strain developed in the rod is TTa 
(D) stress developed in the rod is E TTa  and strain developed in the rod is zero
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Sol. 6 Correct option is (D).
As there is no restriction on the expansion of rod so stress will be zero in the rod. 
While strain is there

Thermal expansion  lT  L TTa =

 Strain e  L
lT=

  L
L T TT Ta a= =

Q. 7 A metallic rod of 500 mm length and 50 mm diameter, when subjected to a 
tensile force of 100 kN at the ends, experiences an increase in its length by 0.5 
mm and a reduction in its diameter by 0.015 mm. The Poisson’s ratio of the rod 
material is_____

Sol. 7 Correct answer is 0.3.
 length l  mm500=
 diameter d  mm50=
Change in length  lT  . mm0 5=
Change in diameter dT  . mm0 015=

 Poisson’s ratio longitudinal strain
lateral strain=

  
/
/
l l
d d
T
T=

  
. /
. /
0 5 500
0 015 50=

  .
. .0 5

0 015 10 0 3#= =

Q. 8 Critical damping is the
(A) largest amount of damping for which no oscillation occurs in free vibration

(B) smallest amount of damping for which no oscillation occurs in free vibration

(C) largest amount of damping for which the motion is simple harmonic in free 
vibration

(D) smallest amount of damping for which the motion is simple harmonic in free 
vibration

Sol. 8 Correct option is (B).
Critical damping is defined as the smallest amount of damping for which no 
oscillation occurs in free vibration.

Q. 9 A circular object of radius r  rolls without slipping on a horizontal level floor with 
the center having velocity V . The velocity at the point of contact between the 
object and the floor is
(A) zero

(B) V  in the direction of motion

(C) V  opposite to the direction of motion

(D) V  vertically upward from the floor

Sol. 9 Correct option is (A).
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At point A, resultant velocity

 Vre  V Rw = -
we know that V  Rw =
So Vre  V V 0= - =

Alternative way
A is the instantaneous centre of two links i.e. circular object and horizontal floor. 
Two links have no linear velocity relative to each other at the instantaneous 
centre.

Q. 10 For the given statements:
I Mating spur gear teeth is an example of higher pair

II A revolute joint is an example of lower pair

Indicate the correct answer.
(A) Both I and II are false

(B) I is true and II is false

(C) I is false and II is true

(D) Both I and II are true

Sol. 10 Correct option is (A).
Higher pair has line or point contact and lower pair has surface contact. In spur 
gear there is line contact so it is a higher pair while in revolute joint there is 
surface contact so it is a lower pair.

Q. 11 A rigid link PQ is 2 m long and oriented at 20c to the horizontal as shown in the 
figure. The magnitude and direction of velocity VQ , and the direction of velocity 
VP  are given. The magnitude of VP  (in m/s) at this instant is

(A) 2.14 (B) 1.89

(C) 1.21 (D) 0.96

Sol. 11 Correct option is (C).
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Q. 12 Biot number signifies the ratio of
(A) convective resistance in the fluid to conductive resistance in the solid

(B) conductive resistance in the solid to convective resistance in the fluid

(C) inertia force to viscous force in the fluid

(D) buoyancy force to viscous force in the fluid

Sol. 12 Correct option is (B).

 Biot number Bi  k
hr=

 h  = convective heat transfer coefficient

 r  = radius

 k  = thermal conductivity
It is the ratio of conductive resistance in the solid to convective resistance in the 
fluid.

Q. 13 The maximum theoretical work obtainable, when a system interacts to equilibrium 
with a reference environment, is called
(A) Entropy (B) Enthalpy

(C) Exergy (D) Rothalpy

Sol. 13 Correct option is (C).
Entropy: Degree of randomness in the system.
 Enthalpy (H ) U PV= +
 U  = Internal energy
 PV  = Displacement work
So enthalpy is the sum of internal energy and displacement work.
Exergy or Available Energy: The maximum portion of energy which could be 
converted into useful work by ideal process and it reduces the system to dead 
state.
Dead state: It is a state in equilibrium with the earth and its atmosphere.

Q. 14 Consider a two-dimensional laminar flow over a long cylinder as shown in the 
figure below.

The free stream velocity is U3 and the free stream temperature T3 is lower 
than the cylinder surface temperature Ts . The local heat transfer coefficient is 
minimum at point
(A) 1 (B) 2

(C) 3 (D) 4

Sol. 14 Correct option is (A).
In laminar flow, the heat transfer coefficient is minimum where the thickness of 
boundry layer is maximum. The heat transfer coefficient is maximum where the 
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thickness is minimum.
For turbulent-region thickness of boundry layer is maximum at 3. For laminar 
region thickness of boundry layer is maximum at 2 so it will have minimum local 
heat transfer coefficient.

Q. 15 For a completely submerged body with centre of gravity ‘G ’ and centre of 
buoyancy ‘B ’, the condition of stability will be
(A) G  is located below B

(B) G  is located above B

(C) G  and B  are coincident

(D) independent of the locations of G  and B

Sol. 15 Correct option is (B).
In order that a fully immersed body be in equilibrium the centre of gravity ‘G ’ 
should be lower than the centre of buoyancy ‘B ’.

Q. 16 In a power plant, water (density /kg m1000 3= ) is pumped from 80 kPa to 3 MPa. 
The pump has an isentropic efficiency of 0.85. Assuming that the temperature of 
the water remains the same, the specific work (in kJ/kg) supplied to the pump is
(A) 0.34 (B) 2.48

(C) 2.92 (D) 3.43

Sol. 16 Correct option is (D).
Isentropic efficiency h  .0 85=
Specific work supplied to pump v PT=
 v  = specific volume

 v  1
r =  density

1=  1000
1=

 v  /m kg10 3 3= -

So w  v PT=
  10 3000 803= -- ^ h
  . kJ2 92=
Isentropic efficiency,

 h  Actual compressor work
Isentropic compressor work=

 0.85 . kJ
w

2 92
a

=

 wa  . /kJ kg3 43=

Q. 17 Which one of the following is a CFC refrigerant ?
(A) R744 (B) R290

(C) R502 (D) R718
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Sol. 17 Correct option is (C).

 R744 " Carbon dioxide CO2^ h

 R290 " Propane

 R718 " Water H O2^ h

 R717 " Ammonia NH3^ h

 R502 " It is a azeotropic mixture of R-22 and R-115
So it is a CFC refrigerant because R-22 and R-115 are CFC refrigerants.

Q. 18 The jobs arrive at a facility, for service, in a random manner. The probability 
distribution of number of arrivals of jobs in a fixed time interval is
(A) Normal (B) Poisson

(C) Erlang (D) Beta

Sol. 18 Correct option is (B).
When jobs are coming in random manner then number of arrivals of jobs in a 
fixed time interval will follow poisson probability distribution. Service time will 
follow exponential distribution.

Q. 19 In exponential smoothening method, which one of the following is true ?
(A) 0 1# #a  and high value of a  is used for stable demand

(B) 0 1# #a  and high value of a  is used for unstable demand

(C) 1$a  and high value of a  is used for stable demand

(D) 0#a  and high value of a  is used for unstable demand

Sol. 19 Correct option is (B).
High value of ‘a ’ shows more weightage is given to immediate forecast. Less 
value of ‘a ’ shows less weightage is given to immediate forecast or almost equal 
weightage is given. So high value of ‘a ’ is chosen when nature of demand is not 
reliable or unstable.

Q. 20 For machining a rectangular island represented by coordinates P(0,0), Q(100,0), 
R(100,50) and S(0,50) on a casting using CNC milling machine, an end mill with 
a diameter of 16 mm is used. The trajectory of the cutter centre to machine the 
island PQRS is
(A) ,8 8- -^ h, ,108 8-^ h, ,108 58^ h, ,8 58-^ h, ,8 8- -^ h

(B) (8, 8), (94, 8), (94, 44), (8, 44), (8, 8)

(C) ,8 8-^ h, (94, 8), (94, 44), (8, 44), ,8 8-^ h

(D) (0, 0), (100, 0), (100, 50), (50, 0), (0, 0)

Sol. 20 Correct option is (A).

Q. 21 Which one of the following instruments is widely used to check and calibrate 
geometric features of machine tools during their assembly ?
(A) Ultrasonic probe

(B) Coordinate Measuring Machine (CMM)

(C) Laser interferometer

(D) Vernier calipers

Sol. 21 Correct option is (C).
To check and calibrate geometric features of machine tools, we use laser 
interferometer.
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Q. 22 The major difficulty during welding of aluminium is due to its
(A) high tendency of oxidation (B) high thermal conductivity

(C) low melting point (D) low density

Sol. 22 Correct option is (A).
Aluminium has high tendency of oxidation so during welding it is converted into 
aluminium oxide Al O2 3^ h and Al O2 3 has very high melting point C2702c^ h so 
now it will not melt and welding can not be performed easily.

Q. 23 The main cutting force acting on a tool during the turning (orthogonal cutting) 
operation of a metal is 400 N. The turning was performed using 2 mm depth of 
cut and 0.1 mm/rev feed rate. The specific cutting pressure (in /N mm2) is
(A) 1000 (B) 2000

(C) 3000 (D) 4000

Sol. 23 Correct option is (B).
 Cutting force FC  N400=
 depth d  mm2=
 feed rate f  . / .mm rev0 1=
It means per revolution it moves 0.1 mm (t )

Specific cutting pressure d t
FC

#
=

  . /N mm2 0 1
400 2000 2

#
= =

Q. 24 The process of reheating the martensitic steel to reduce its brittleness without 
any significant loss in its hardness is
(A) normalising (B) annealing

(C) quenching (D) tempering

Sol. 24 Correct option is (A).

Q. 25 In solid-state welding, the contamination layers between the surfaces to be welded 
are removed by
(A) alcohol (B) plastic deformation

(C) water jet (D) sand blasting

Sol. 25 Correct option is (B).
Plastic deformation is used to remove contamination layers between the surfaces 
to be welded, in solid-state welding.

Q. 26 - Q. 55 Carry two marks each.

Q. 26 The integral ydx xdy
C

-^ h#  is evaluated along the circle x y2 2
4
1+ =  traversed in 

counter clockwise direction. The integral is equal to

(A) 0 (B) 4
p -

(C) 2
p -  (D) 4

p 

Sol. 26 Correct option is (C).

  ydx xdy
C

-^ h#

C  is x y2 2+  4
1=
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Applying Green’s theorem

 Mdx Ndy
C

+^ h#  
x
N

y
M dxdy

A 2
2

2
2= -c m##

A is the region included in C

 M  y= ,            N  x=-

 
y
M
2
2  1= ,          

x
N

2
2  1=-

  dxdy1 1
A

= - -] g##

  dxdy2
A

=- ##

 dxdy
A
##  = area of circle with radius 2

1

  2 2
1

2
2

p p=- =-b l< F

Q. 27 If y f x= ^ h is the solution of 0dx
d y

2

2

=  with the boundary conditions y 5=  at x 0=
, and 2dx

dy =  at x 10= , f 15 =^ h  _____.

Sol. 27 Correct answer is 35.

Differential equation 
dx
d y

2

2

 0=

 solution y  = Complementary function + Particular Integral

  . . . .C F P I= +
 P.I. 0=  for the given differential equation

 y  . .C F=
Auxiliary equation-
 m2 0=
 m  ,0 0=
So y  c c x emx

1 2= +^ h  m 0a =
 y  c c x1 2= +^ h
 y  . .C F c c x0 1 2= + = +^ h
at x 0= , y 5=
 5 c1=

 dx
dy  c2=  & c 22 =

So y  x5 2= +
 y 15^ h 5 2 15 35= + =^ h

Q. 28 In the following table, x  is a discrete random variable and p x^ h is the probability 
density. The standard deviation of x  is

x 1 2 3

p x^ h 0.3 0.6 0.1
(A) 0.18 (B) 0.36

(C) 0.54 (D) 0.6

Sol. 28 Correct option is (D).

 mean x^ h P Xi i
i

n

1

=
=
/

  P Xi i
i 1

3

=
=
/

  . . .0 3 1 0 6 2 0 1 3# # #= + +^ ^ ^h h h
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  . . . .0 3 1 2 0 3 1 8= + + =

 variance 2s ^ h P X xi i
i

n
2 2

1

= -
=

^ h/

  P X xi i
i

2 2

1

3

= -
=

^ h/
  . . . .0 3 1 0 6 2 0 1 3 1 82 2 2 2

# # #= + + -^ ^ ^ ^h h h h
  . . . . .0 3 2 4 0 9 3 24 0 36= + + - =
Standard deviation s  2s =
  . .0 36 0 6= =

Q. 29 Using the trapezoidal rule, and dividing the interval of integration into three 

equal subintervals, the definite integral x dx
1

1

-

+

#  is _____

Sol. 29 Correct answer is 1.111

  x dx
1

1

-

+

#

 n  = no. of intervals 3=

 h  n
x xn 0= -

  3
1 1

3
2=

- -
=^ h

So value of x  are

1- , 1 3
2- + , 1 2 3

2- + b l, 1 3 3
2- + b l,

1- ,
3
1- , 3

1 , 1

- - - -

x0 x1 x2 x3

x 1-
3
1- 3

1 1

y x= 1
3
1

3
1 1

Applying trapezoidal rule

 f x dx
x

xn

0

^ h#  ...h y y y y y2 2n n0 1 2 1= + + + + + -^ ^h h7 A

  h y y y y2 20 3 1 2= + + +^ ^h h7 A

  
/
2

2 3
1 1 2 3

1
3
1= + + +^ bh l; E

  3
1 2 3

4= +; E

  3
1

3
6 4= +
; E

  .9
10 1 111= =

Q. 30 The state of stress at a point is given by MPa6xs =- , MPa4ys =  and 
MPa8xyt =- . The maximum tensile stress (in MPa) at the point is ______.

Sol. 30 Correct answer is 8.43.

 xs  MPa6=-
 ys  MPa4=
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 xyt  MPa8=-

 Principle stress ,1 2s  2 2
x y x y

xy

2
2!

s s s s t= + - +c dm n

 ,1 2s  2
6 4

2
6 4 8

2
2!= - + - + + -b b ^l l h

  1 25 64!=- +
  .1 9 43!=-
 1s  .1 9 43=- + ,     2s  .1 9 43=- -
 1s  . MPa8 43= ,     2s  . MPa10 43=-
Stress can’t be negative so answer is 8.43 MPa

Q. 31 A block R of mass 100 kg is placed on a block S  of mass 150 kg as shown in the 
figure. Block R is tied to the wall by a massless and inextensible string PQ . If the 
coefficient of static friction for all surfaces is 0.4, the minimum force F  (in kN) 
needed to move the block S  is

(A) 0.69 (B) 0.88

(C) 0.98 (D) 1.37

Sol. 31 Correct option is (D).

 mR = mass of block kgR 100=
 mS  = mass of block kgS 250=
Drawing free body diagram

 fS  - friction force between block S  and surface
 fR - friction force between block S  and block R
 fS  m m gS S Rm = +^ h
  . g0 4 150 100= +^ h
  . g g0 4 250 100= =^ h
 fR m gS Rm =
  . g g0 4 100 40# #= =
Force balancing
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 F f fR S- -  0=
 F  f fR S= +
  g g g100 40 140= + =  . / secmg 9 81 2=^ h
  . N1373 4=
  . kN1 37=

Q. 32 A pair of spur gears with module 5 mm and a center distance of 450 mm is used 
for a speed reduction of :5 1. The number of teeth on pinion is ______.

Sol. 32 Correct answer is 30.
 module m  mm5=
 center distance mm450=
Speed reduction or speed ratio :5 1=

 r r1 2+  450=  , DiametersD D1 2 =

 D D
2

1 2+  450=

 D D1 2+  900=

Speed ratio 1
5  D

D
1

2=

 D5 1 D2=
So D D51 1+  900=
 D1 mm150=
So D2 D900 1= -
 D2 900 150= -
 D2 mm750=

 module m  T
D1=

So T  m
D1=

  5
150 30= =  teeths

Q. 33 Consider a cantilever beam, having negligible mass and uniform flexural rigidity, 
with length 0.01 m. The frequency of vibration of the beam, with a 0.5 kg mass 
attached at the free tip, is 100 Hz. The flexural rigidity (in .N m2) of the beam is 
______.

Sol. 33 Correct answer is 0.065.

Q. 34 An ideal waterjet with volume flow rate of . /m s0 05 3  strikes a flat plate placed 
normal to its path and exerts a force of 1000 N. Considering the density of water 
as /kg m1000 3, the diameter (in mm) of the water jet is ______.
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Sol. 34 Correct answer is 56.4

 Fx  = Exerted force by the jet on the plate

 Fx  = Rate of change of momentum

 Fx  m V V1 2= -o v v_ i

 mo  = mass flow rate

 V2 0=
because finally jet will have velocity in y -direction so its x -direction component 
is zero.
 mo  Qr = = density # flow rate
 mo  . / seckg1000 0 05 50#= =
So Fx  m V1= o^ h
 1000 V50 1= ^ h
 V1 / secm20=
 Flow rate Q  = Area # velocity

 0.05 d V4
2

1#
p =

 0.05 d4 202
#

p =

 d  . m0 0564=
  . mm56 4=

Q. 35 A block weighing 200 N is in contact with a level plane whose coefficients of static 
and kinetic friction are 0.4 and 0.2, respectively. The block is acted upon by a 
horizontal force (in newton) P t10= , where t  denotes the time in seconds. The 
velocity (in m/s) of the block attained after 10 seconds is _____

Sol. 35 Correct answer is 4.905

 R mg 200= =
 Static friction force mS gm =
  . N0 4 200 80#= =
so block will not move until the force is more than 80 N.
 P  t10=
then P  N80=  t 8a =
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so block will move after 8 seconds.
Then kinetic friction will come in picture.
Kinetic friction force .mgkm =
  . N0 2 200 40#= =
Newton’s 2nd law-

 P 40-  .m a= ,        a  = acceleration

 t10 40-  m dt
dv= ,      a  dt

dv=

 m t1 10 40-^ h dt
dv=

 m t dt1 10 40
8

10
-^ h#  dv

v

0
= #

 m t t1 5 402
8
10-6 @  v=

 m
1 100#  v=

Reaction force R mg=
 200 .m 9 81#=

 m  . . kg9 81
200 20 39= =

So,Velocity v  .200
100 9 81#=

  . / secm4 905=

Q. 36 A slider crank mechanism has slider mass of 10 kg, stroke of 0.2 m and rotates 
with a uniform angular velocity of 10 rad/s. The primary inertia forces of the 
slider are partially balanced by a revolving mass of 6 kg at the crank, placed at 
a distance equal to crank radius. Neglect the mass of connecting rod and crank. 
When the crank angle (with respect to slider axis) is 30c, the unbalanced force 
(in newton) normal to the slider axis is _____

Sol. 36 Correct answer is 30 N.
 mass of slider mS  kg10=
 stroke . m0 2=
 angular velocity w  / secrad10=
 balancing mass m  kg6=
 crank angle q  30c=

 unbalance force P  sinmr 2w q=

 r  . .2
0 2 0 1= =

 P  . sin6 0 1 10 302
# # # c=

  .6 0 1 100 2
1

# # #=

  N6 5 30#= =
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Q. 37 An offset slider-crank mechanism is shown in the figure at an instant. Conventionally, 
the Quick Return Ratio (QRR) is considered to be greater than one. The value 
of QRR is _____

Sol. 37 Correct answer is 1.2.

Q. 38 A rigid uniform rod AB  of length L and mass m  is hinged at C  such that 
/AC L 3= , /CB L2 3= . Ends A and B  are supported by springs of spring constant 

k . The natural frequency of the system is given by

(A) m
k

2  (B) m
k

(C) m
k2  (D) m

k5

Sol. 38 Correct option is (D).

Kinetic energy of the system

 T  I2
1 2q = o  ...(i)

 I  = mass moment of inertia of rod about point C
Point D  is in the mid of rod i.e. it is the mid point
 I  I MLD

2= + l

 Ll L L L
2 3 6= - =

  ML ML ML
12 36 9

2 2 2

= + =  ...(ii)

Potential energy of the system

 k  kx kx2
1

2
1

1
2

2
2= +

 x1 
L
3 q = ,       x2 

L
3

2 q =

 k  k L k L
2
1

3 2
1

3
22

2q q= +b bl l
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Total energy of the system will remain constant
 T k+  = Constant

 dt
d T k+^ h 0=

 dt
d I k L k L

2
1

2
1

9 2
1

9
42

2
2

2
2q q q+ +oc m 0=

 I kL kL
9 9

42 2

qq qq qq+ +op o o 0=

 I kL
9

5 2

q q+p  0=

 Iq p kL
9

5 2

q =-

Comparing with  q p 2w q=-

So w  I
kL
9

5 2

=

  
mL
kL

9
5 92

2

#=  I mL
9

2

a =c m

 w  m
k5=

Q. 39 A hydrodynamic journal bearing is subject to 2000 N load at a rotational speed of 
2000 rpm. Both bearing bore diameter and length are 40 mm. If radial clearance 
is m20 m  and bearing is lubricated with an oil having viscosity 0.03 Pa.s, the 
Sommerfeld number of the bearing is _____

Sol. 39 Correct answer is 0.8.
Load  W  N2000=

Rotational speed  NS  rpm rps2000 60
2000= =

Dia. of bearing mm40=
Radius of bearing mm20=
Length of bearing mm40=
Radial clearance C  m20 m =
Viscosity of oil . .Pa s0 03=

Sommerfeld Number S  C
r

P
NS

2 m = d n

 P  l d
W
#

=  . MPa40 40
2000 1 25
#

= =

 S  
.

.
20 10
20 10

60 1 25 10
0 03 2000

6

3 2

6
#
# #

# #
#= -

-

d n

  
.
. .

60 1 25 10
10 0 03 2000 0 86

6

# #
# #= =

Q. 40 A 200 mm long, stress free rod at room temperature is held between two 
immovable rigid walls. The temperature of the rod is uniformly raised by C250c
. If the Young’s modulus and coefficient of thermal expansion are 200 GPa and 

/ C1 10 5
# c- , respectively, the magnitude of the longitudinal stress (in MPs) 

developed in the rod is _____

Sol. 40 Correct answer is 500
 Length l  mm200=
Temp. difference tT] g C250c=
Young modulus E  GPa200=
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Coefficient of thermal expansion a  / C1 10 5
# c= -

 Longitudinal stress E tTa =
  200 10 10 2509 5

# # #= -

  MPa500=

Q. 41 1.5 kg of water is in saturated liquid state at 2 bar ( . /m kgv 0 001061f
3= , 

. /kJ kgu 504 0f = , /kJ kgh 505f = ). Heat is added in a constant pressure process 
till the temperature of water reaches C400c  ( . /m kgv 1 5493 3= , . /kJ kgu 2967 0=
, . /kJ kgh 3277 0= ). The heat added (in kJ) in the process is _____

Sol. 41 Correct answer is 4158 kJ.
Drawing T S-  diagram

 Head added m h hf= -o^ h

  .1 5 3277 505= -^ h
  kJ4158=

Q. 42 Consider one dimensional steady state heat conduction across a wall (as shown 
in figure below) of thickness 30 mm and thermal conductivity 15 W/m.K. At 
x 0= , a constant heat flux, /W mq 1 105 2

#=m  is applied. On the other side of 
the wall, heat is removed from the wall by convection with a fluid at C25c  and 
heat transfer coefficient of / .W m K250 2 . The temperature (in Cc ), at x 0=  is 
_____

Sol. 42 Correct answer is 625

 Heat flow Q  Thermal resistance
Temp. difference=

 Q  

kA
L

hA

T T
1

1=
+
- 3

 Conductive resistance "                 ! Convective resistance
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 A
Q  

k
L

h

T T
1

1=
+

- 3

heat flux, q A
Q=m  qm 

k
L

h

T T
1

1=
+

- 3  T

15
30 10

250
1

298
3

1

#
=

+

-
-

 10 2 10 250
15 3

# +-b l T 2981= -

 6 10 103 5
# #

-  T 2981= -
 600 298+  T1=
 T1 k898=  or C625c

Q. 43 Water flows through a pipe having an inner radius of 10 mm at the rate of 
/kg hr36  at C25c . The viscosity of water at C25c  is 0.001 kg/m.s. The Reynolds 

number of the flow is _____

Sol. 43 Correct answer is 636.64
 r  mm10=
 mo  /kg hr36=
 T  C K25 298c= =
 m  . / seckg m0 001=
We know that mass flow rate mo
 mo  ACr =  = density # Area # velocity

 3600
36  ACr =

 Cr  A3600
36
#

=

 Cr  
D3600

36 4
2

#
#

p 
=  

3600 400 10
36 4

6
# # #

#
p 

= -

Reynolds number Re 
DC

m
r

= ^ h

  .3600 400
36 4 10

0 001
20 106 3

# #
# # # #

p =
-

c m  mmD r2 20= =^ h

  36 4
36 4 10 10 10 202 3 3

# #
# # # # #

p =
-

  .636 94=

Q. 44 For a fully developed flow of water in a pipe having diameter 10 cm, velocity 
. /m s0 1  and kinematic viscosity /m s10 5 2- , the value of Darcy friction factor is 

______

Sol. 44 Correct answer is 0.064
 diameter D  cm10=
 velocity V  . / secm0 1=

 Kinematic viscosity r
m

b l / secm10 5 2= -

 Reynolds number Re VD

m
r=

 Re 
/

VD
m r

=
^ h
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  . .
10

0 1 10 10 10005

2
# #= =-

-

Re 23001  so it is laminar flow, for laminar flow Darcy friction factor is

 f  Re
64=  .1000

64 0 064= =

Q. 45 In a simple concentric shaft-bearing arrangement, the lubricant flows in the 2 
mm gap between the shaft and the bearing. The flow may be assumed to be a 
plane Couette flow with zero pressure gradient. The diameter of the shaft is 100 
mm and its tangential speed is 10 m/s. The dynamic viscosity of the lubricant is 
0.1 kg/m.s. The frictional resisting force (in newton) per 100 mm length of the 
bearing is _____

Sol. 45 Correct answer is 15.

Q. 46 The non-dimensional fluid temperature profile near the surface of a convectively 
cooled flat plate is given by T T

T T
W

W

-
-

3
 a b cL

y
L
y 2

= + + ` j , where y  is measured 
perpendicular to the plate, L is the plate length, and a , b and c  are arbitrary 
constants. TW  and T3 are wall and ambient temperatures, respectively. If the 
thermal conductivity of the fluid is k  and the wall heat flux is qm, the Nusselt 
number Nu T T

q
k
L

W
= - 3

m  is equal to
(A) a  (B) b

(C) c2  (D) b c2+^ h

Sol. 46 Correct option is (B).
Non-dimensional fluid profile

 T T
T T

W

W

-
-

3
 a b L

y c L
y 2

= + +d dn n  ...(i)

Nusselt number  Nu  T T
q

k
L

W
= - 3

m

From equation (i)

 T TW -  T T a b L
y c L

y
W

2

= - + +3^ d dh n n= G

 T TW-  T T a b L
y c L

y
W

2

= - + +3^ d dh n n= G

 T  T T T a b L
y c L

y
W W

2

= + - + +3^ d dh n n= G ...(ii)

Fourier’s law of conduction

 q  kA dy
dT=-

 A
q  k dy

dT=-

Heat flux, q A
q=m  qm k dy

dT=-  ...(iii)

 dy
dT  T T L

b
L
cy2

W 2= - +3^ h< F

so from equation (iii)

 qm k T T L
b

L
cy2

W 2=- - +3^ h< F

 qm k T T L
b

L
cy2

W 2= - +3^ h< F

at y 0=
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 qm k T T L
b

W= - 3^ h: D

 
T T

q
k
L

W - 3

m
^ h

 b Nu= =

So Nu  b=

Q. 47 In an air-standard Otto cycle, air is supplied at 0.1 MPa and 308 K. The ratio of 
the specific heats r^ h and the specific gas constant R^ h of air are 1.4 and 288.8 J/
kg.K, respectively. If the compression ratio is 8 and the maximum temperature in 
the cycle is 2660 K, the heat (in kJ/kg) supplied to the engine is _____

Sol. 47 Correct answer is 1416.27 kJ/kg.
P V-  and T S-  diagram for otto cycle

 Qsupplied /kJ kgC T TV 3 2= -^ h
 P1 . MPa0 1=
 T1 K308=
 8 r=
 r  .1 4=
 Gas constant R . / .J kg K288 8=
 T .max  of cycle KT 26603= =
1 - 2 isentropic process

 T
T

1

2  P
P r

r

1

2
1

=
-

c m

 T
T

1

2  V
V r

2

1
1

=
-

c m

 T
T

1

2  8 .1 4 1= -
^ h

 T2 . K8 308 698 40.0 4
#= =

 C CP V-  R=

 C C
C 1V

V

P -c m R=

 .C 1 4 1V -^ h .288 8=
 CV  /J kg722=
 Qsupplied C T TV 3 2= -^ h

  .722 2660 698 40= -^ h
  . /J kg1416275 2=
  . /kJ kg1416 27=

Q. 48 A reversible heat engine receives 2 kJ of heat from a reservoir at 1000 K and 
a certain amount of heat from a reservoir at 800 K. It rejects 1 kJ of heat to a 
reservoir at 400 K. The net work output (in kJ) of the cycle is
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(A) 0.8 (B) 1.0

(C) 1.4 (D) 2.0

Sol. 48 Correct option is (C).
Reversible heat engine (H.E.)

as it is a reversible engine so change in entropy of universe is zero.

 sT  0=  ds T
dQ=

 Q
1000

2
800 400

1+ -  0=

 Q
800  400

1
500
1= -  2000

800
20
8= =

 Q  . kJ0 4=
Now balancing the energy
 Q2 1+ -  Work W= ^ h
 W  .2 0 4 1= + -
 W  . kJ1 4=

Q. 49 An ideal reheat Rankine cycle operates between the pressure limits of 10 kPa and 
8 MPa, with reheat being done at 4 MPa. The temperature of steam at the inlets 
of both turbines is C500c  and the enthalpy of steam is 3185 kJ/kg at the exit of 
the high pressure turbine and 2247 kJ/kg at the exit of low pressure turbine. The 
enthalpy of water at the exit from the pump is 191 kJ/kg. Use the following table 
for relevant data.

Superheated steam 
temperature Cĉ h

Pressure 
(MPa)

/m kgv 3^ h h  (kJ/kg) s  (kJ/kg.K)

500 4 0.08644 3446 7.0922

500 8 0.04177 3399 6.7266
Disregarding the pump work, the cycle efficiency (in percentage) is _____

Sol. 49 Correct answer is 41.

Q. 50 Jobs arrive at a facility at an average rate of 5 in an 8 hour shift. The arrival of 
the jobs follows Poisson distribution. The average service time of a job on the 
facility is 40 minutes. The service time follows exponential distribution. Idle time 
(in hours) at the facility per shift will be

(A) 7
5  (B) 3

14

(C) 5
7  (D) 3

10
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Sol. 50 Correct option is (B).
 Arrival rate l ^ h = 5 jobs in 8 hours
Average service time /min job40=
So total service time  ( ) minbecause jobs are there40 5 5 200#= =

  60
200

3
10= =  hours

So  Idle time per shift at the facility

  8 3
10= -

  3
24 10

3
14= - =  hours

Q. 51 A metal rod of initial length L0 is subjected to a drawing process. The length of 
the rod at any instant is given by the expression, L t L t10

2= +^ ^h h, where t  is 
the time in minutes. The true strain rate (in min 1- ) at the end of one minute is 
_____

Sol. 51 Correct answer is min1 1- .
 Initial length L0=
Instantaneous length Li  L t10

2= +^ h

 True strain e  ln L
Li

0
=

 e  ln L
L t1

0

0
2

=
+^ h

 e  ln t1 2= +^ h

True strain rate,

 dt
de  

t
t

1
1 22=
+^ h

at t 1= ,

 dt
de 
b l 

1 1
2 1

2=
+
^ h

  min2
2 1 1= = -

Q. 52 During pure orthogonal turning operation of a hollow cylindrical pipe, it is found 
that the thickness of the chip produced is 0.5 mm. The feed given to the zero 
degree rake angle tool is 0.2 mm/rev. The shear strain produced during the 
operation is _____

Sol. 52 Correct answer is 1.0.

Q. 53 For the given assembly: 25 H7/g8, match Group A with Group B

Group A Group B

P. H I. Shaft type

Q. IT8 II. Hole type

R. IT7 III. Hole tolerance grade

S. g IV. Shaft tolerance grade
(A) P-I, Q-III, R-IV, S-II (B) P-I, Q-IV, R-III, S-II

(C) P-II, Q-III, R-IV, S-I (D) P-II, Q-IV, R-III, S-I

Sol. 53 Correct option is (D).

 H " Hole type

 g " Shaft type
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 H7 " A hole and 7 indicates its tolerance grade

 g8 " A shaft and 8 indicates its tolerance grade

Q. 54 If the Taylor’s tool life exponent n  is 0.2, and the tool changing time is 1.5 min, 
then the tool life (in min) for maximum production rate is _____

Sol. 54 Correct answer is 6 min.
 n  .0 2=
Tool changing time Tc  . min1 5=
Tool life for maximum production rate

 Topt n
n T1

c#= -

  .
. .0 2

1 0 2 1 5#= -

  min6=

Q. 55 An aluminium alloy (density /kg m2600 3) casting is to be produced. A cylindrical 
hole of 100 mm diameter and 100 mm length is made in the casting using sand 
core (density /kg m1600 3). The net buoyancy force (in newton) acting on the core 
is _____

Sol. 55 Correct answer is 7.7.
Density of Al alloy r  /kg m2600 3=
Density of sand core d  /kg m1600 3=
 Hole dia D  .mm m100 0 1= =
 Net buoyancy force = Weight of liquid displaced - weight of solid body
  V g Vdgr = -  Vg dr = -^ h

   volumeV A L D L4
2a # #

p = = =d n

  D L g4
2600 16002p = -d ^n h

  . . .4 0 1 0 1 9 81 10002
# # # #

p = ^d h n

  . N7 7=

END OF THE QUESTION PAPER

**********
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ANSWER KEY

General Aptitude

1 2 3 4 5 6 7 8 9 10

(C) (D) (B) (A) (725) (D) (B) (560) (D) (B)

Mechanical Engineering

1 2 3 4 5 6 7 8 9 10

(A) (A) (C) (A) (B) (C) (0.29-
0.31)

(B) (A) (D)

11 12 13 14 15 16 17 18 19 20

(D) (B) (C) (B) (A) (D) (C) (B) (B) (A)

21 22 23 24 25 26 27 28 29 30

(C) (A) (B) (A) (B) (C) (34-36) (D) (1.10-
1.12)

(8.4-
8.5)

31 32 33 34 35 36 37 38 39 40

(D) (29-31) (0.064-
0.067)

(56-57) (4.8-
5.0)

(29-31) (1.2-
1.3)

(D) (0.75-
0.85)

(499-
501)

41 42 43 44 45 46 47 48 49 50

(4155-
4160)

(620-
630)

(635-
638)

(0.06-
0.07)

(15-16) (B) (1400-
1420)

(C) (40-42) (B)

51 52 53 54 55

(0.9-
1.1)

(2.8-
3.0)

(D) (5.9-
6.1)

(7-8)
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General Aptitude

Q. 1 - Q. 5 Carry one mark each.

Q. 1 Choose the most appropriate word from the options given below to complete the 
following sentence.
Communication and interpersonal skills are _____ important in their own 
ways.
(A) each (B) both

(C) all (D) either

Sol. 1 Correct option is (B).
Two subjects i.e. communication and interpersonal skills, are connected with 
‘and’ so ‘both’ is used.

Q. 2 Which of the options given below best completes the following sentence ?
She will feel much better if she _____.
(A) will get some rest (B) gets some rest

(C) will be getting some rest (D) is getting some rest

Sol. 2 Correct option is (B).
It is a conditional sentence
s + will + verb (1) + if + s + Present indefinite tense
So (B) gets some rest.
Other types of conditional sentence –
1. If + verb (2nd) + ____would + verb (1)

2. If + s + had + verb (3rd) + would/could/might have + verb(3rd)

Q. 3  Choose the most appropriate pair of words from the options given below to 
complete the following sentence.
She could not _____ the thought of ______ the election to her bitter rival.
(A) bear, loosing (B) bare, loosing

(C) bear, losing (D) bare, losing

Sol. 3 Correct option is (C).
‘could’ is a modal and after modal we use verb 1st form. verb + of + v (1st) + ing
though of losing.

Q. 4 A regular die has six sides with numbers 1 to 6 marked on its sides. If a very 
large number of throws show the following frequencies of occurrence: .1 0 167" ; 

.2 0 167" ; .3 0 152" ; .4 0 166" ; .5 0 168" ; .6 0 180" . We call this die
(A) irregular (B) biased

(C) Gaussian (D) insufficient
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Sol. 4 Correct option is (B).
As the frequencies of occurrence of sides are not constant or near by a fixed value 
so it is a biased die.

Q. 5 Fill in the missing number in the series.
2 3 6 15 ____ 157.5  630

Sol. 5 Correct answer is 45.

 2
3  .1 5=

 3
6  2=

 6
15  .2 5=

So, x
15  3=  x 45& =

 .
45

157 5  .3 5=

Q. 6 - Q. 10 Carry two marks each.

Q. 6 Find the odd one in the following group
 Q,W,Z,B B,H,K,M W,C,G,J M,S,V,X
(A) Q,W,Z,B (B) B,H,K,M

(C) W,C,G,J (D) M,S,V,X

Sol. 6 Correct option is (C).
Q, W, Z, B
In b/w Q and W these are 5 letters
In b/w W and Z these are 2 letter
In b/w Z and B these is 1 letter
Same case in BHKM and MSVX
But in WCGJ, these are 3 letters in between C and G.

Q. 7 Lights of four colors (red, blue, green, yellow) are hung on a ladder. On every 
step of the ladder there are two lights. If one of the lights is red, the other light 
on that step will always be blue. If one of the lights on a step is green, the other 
light on that step will always be yellow. Which of the following statements is not 
necessarily correct ?
(A) The number of red lights is equal to the number of blue lights

(B) The number of green lights is equal to the number of yellow lights

(C) The sum of the red and green lights is equal to the sum of the yellow and 
blue lights

(D) The sum of the red and blue lights is equal to the sum of the green and yellow 
lights

Sol. 7 Correct option is (D).
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So no. of Red and Blue lights are same. Green and yellow lights have same 
number. Sum of Red and green will be equal to sum of Blue and yellow lights 
because they are on single side of ladder. So option (D) is correct, which is not 
necessarily right.

Q. 8 The sum of eight consecutive odd numbers is 656. The average of four consecutive 
even numbers is 87. What is the sum of the smallest odd number and second 
largest even number ?

Sol. 8 Correct answer is 163.
Let first odd number be n

So ........n n n2 14
1 2 8

+ + + +
A CBBBS S

 656=

 n8 56+  656=
 n8  600=
 n  75=
So odd numbers 75, 77, 79, 81, 83, 85, 87.

Let first even number be m
So average of 4 even numbers

 
m m m m

4

2 4 6
1 2 3 4

+ + + + + +
A CBBB A CBBB A CBBBS

 87=

 m
4

4 12+  87=

 m  84=
So, 84, 86, 88, 90
Sum of smallest odd no and second largest even no. 75 88 163= + = .

Q. 9 The total exports and revenues from the exports of a country are given in the two 
charts shown below. The pie chart for exports shows the quantity of each item 
exported as a percentage of the total quantity of exports. The pie chart for the 
revenues shows the percentage of the total revenue generated through export of 
each item. The total quantity of exports of all the items is 500 thousand tonnes 
and the total revenues are 250 crore rupees. Which item among the following has 
generated the maximum revenue per kg ?
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(A) Item 2 (B) Item 3

(C) Item 6 (D) Item 5

Sol. 9 Correct option is (D).

Items no. of tonnes exported 
(in tonnes)

Items Revenue generated 
(in crores)

Revenue/tonn

1
100
11 500 55# = 1

100
12 250 30# = .55

30 0 545=

2
100
20 500 100# = 2

100
20 250 50# = .100

50 0 5=

3
100
19 500 85# = 3

100
23 250 575# = . .85

57 5 0 676=

4
100
22 500 110# = 4

100
6 250 15# = .110

15 0 136=

5
100
12 500 60# = 5

100
20 250 50# = .60

50 0 833=

6
100
16 500 80# = 6 .100

19 250 47 5# = . .80
47 5 0 593=

So max Revenue/kg is for Item 5.

Q. 10 It takes 30 minutes to empty a half-full tank by draining it at a constant rate. It 
is decided to simultaneously pump water into the half-full tank while draining it. 
What is the rate at which water has to be pumped in so that it gets fully filled 
in 10 minutes ?
(A) 4 times the draining rate (B) 3 times the draining rate

(C) 2.5 times the draining rate (D) 2 times the draining rate

Sol. 10 Correct option is (A).

 30 minutes is used to drain 2
1=  part

 1 minute is used to drain 60
1=  part

Let’s assume x  is the pumping time. So in 1 minute ‘ /x1 ’ part is filled.

So x
1 10 60

1 10# #-  2
1=

 x
1

60
1-  20

1=
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 x
1  20

1
60
1

60
3 1

15
1= + = + =

 x  15=

Draining rate is draining time
Volume  V

60=

 Pumping rate is V
15=

 draining rate
Pumping rate  

/
/

V
V

60
15

4= =

  4#=  draining rate

END OF THE QUESTION PAPER
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Mechanical Engineering

Q. 1 - Q. 25 Carry one mark each.

Q. 1 One of the eigenvectors of the matrix 
5
9

2
6

-
-> H is

(A) 
1

1
-
* 4 (B) 

2
9

-
* 4

(C) 
2
1-* 4 (D) 

1
1* 4

Sol. 1 Correct option is (D).
First find eigen value

 AI l -  0=

 
5

9
2

6
l

l
- -

- -  0=

 30 5 6 182l l l- + - + +6 @  0=-
 l  4= , 3-
For  l  4=

 
x
x

5 4
9

2
6 4

1

2

- -
- -> >H H 

0
0= > H

 
x
x

9
9

2
2

1

2

-
-> >H H 

0
0= > H

 x x9 21 2- +  0=  x x9 21 2& =
 x x9 21 2- +  0=  x x9 21 2& =
for 3l =-

 
x
x

2
9

2
9

1

2

-
-> >H H 

0
0= > H

 x2 1 x2 2=
 x9 1 x9 2=

So x1 x2=  So eigen vector 
1
1
* 4

Q. 2 
sin

Lt
x

e
4

1
x

x

0

2 -
" ^

e
h
o is equal to

(A) 0 (B) 0.5

(C) 1 (D) 2

Sol. 2 Correct option is (B).

 lim
sin x
e

4
1

x

x

0

2 -
" ^ h

 sinx
e

x
x

2
1

4
2x2

#= -

  lim lim sinx
e

x
x

2
1

4
2

x

x

x0

2

1
0

= -
" "A CBBBBB

  lim sin sinx
x

x
x

4
2

2
2

4
4

2
1

x 0
#= =

"
b l

 lim sin x
x
4

4
2
1

x 0"
b l .0 5=
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Q. 3 Curl of vector F x z i xy zj y z k2 22 2 2 2 3= - +v t t t

(A) yz xy i x zj y zk4 2 2 23 2 2 2+ + -t t t^ h  (B) yz xy i x zj y zk4 2 2 23 2 2 2+ - -t t t^ h

(C) xz i xyzj y z k2 4 62 2 2- +t t t (D) xz i xyzj y z k2 4 62 2 2+ +t t t

Sol. 3 Correct option is (A).

 Curl Fv  F#d= v

  
i

x z

j

xy z

k

y z2 2
x y z

2 2 2 2 3-
2
2

2
2

2
2

t t t

               i
y

y z
z

xy z j
x

y z
z

x z2 2 22 3 2 2 3 2 2

2
2

2
2

2
2

2
2= - - - -t t

c ^ ^ ^ ^m h h h h= :G D

   k
x

xy z
y

x z2 2 2 2

2
2

2
2+ - -t ^ ^h h; E

  i yz xy j x z k y z4 2 0 2 2 03 2 2 2= + - - + - -t t t6 6 6@ @ @

  i yz xy j x z k y z4 2 2 23 2 2 2= + + -t t t6 6 6@ @ @

  yz xy i x zj y zk4 2 2 23 2 2 2= + + -t t t^ h

Q. 4 A box contains 25 parts of which 10 are defective. Two parts are being drawn 
simultaneously in a random manner from the box. The probability of both the 
parts being good is

(A) 20
7  (B) 125

42

(C) 29
25  (D) 9

5

Sol. 4 Correct option is (A).

 Probability will be 
C
C

25
2

15
2  Total cases

favourable cases=

  20
7

2
25 24

2
15 14

= =
#

#

Q. 5 The best approximation of the minimum value attained by sine x100x- ^ h for x 0$  
is _____.

Sol. 5 Correct answer is 

Q. 6 A steel cube, with all faces free to deform, has Young’s modulus, E , Poisson’s 
ratio, v , and coefficient of thermal expansion, a . The pressure (hydrostatic 
stress) developed within the cube, when it is subjected to a uniform increase in 
temperature, TT , is given by

(A) 0 (B) v
T E

1 2
Ta 
-
^ h

(C) v
T E

1 2
Ta 

- -
^ h

 (D) 
v

T E
3 1 2

Ta 
-^

^

h

h

Sol. 6 Correct option is (A).
There is no pressure development because steel cube is free to deform i.e. there 
is no restriction.

Q. 7 A two member truss ABC  is shown in the figure. The force (in kN) transmitted 
in member AB  is _____
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Sol. 7 Correct answer is 20 kN.
Diagram showing all forces

M 0AS =  .F10 1 0 5cx# #-  0=
 Fcx  kN20=
 Fcx  FAx=
So force transmitted in member AB  is kN20 .

Q. 8 A 4-bar mechanism will all revolute pairs has link lengths mml 20f = , mml 40in =
, mml 50co =  and mml 60out = . The suffixes ‘ f ’, ‘in ’, ‘co ’ and ‘out ’ denote the 
fixed link, the input link, the coupler and output link respectively. Which one of 
the following statements is true about the input and output links?
(A) Both links can execute full circular motion

(B) Both links cannot execute full circular motion

(C) Only the output link cannot execute full circular motion

(D) Only the input link cannot execute full circular motion

Sol. 8 Correct option is (A).
mml 20f = , mml 40in = , mml 50co = , mml 60out = , according to Grashof’s law

 l lf co+  l lin out# +
 20 50+  40 60# +
 l lf co+  l l< in out+
and l f  is fixed so it will be a double-crank mechanism so both input & output 
links execute circular motion.

Q. 9 In vibration isolation, which one of the following statements is NOT correct 
regarding Transmissibility T̂ h ?
(A) T  is nearly unity at small excitation frequencies

(B) T  can be always reduced by using higher damping at any excitation frequency

(C) T  is unity at the frequency ratio of 2

(D) T  is infinity at resonance for undamped systems

Sol. 9 Correct option is (B).
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Q. 10 In a structure subjected to fatigue loading, the minimum and maximum stresses 
developed in a cycle are 200 MPa and 400 MPa respectively. The value of stress 
amplitude (in MPa) is _____

Sol. 10 Correct answer is 100

 maxs  MPa400= , MPa200mins =

 stress amplitude as ^ h 2
max mins s= -

  MPa2
400 200

2
200 100= - = =

Q. 11 A thin plate of uniform thickness is subject to pressure as shown in the figure 
below

Under the assumption of plane stress, which one of the following is correct ?
(A) Normal stress is zero in the z -direction

(B) Normal stress is tensile in the z -direction

(C) Normal stress is compressive in the z -direction

(D) Normal stress varies in the z -direction

Sol. 11 Correct option is (A).
From the figure it is clear that normal stress is zero in the z -direction.

Q. 12 For laminar forced convection over a flat plate, if the free stream velocity increases 
by a factor of 2, the average heat transfer coefficient
(A) remains same (B) decreases by a factor of 2

(C) rises by a factor of 2  (D) rises by a factor of 4

Sol. 12 Correct option is (C).

heat transfer coefficient, h  v\

 h  2\

So average heat transfer coefficient rises by a factor of 2 .

Q. 13 The thermal efficiency of an air-standard Brayton cycle in terms of pressure ratio 
rp and /c cp vg =^ h is given by

(A) 
r

1 1
p

1- g -  (B) 
r

1 1
p

- g 

(C) 
r

1 1
/

p
1- g  (D) 

r
1 1

/
p

1- g g-^ h

Sol. 13 Correct option is (D).

Thermal efficiency, n  T
T

T
T1 1 1

2

1

1

2
= - = -

b l
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 T
T

1

2  P
P r /

p
1

2
1

1= =g
g

g g
-

-
b

^
l

h  rp = Pressure ratio

So n  
r

1 1
/

p
1= - g g-^ h

Q. 14 For an incompressible flow field, Vv , which one of the following conditions must 
be satisfied ?
(A) .V 0d =v  (B) V 0#d =v

(C) V V 0$d =v v^ h  (D) 
t

V V V 0$
2
2 d+ =
v v v^ h

Sol. 14 Correct option is (A).
For an incompressible flow, density remains constant so

 V:d v 0=

Q. 15 A pure substance at 8 MPa and C400c  is having a specific internal energy of 2864 
kJ/kg and a specific volume of . /m kg0 03432 3 . Its specific enthalpy (in kJ/kg) is 
_____.

Sol. 15 Correct answer is 3138.56

 P  MPa8= , C KT 400 673c= =
 u  /kJ kg2864= , . /m kgv 0 03432 3=
Specific enthalpy, h  u Pv= +
  .2864 8 10 0 034326

# #= +
  .2864 274 56= +
  . /kJ kg3138 56=

Q. 16 In a heat exchanger, it is observed that T T1 2T T= , where T1T  is the temperature 
different between the two single phase fluid streams at one end and T2T  is the 
temperature difference at the other end. This heat exchanger is
(A) a condenser (B) an evaporator

(C) a counter flow heat exchanger (D) a parallel flow heat exchanger

Sol. 16 Correct option is (C).

 1q  T1T= , T2 2Tq =
 T1T  T2T=  is possible in counter flow heat 

exchanger
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Q. 17 The difference in pressure (in /N m2) across an air bubble of diameter 0.001 m 
immersed in water (surface tension . /N m0 072= ) is ______.

Sol. 17 Correct answer is 288
When an air bubble is immersed in water then pressure difference will be

 P  .
. /N mR

T2

2
0 001

2 0 072 288 2#= = =

Q. 18 If there are m  sources and n  destinations in a transportation matrix, the total 
number of basic variables in a basic feasible solution is
(A) m n+  (B) m n 1+ +
(C) m n 1+ -  (D) m

Sol. 18 Correct option is (C).
m " sources, n " destinations

 no of basic variables n m 1= + - .

Q. 19 A component can be produced by any of the four processes I, II, III and IV. The 
fixed cost and the variable cost for each of the processes are listed below. The 
most economical process for producing a batch of 100 pieces is

Process Fixed cost (in Rs.) Variable cost per piece (in Rs.)

I 20 3

II 50 1

III 40 2

IV 10 4
(A) I (B) II

(C) III (D) IV

Sol. 19 Correct option is (B).

 Total cost for I-process . . . .F C V C100#= +
  20 100 3 320#= + =
II-Process 50 100 1#+  150=
III-Process 40 100 2#+  240=
IV-Process 10 100 4#+  410=
II-Process has minimum total cost.

Q. 20 The flatness of a machine bed can be measured using
(A) Vernier calipers (B) Auto collimator

(C) Height gauge (D) Tool maker’s microscope

Sol. 20 Correct option is (B).
Auto collimater is used to measure the flatness of the machine bed. Vernier 
calipers is used to measure the dimensions (dia) of component. Height gauge 
measures height.

Q. 21 A robot arm PQ  with end coordinated ,P 0 0^ h and ,Q 2 5^ h rotates counter clockwise 
about P  in the XY  plane by 90c. The new coordinate pair of the end point Q  is
(A) ,2 5-^ h (B) ,5 2-^ h

(C) ,5 2- -^ h (D) ,2 5-^ h
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Sol. 21 Correct option is (B).
When any point is rotated through origin than new co-ordinates will be

 *x  cos sinx yq q= -  x 2= , y 5= , 90cq =
 *y  sin cosx yq q= +
 *x  5=- , *y 2=
So ,Q 5 2-^ h

Q. 22 Match the Machine Tools (Group A) with the probable Operations (Group B):

Group A Group B

P : Centre Lathe 1 : Slotting

Q : Milling 2 : Counter-boring

R : Grinding 3 : Knurling

S : Drilling 4 : Dressing
(A) P-1, Q-2, R-4, S-3 (B) P-2, Q-1, R-4, S-3

(C) P-3, Q-1, R-4, S-2 (D) P-3, Q-4, R-2, S-1

Sol. 22 Correct option is (C).
Centre Lathe – knurling, Grinding – Dressing
Milling – Slotting,  Drilling – counter boring
So P-3, Q-1, R-4, S-2

Q. 23 The following four unconventional machining processes are available in a shop floor. 
The most appropriate one to drill a hole of square cross section of mm mm6 6#  
and 25 mm deep is
(A) Abrasive Jet Machining (B) Plasma Arc Machining

(C) Laser Beam Machining (D) Electro Discharge Machining

Sol. 23 Correct option is (D).
The process will be electro discharge machining, beacuse it has high MRR, surface  
finish besides that it produces complex cavities.

Q. 24 The relationship between true strain Te ^ h and engineering strain Ee ^ h in a uniaxial 
tension test is given as
(A) ln 1E Te e= +^ h (B) ln 1E Te e= -^ h

(C) ln 1T Ee e= +^ h (D) ln 1T Ee e= -^ h

Sol. 24 Correct option is (C).

Engineering strain, Ee  l
l

l
l l

l
l 1

o o

i o

o

iT= = - = -  lo = original length

True strain, Te  ln l
l
o

i=  li = instantaneous length

So Te  ln 1Ee = +6 @

 Te  ln 1 Ee = +^ h
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Q. 25 With respect to metal working, match Group A with Group B:

Group A Group B

P : Defect in extrusion I : alligatoring

Q : Defect in rolling II : scab

R : Product of skew rolling III : fish tail

S : Product of rolling through 
cluster mill

IV : seamless tube

V : thin sheet with tight tolerance

VI : semi-finished balls of ball bearing
(A) P-II, Q-III, R-VI, S-V (B) P-III, Q-I, R-VI, S-V

(C) P-III, Q-I, R-IV, S-VI (D) P-I, Q-II, R-V, S-VI

Sol. 25 Correct option is (B).
In extrusion defeat will be fish tail. In rolling defect will be alligatoring. Due to 
skew rolling we get semi-finished balls. We get thin sheet with tight tolerance as 
a product of rolling through cluster mill.
So P-III, Q-I, R-VI, S-V

Q. 26 - Q. 55 Carry two marks each.

Q. 26 An analytic function of a complex variable z x iy= +  is expressed as 
, ,f z u x y iv x y= +^ ^ ^h h h, where i 1= - . If ,u x y xy2=^ h , then ,v x y^ h must be

(A) x y2 2+ + constant (B) x y2 2- + constant

(C) x y2 2- + + constant (D) x y2 2- - + constant

Sol. 26 Correct option is (C).

u xy2= , C.R. equation 
x
u

2
2  

y
v

2
2=

 
y
u

2
2  

x
v

2
2=-

So y
y
v2

2
2=  & v y^ h y2=

x
x
v2

2
2=-  & v x^ h x2=-

 ,v x y^ h x y c2 2=- + +

Atternative way

 f z^ h , ,u z
i

z u2 2 2 0 0= -a ^k h

 u  xy2= , ,u 0 0 0=^ h

 ,u z
i

z
2 2a k 

z
i

z
i

z
i
i iz2 2 2 2 2

2 2

# # #= = = -

 f z^ h iz iz i x ixy y2 2 0 2
2

2 2 2
#= - - =- =- + -^ h

 f z^ h xy i x y2 2 2= - -^ h

 ,v x y^ h x y c2 2=- + +
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Q. 27 The general solution of the differential equation cosdx
dy x y= +^ h, with c  as a 

constant, is

(A) siny x y x c+ + = +^ h  (B) tan x y y c2
+ = +c m

(C) cos x y x c2
+ = +c m  (D) tan x y x c2

+ = +c m

Sol. 27 Correct option is (D).

 dx
dy  cos x y= +^ h

Let x y v+ =  & dx
dy1 +  dx

dv=

 dx
dy  dx

dv 1= -

 cosdx
dv v1- =b l  & dx

dv  cosv1= +  (variable separable)

 dx
dv  /cos v2 22=  

/cos v
dv dx

2 22& =# #

 /sec v dv2
1 22#  x c= +

 
tan

2
1 v

2
1

2  x c= +  tan v x c2& = +

 tan x y
2
+

b l x c= +  c = constant

Q. 28 Consider an unbiased cubic dice with opposite faces coloured identically and each 
face coloured red, blue or green such that each colour appears only two times on 
the dice. If the dice is thrown thrice, the probability of obtaining red colour on 
top face of the dice at least twice is _____

Sol. 28 Correct answer is 0.2592
Probability of getting red colour on top

face p 6
2

3
1= =  p q 1+ =

Probability of not getting red colour on top

 q  1 3
1

3
2= - =

Using binomial theorem we get required probability

  C C3
1

3
2

3
13

2

2
3

3

3
= +b bl l

  3 3
1

3
2

3
7

3
6 1

27
72 3

3#= + = + =b bl l  .0 2592=

Q. 29 The value of ln x dx
.2 5

4

^ h#  calculated using the Trapezoidal rule with five subinterval 
is _____

Sol. 29 Correct answer is 1.753

 ln x dx
.2 5

4

^ h#  ......h y y y y y y2 2n n0 1 2 3 1= + + + + -^ ^h h8 B

 h  .
n

4 2 5= - , n 5=  intervals

 h  .0 3= , .x 2 50 = , .x 2 81 = ........ .x 4 05 =
 y0 .0 916= , .y 1 3865 =
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 y1 . .ln 2 8 1 0296= =^ h , .y 1 1312 = , .y 1 2243 =
 y4 .1 308=

So, ln x dx
.2 5

4

^ h#  . . . . . . .2
0 3 0 916 1 386 2 1 0296 1 131 1 224 1 308= + + + + +^ ^h h6 @

  . . .2
0 3 11 6872 1 753#= =

Q. 30 The flexural rigidity EI^ h of a cantilever beam is assumed to be constant over the 
length of the beam shown in figure. If a load P  and bending moment /PL 2 are 
applied at the free end of the beam then the value of the slope at the free end is

(A) EI
PL

2
1 2

 (B) EI
PL2

(C) EI
PL

2
3 2

 (D) EI
PL

2
5 2

Sol. 30 Correct option is (B).
Slope due to point load

 1q  EI
PL
2

2

=  EI = Flexural rigidity

Slope due to moment 2q  EI
ML PL

EI
L

2= =

  EI
PL
2

2

=

Value of slope at free end, q  EI
PL

EI
PL

2 2
2 2

1 2q q= + = +

  EI
PL2

=

Q. 31 A cantilever beam of length, L , with uniform cross-section and flexural rigidity, 
EI , is loaded uniformly by a vertical load, w  per unit length. The maximum 
vertical deflection of the beam is given by

(A) EI
wL
8

4

 (B) EI
wL

16
4

(C) EI
wL
4

4

 (D) EI
wL
24

4

Sol. 31 Correct option is (A).

 yB  EI
wl
8

4

= , w = load per unit length
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 yB  EI
wl
8

3

= , w = point load

 yB  EI
wl

30
4

=

Q. 32 For the three bolt system shown in the figure, the bolt material has shear yield 
strength of 200 MPa. For a factor of safety of 2, the minimum metric specification 
required for the bolt is

(A) M8 (B) M10

(C) M12 (D) M16

Sol. 32 Correct option is (B).

 t  MPaFS
200

2
200 100= = =

 19 103
#  d3 4

2

# #t p=

 19000 d3 100 4
2

# # #p =

 d  . m8 98=
So we use M 10 metric specification.

Q. 33 Consider a flywheel whose mass M  is distributed almost equally between a 
heavy, ring-like rim of radius R and a concentric disk-like feature of radius /R 2
. Other parts of the flywheel, such as spokes, etc, have negligible mass. The best 
approximation for a , if the moment of inertia of the flywheel about its axis of 
rotation is expressed as MR2a , is ______

Sol. 33 Correct answer is 0.5625
First part can be considered as a ring of radius R so its

mass moment of inertia I1 
MR

2
2

=

Concentric disc has radius R
2  so its I2 will be

 I2 
M R MR
4 2 16

2 2

= =b l



© w
ww.nodia.co.i

n

GATE SOLVED PAPER - ME  2014-2

So ITotal 
MR MR MR MR MR2 16 16

8
16
92 2 2 2

2= + = + =

 a  .16
9 0 5625= =

Q. 34 What is the natural frequency of the spring mass system shown below? The 
contact between the block and the inclined plane is frictionless. The mass of the 
block is denoted by m  and the spring constants are denoted by k1 and k2 as shown 
below.

(A) m
k k

2
1 2+  (B) m

k k
4

1 2+

(C) m
k k1 2-  (D) m

k k1 2+

Sol. 34 Correct option is (D).
Given system is a parallel combination of springs

So keff  k k1 2= +

So natural frequency m
k k1 2= +

Q. 35 A disc clutch with a single friction surface has coefficient of friction equal to 0.3. 
The maximum pressure which can be imposed on the friction material is 1.5 MPa. 
The outer diameter of the clutch plate is 200 mm and its internal diameter is 100 
mm. Assuming uniform wear theory for the clutch plate, the maximum torque (in 
N-m) that can be transmitted is _____

Sol. 35 Correct answer is 824.25

Torque T  w
r r
r r

3
2

1
2

2
2

1
3

2
3

m =
-
-

c m w P r r1
2

2
2

# p = -^ h

  . P r r
r r
r r

3
2 0 3 1

2
2
2

1
2

2
2

1
3

2
3

# # # p = -
-
-

^ ch m

  . .3
2 0 3 1 5 100 503 3
# # # p = -^ h

  . N m824 25 -=

Q. 36 A truck accelerates up a 10c incline with a crate of 100 kg. Value of static 
coefficient of friction between the crate and the truck surface is 0.3. The maximum 
value of acceleration (in /m s2) of the truck such that the crate does not slide 
down is ______

Sol. 36 Correct answer is 1.20
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balancing

 cos sinmg mgm q q-  ma=
 cos sing gm q q-  a=
 . cos sing 0 3 10 10# c c-6 @ a=
 . .g 0 295 0 173-6 @ a=
 a  . / secm1 20 2=

Q. 37 Maximum fluctuation of kinetic energy in an engine has been calculated to be 
J2600 . Assuming that the engine runs at an average speed of 200 rpm, the polar 

mass moment of inertia (in .kg m2) of a flywheel to keep the speed fluctuation 
within . %0 5!  of the average speed is ______

Sol. 37 Correct answer is 593.3
Maximum fluctuation of kinetic energy

 ET  I Cs
2w =

 N
60

2w p=  .60
2 200 20 93# #p = =  rad/sec

 ET  .I 20 93 100
12

# #= ^ h

 2600 .I 438 20 100
1

# #=

Polar mass moment of inertia

 I  . kg m593 3 2
-=

Q. 38 Consider the two states of stress as shown in configurations I and II in the figure 
below. From the standpoint of distortion energy (von-Mises) criterion, which one 
of the following statements is true?

(A) I yields after II

(B) II yields after I

(C) Both yield simultaneously

(D) Nothing can be said about their relative yielding
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Sol. 38 Correct option is (C).
Both have same s  and t  so both yields simultaneously.

Q. 39 A rigid link PQ  of length 2 m rotates about the pinned end Q  with a constant 
angular acceleration of /rad s12 2. When the angular velocity of the link is 4 rad/s, 
the magnitude of the resultant acceleration (in /m s2) of the end P  is _____

Sol. 39 Correct answer is 40.

Tangential acceleration, at  /m sr 2 12 24 2
#a = = =

Radial acceleration, aR /m sr 4 2 322 2 2
#w = = =

Total acceleration, a  / secma a 24 32 40t R
2 2 2 2 2= + = + =

Q. 40 A spur pinion of pitch diameter 50 mm rotates at 200 rad/s and transmits 3 kW 
power. The pressure angle of the tooth of the pinion is 20c. Assuming that only 
one pair of the teeth is in contact, the total force (in newton) exerted by a tooth 
of the pinion on the tooth on a mating gear is ______

Sol. 40 Correct answer is 638.5 N.

Rotational speed, w  / secrad200=

 N
60

2w p=  & N  2
60#

p
w=

 P  kW W3 3 103
#= =

Power, P Tw =  & T  P
N

P
2

60
2 2

60
3 60 10 103 3

#

# #
# # #

w p p p
w= = =

 T  N mm15000 -=
Tangential component of force

 F d
T2

t =  N50
2 1500 600#= =

 Total force .cos NF
20 638 5t= =

Q. 41 A spherical balloon with a diameter of 10 m, shown in the figure below is used 
for advertisements. The balloon is filled with helium ( .R 2 08He =  kJ/kg.K) at 
ambient conditions of C15c  and 100 kPa. Assuming no disturbances due to wind, 
the maximum allowable weight (in newton) of balloon material and rope required 
to avoid the fall of the balloon ( .R 0 289air =  kJ/kg.K) is ______
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Sol. 41 Correct answer is 5313.85

Let us assume

 m1 = mass due to replaced air

 m2 = mass of helium filled in

 m3 = mass of balloon material & rope
So force balancing

 F1 F F2 3= +
 m g1  m g m g2 3= +

 F m g R T
PV

a

g
1 1= =  

.
.

0 289 10 288
100 10 5 9 81

3

3
3
4 3

# #

# # # #p 
=

  . N6171 3=

 F m g R T
PV

He

g
2 2= =  

.
.

2 08 10 288
100 10 5 9 81

3

3
3
4 3

# #

# # # #p 
=

  . N857 45=
So F F F3 1 2= -  . . . N6171 3 857 45 5313 85= - =

Q. 42 A hemispherical furnace of 1 m radius has the inner surface (emissivity, 1e = ) of 
its roof maintained at 800 K, while its floor ( .0 5e = ) is kept at 600 K. Stefan-
Boltzmann constant is . / .W m K5 668 10 8 2 4

#
- . The net radiative heat transfer (in 

kW) from the roof to the floor is ______

Sol. 42 Correct answer is .24 91- .
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 q1 2-  f F A T T1 2 1 2 1 1
4

2
4s = -- - ^ h, F 11 2 =-

 q1 2-  q= 2 1-

 q1 2-  . R1 1 1
1 1 5 667 10 600 800

1 2

8 2 4 4
# # # # #

e e
p=

+ -
--

f
^

p
h6 @

  .5 667 10 2800 101
8 8

# # # # #e p= --
6 @

  . .0 5 5 667 2800# # #p =-
  . kW24 91=-
Minus sign is removed because we have calculated from 1-2 but actually heat 
transferred in 2-1 direction.

Q. 43 Water flows through a 10 mm diameter and 250 m long smooth pipe at an 
average velocity of 0.1 m/s. The density and the viscosity of water are /kg m997 3 
and . /N s m855 10 6 2

#
- , respectively. Assuming fully-developed flow, the pressure 

drop (in Pa) in the pipe is ______

Sol. 43 Correct answer is 6829.45

Reynolds No., Re  
.VD

855
997 0 1 10 10

2
6# # #m

r= =
-

  .1166 08=
 R 2300<e  so it is a laminar flow

 f  . .R
16

1166 08
16 0 0137

e
= = =

Frictional pressure drop,

 PfT  D
fLV
2

4 2

r = ^ h

  
. .

2 10
4 0 0137 250 0 1 997

2

2

#

# # # #= -
^ h

  . Pa6829 45=

Q. 44 A material P of thickness 1 mm is sandwiched between two steel slabs, as shown 
in the figure below. A heat flux /kW m10 2 is supplied to one of the steel slabs as 
shown. The boundary temperatures of the slabs are indicated in the figure. Assume 
thermal conductivity of this steel is 10 W/m.K. Considering one-dimensional 
steady state heat conduction for the configuration, the thermal conductivity (k , 
in W/m.K) of material P is ______
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Sol. 44 Correct answer is 0.1 W/m.K.

heat flow between 1 and 3,

 Q1 3-  k A
T T

20 101 3
1 3

#
=

-
-

^ h

 A
Q1 3-  

K T T
20 10 3

1 1 3

#
=

-
-

^ h

 10 103
#  T10 20

500 103 3
# #= -

b l

 20 T500 3= -
 T3 K480=
heat flow between 3 and 4,

 A
Q 43 -  K

T T
10 3
3 4=
-

-
^ h

 ...(i)

 10 103
#  K T10 4803

4#= -^ h

heat flow between 4 and 2,

 A
Q4 2-  K T T4 2= -^ h

 10 103
#  

T
10 20

360
104 3

#=
-^ h

 T4 K380=
Substituting T4 into eq (i)

So A
Q3 4-  K10 480 3803

#= -^ h

 100
10  K=       K  . / .W m K0 1=
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Q. 45 Consider laminar flow of water over a flat plate of length 1 m. If the boundary 
layer thickness at a distance of 0.25 m from the leading edge of the plate is 8 mm, 
the boundary layer thickness (in mm), at a distance of 0.75 m, is ______

Sol. 45 Correct answer is 13.86
Boundary layer thickness d ^ h is proportional to square root of distance x^ h from 
the leading edge

 d  x\

So 
2

1

d
d  x

x
2

1\

 8
2d  .

.
0 75
0 25=

 64
2
2d 
 3

1=  & 64 32
2

#d =

 2d  . mm13 86=

Q. 46 In an ideal Brayton cycle, atmospheric air (ratio of specific heats, / .c c 1 4p v =
, specific heat at constant pressure .1 005=  kJ/kg.K) at 1 bar and 300 K is 
compressed to 8 bar. The maximum temperature in the cycle is limited to 1280 
K. If the heat is supplied at the rate of 80 MW, the mass flow rate (in kg/s) of 
air required in the cycle is ______

Sol. 46 Correct answer is 107.95

 P1 bar1= , KT 3001 =
 P2 bar8= , KT 1280max =
 Q  MW80=  .1 4C

C
V

Pg = =

 P
P

1

2
1

g
g-

b l  T
T

1

2=

 T2 . K1
8 300 542 63

.0 285

#= =b l

 Q  mC T mC T Tmaxp p 2T= = -o o ^ h

 80 103
#  . .m1 005 1280 542 63# #= -o ^ h

 mo  . . . / seckg737 37 1 005
80000 107 95
#

= =

Q. 47 Steam at a velocity of 10 m/s enters the impulse turbine stage with symmetrical 
blading having blade angle 30c. The enthalpy drop in the stage is 100 kJ. The 
nozzle angle is 20c. The maximum blade efficiency (in percent) is ______

Sol. 47 Correct answer is 88.30

maximum blading efficiency cos2a =  a = nozzle angle

  .cos 20 0 88302 c= =
  . %88 30=

Q. 48 In a concentric counter flow heat exchanger, water flows through the inner tube at 
C25c  and leaves at C42c . The engine oil enters at C100c  and flows in the annular 

flow passage. The exit temperature of the engine oil is C50c . Mass flow rate of 
water and the engine oil are 1.5 kg/s and 1 kg/s, respectively. The specific heat 
of water and oil are 4178 J/kg K and 2130 J/kg K, respectively. The effectiveness 
of this heat exchanger is ______
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Sol. 48 Correct answer is 0.6666

 TC1 C25c= , CT 42C2 c=
 TH1 C100c= , CT 50H2 c=
 moilo  / seckg1= , . / seckgm 1 5water =o

Effectiveness, e  .max heat that can be transferred
actual heat transfer=

  
or

C T T
m C T m C T

min

oil water

H C

P H P W

1 1

T T
=

-
o o

^

^ ^

h

h h

heat capacity, C  for water .mC 1 5 4178 6267P #= = =o

heat capacity, C  for oil mC 1 2130 2130P #= = =o

 e  .
2130 100 25
1 2130 50

0 6666
#

# #=
-

=
^

^

h

h

Q. 49 A heat pump with refrigerant R22 is used for space heating between temperature 
limits of C20c-  and C25c . The heat required is 200 MJ/h. Assume specific heat 
of vapour at the time of discharge as 0.98 kJ/kg.K. Other relevant properties are 
given below. The enthalpy (in kJ/kg) of the refrigerant at isentropic compressor 
discharge is ______

Saturation 
temperature

Pressure Specific enthalpy Specific entropy

CTsat ĉ h /MN mP 2^ h /kJ kghf ^ h /kJ kghg ^ h / .kJ kg Ksf ^ h / .kJ kg Ksg ^ h

20- 0.2448 177.21 397.53 0.9139 1.7841

25 1.048 230.07 413.02 1.1047 1.7183

Sol. 49 Correct answer is 433.3

 T1 C K20 253c=- = , 2 C KT 25 298c= =l

 S1 2S S2= =l  (isentropic)

 S1 
2

lnS S C
T
T

P2 3
2= = +
l

 T
T

T
T

2

2

3

2=l_ i

 .1 7841 . . ln T1 7183 0 98 298
2= +

 T2 . K318 69=
Enthalpy of discharge of compressor
 h2 2h C T TP 2 2= + -l l^ h
  . . .413 02 0 98 318 69 298= + -^ h
 h2 . /kJ kg433 3=
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Q. 50 A project has four activities P, Q, R and S as shown below.

Activity Normal duration (days) Predecessor Cost slope (Rs./day)

P 3 - 500

Q 7 P 100

R 4 P 400

S 5 R 200
The normal cost of the project is Rs. 10,000/- and the overhead cost is Rs. 200/- 
per day. If the project duration has to be crashed down to 9 days, the total cost 
(in Rupees) of the project is ______

Sol. 50 Correct answer is 12400

Path P Q-  10=  days

 P R S- -  days3 4 5 12= + + =
So P R S- -  is critical path

Now we will crash the activity ‘S ’ by 2 days.

So now P R-  = 10 days

 P R S- -  days10=
both are critical paths
So Total cost of project will be

  = Normal cost + overhead cost + crashing 

cost

  days10000 200 10 200 2# #= + +^ h

  10000 2000 400= + +
  Rs12400=

Q. 51 Consider the following data with reference to elementary deterministic economic 
order quantity model

Annual demand of an item 100000

Unit price of the item (in Rs.) 10

Inventory carrying cost per unit per year (in Rs.) 1.5

Unit order cost (in Rs.) 30
The total number of economic orders per year to meet the annual demand is 
______

Sol. 51 Correct answer is 50.
Demand, D  100000= , P 10= ,
Carrying cost ,  CC  .1 5=
Ordering cost, C0 30=

Economic Order Quantity

 EOQ C
C D2
C

0=  .1 5
2 30 100000 2000# #= =
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 no of orders EOQ
D

2000
100000 50= = =

Q. 52 For the CNC part programming, match Group A with Group B:

Group A Group B

P : circular interpolation, counter clock wise I : G02

Q : dwell II : G03

R : circular interpolation, clock wise III : G04

S : point to point countering IV : G00
(A) P-II, Q-III, R-I, S-IV (B) P-I, Q-III, R-II, S-IV

(C) P-I, Q-IV, R-II, S-III (D) P-II, Q-I, R-III, S-IV

Sol. 52 Correct option is (A).

 G03 – Circular interpolation, counter clockwise

 G04 – Dwell

 G02 – Circular interpolation, clockwise

 G00 – Point to point countering

So P-II, Q-III, R-I, S-IV

Q. 53 A mild steel plate has to be rolled in one pass such that the final plate thickness 
is 2/3rd of the initial thickness, with the entrance speed of 10 m/min and roll 
diameter of 500 mm. If the plate widens by 2 % during rolling, the exit velocity 
(in m/min) is ______

Sol. 53 Correct answer is 14.70

 t1 t= , t t2 3
2=

Let’s assume w1 100= , w 1022 =  (2% widens)
Volume will remain constant

 v t w1 1 1# #  v t w2 2 2# #=
 t10 100# #  v t 1022 3

2# #=
Exit velocity, v2 . /minm14 70=

Q. 54 A hole of 20 mm diameter is to be drilled in a steel block of 40 mm thickness. The 
drilling is performed at rotational speed of 400 rpm and feed rate of 0.1 mm/rev. 
The required approach and over run of the drill together is equal to the radius of 
drill. The drilling time (in minute) is
(A) 1.00 (B) 1.25

(C) 1.50 (D) 1.75

Sol. 54 Correct option is (B).
Distance to be covered by drill

  mm40 10 50

of drill

= + =
Radius
S

feed rate, f  . /mm rev0 1=
rotational speed, N  400=  rpm

 Drilling time . .tan minf N
dis ce

40
50 1 25= = =
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Q. 55 A rectangular hole of size mm mm100 50#  is to be made on a 5 mm thick sheet 
of steel having ultimate tensile strength and shear strength of 500 MPa and 300 
MPa, respectively. The hole is made by punching process. Neglecting the effect of 
clearance, the punching force (in kN) is
(A) 300 (B) 450

(C) 600 (D) 750

Sol. 55 Correct option is (B).

Punching force F  L t t =
Perimeter, L mm2 100 50 300= + =^ h

thickness, t  mm5= , MPa300t =
 Punching force kN300 5 300 450# #= =

END OF THE QUESTION PAPER

**********
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ANSWER KEY

General Aptitude

1 2 3 4 5 6 7 8 9 10

(B) (B) (C) (B) (45) (C) (D) (163) (D) (A)

Mechanical Engineering

1 2 3 4 5 6 7 8 9 10

(D) (B) (A) (A) (–1.00 - 
–0.94)

(A) (18-22) (A) (B) (99-
101)

11 12 13 14 15 16 17 18 19 20

(A) (C) (D) (A) (3135-
3140)

(C) (287-
289)

(C) (B) (B)

21 22 23 24 25 26 27 28 29 30

(B) (C) (D) (C) (B) (C) (D) (0.25-
0.27)

(1.74-
1.76)

(B)

31 32 33 34 35 36 37 38 39 40

(A) (B) (0.55-
0.57)

(D) (529-
532)

(1.0-
1.3)

(590-
595)

(C) (39-41) (638-
639)

41 42 43 44 45 46 47 48 49 50

(5300-
5330)

(24.0-
25.2)

(6800-
6900)

(0.09-
0.11)

(13.5-
14.2)

(105-
112)

(85.1-
89.9)

(0.65-
0.67)

(430-
440)

(12490-
12510)

51 52 53 54 55

(49-51) (A) (14.6-
14.8)

(B) (B)



No part of this publication may be reproduced or distributed in any form or any means, electronic, mechanical, 
photocopying, or otherwise without the prior permission of the author.

GATE SOLVED PAPER
Mechanical Engineering
2014-3

Copyright © By NODIA & COMPANY

Information contained in this book has been obtained by authors, from sources believes to be reliable.  However, 
neither Nodia nor its authors guarantee the accuracy or completeness of any information herein, and Nodia nor its 
authors shall be responsible for any error, omissions, or damages arising out of use of this information. This book 
is published with the understanding that Nodia and its authors are supplying information but are not attempting 
to render engineering  or other professional services.

NODIA AND COMPANY
B-8, Dhanshree Tower Ist, Central Spine, Vidyadhar Nagar, Jaipur 302039
Ph :  +91 - 141 - 2101150
www.nodia.co.in
email : enquiry@nodia.co.in



GATE SOLVED PAPER - ME
2014-3

© w
ww.nodia.co.i

n

General Aptitude

Q. 1 - Q. 5 Carry one mark each.

Q. 1 “India is a country of rich heritage and cultural diversity.”
Which one of the following facts best supports the claim made in the above 
sentence?
(A) India is a union of 28 states and 7 union territories.

(B) India has a population of over 1.1 billion.

(C) India is home to 22 official languages and thousands of dialects.

(D) The Indian cricket team draws players from over ten states.

Sol. 1 Correct option is (C).
“India is a country of rich heritage and cultural diversity”. Statement showing 
India’s diversified cultural heritage which can be shown or expressed best by 
that India is a home to 22 official languages and thousands of dialects. This is 
expressing that 22 official language which are peculiar to specific region or social 
group showing itself rich heritage and cultural diversity of India.

Q. 2 The value of one U.S. dollar is 65 Indian Rupees today, compared to 60 last year. 
The Indian Rupee has ______.
(A) depressed (B) depreciated

(C) appreciated (D) stabilized

Sol. 2 Correct option is (B).
Depreciation means decrease in value, or decline in price.

Q. 3 ‘Advice’ is ______.
(A) a verb (B) a noun

(C) an adjective (D) both a verb and a noun

Sol. 3 Correct option is (B).
‘Advise’ is verb and ‘advice’ is a noun. So advice is what is given and act of giving 
advice is called advising.

Q. 4 The next term in the series 81, 54, 36, 24, ... is ______

Sol. 4 Correct answer is 16 .
Given sequence is 81, 54, 36, 24, ...
Finding difference between terms
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We can see that  18
27  .12

18 1 5= =

The for next term it will be

 18
27  12

18=  .x
12 1 5= =

 x  8=
Next term will be 24 8 16- =

Q. 5 In which of the following options will the expression P M1  be definitely true ?
(A) M R P S1 2 2  (B) M S P F2 1 1

(C) Q M F P1 1 =  (D) P A R M1 1=

Sol. 5 Correct option is (D).
(A) M R P S1 2 2

 
M R
R P

1
2 4 R is greater than M  & P  but M  could be less than or 

greater 
   thanP . We can not say definitely.      (Wrong)
(B) M S P F2 1 1

 
M S
S P

2
1 4 S  is smaller than M  & P  but M  could be less or greater 

than 
   P . We can not say definitely.      (Wrong)
(C) Q M F P1 1 =

 
M F
F P
1
= 4 M P1= " , (Wrong)

(D) P A R M1 1=
Since R A> ,    A P=  so  R P>
Now R P> ,   M R> , so M P>  (Right)

Q. 6 - Q. 10 Carry two marks each.

Q. 6 Find the next term in the sequence: 7G, 11K, 13M, ______
(A) 15Q (B) 17Q

(C) 15P (D) 17P

Sol. 6 Correct option is (B).
Given sequence is 7G, 11K, 13M, ..... can be convert into sequence
  7, 11, 13, .....  & G, K, M, .....
• 7, 11, 13, ..... sequence is a sequence of prime numbers so next term will be 17.
• G, K, M, ..... sequence can be converted into number sequence by giving 

numbers to all alphabets from z to a.
Now we can observe that
 (Number value) + (Alphabatic sequence) = Constant

 G 20= ;       7 20 27+ =
 K 16= ;       11 16 27+ =
 M 14= ;       13 14 27+ =
(So next alphabatic term number) 17 27+ =
Alphabatic term number 10=
Alphabatic term corresponding to 10 Q=
So next term of sequence 7G, 11K, 13M, is 17Q.
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Q. 7 The multi-level hierarchical pie chart shows the population of animals in a reserve 
forest. The correct conclusions from this information are:

(i) Butterflies are birds

(ii) There are more tigers in this forest than red ants

(iii) All reptiles in this forest are either snakes or crocodiles

(iv) Elephants are the largest mammals in this forest

(A) (i) and (ii) only (B) (i), (ii), (iii) and (iv)

(C) (i), (iii) and (iv) only (D) (i), (ii) and (iii) only

Sol. 7 Correct option is (D).
(i) Bird section contains Butterfly also (Right)

(ii) Tiger section covers more area on pi-chart the red-ant so they are in large 
number (Right)

(iii) There are only two kind of reptiles are in pie-chart; snakes & crocodile (Right)

(iv) Pi-chart did not representing about the size of animals so we can’t say 
anything about size (wrong)

Q. 8 A man can row at 8 km per hour in still water. If it takes him thrice as long to 
row upstream, as to row downstream, then find the stream velocity in km per 
hour.

Sol. 8 Correct answer is 4 .
Given conditions are plotted in diagram
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Where V  = stream velocity
 Vd  = velocity of mass in downstream
 Vu  = velocity of mass in upstream
 td  = time taken to cover x0 distance in downstream
 tu  = time taken to cover x0 distance in upstream.
Given that tu  t 3d #=
 Vd  /km hrV 8= +^ h
 Vu  /km hrV8= -^ h

time to travel x0 km in down stream V
x

8
0= +

time to travel x0 km in upstream V
x

8
0= -

 V
x

8
0

- +  V
x

8 30 #= +
 V 8+^ h V 8 3= - +^ h
 V4  8 24=- +
 V4  16=
 V  /km hr4=

Q. 9 A firm producing air purifiers sold 200 units in 2012. The following pie chart 
presents the share of raw material, labour, energy, plant & machinery, and 
transportation costs in the total manufacturing cost of the firm in 2012. The 
expenditure on labour in 2012 is Rs. 4,50,000. In 2013, the raw material expenses 
increased by %30  and all other expenses increased by %20 . If the company 
registered a profit of Rs. 10 lakhs in 2012, at what price (in Rs.) was each air 
purifier sold ?
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Sol. 9 Correct answer is 20000 .
Given that expenditure on labour in 2012 is Rs. 4,50,000 which is 15 % cost of 
total manufacturing cost of firm

 (Total Mfg cost) .0 15#  , ,4 50 000=

 Total Mfg cost .
, ,
0 15

4 50 000=  , , INR30 00 000=

 Total profit is , , INR10 00 000=
Total sales obtained from 200 purifier

  = manufacturing cost + profit 

, , INR40 00 000=

 So cost of one purifier , ,
200

40 00 000=  , INR20 000=

[Note: In this question some information given is extra so don’t confuse with 
that.]

Q. 10 A batch of one hundred bulbs is inspected by testing four randomly chosen bulbs. 
The batch is rejected if even one of the bulbs is defective. A batch typically 
has five defective bulbs. The probability that the current batch is accepted is 
______

Sol. 10 Correct answer is 0.95 .
Size of batch 100=
Defective piece 5=
Batch is rejected even if only one bulb tested become defective

So probability to accept batch Batch size
Non defective bulbs= -

      .100
95 0 95= =

END OF THE QUESTION PAPER
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Mechanical Engineering

Q. 1 - Q. 25 Carry one mark each.

Q. 1 Consider a 3 3#  real symmetric matrix S  such that two of its eigenvalues are 

a 0! , b 0!  with respective eigenvectors 
x
x
x

1

2

3

R

T

S
S
SS

V

X

W
W
WW
, 

y
y
y

1

2

3

R

T

S
S
SS

V

X

W
W
WW
. If a b!  then x y x y x y1 1 2 2 3 3+ +  

equals

(A) a  (B) b

(C) ab (D) 0

Sol. 1 Correct option is (D).

Q. 2 If a function is continuous at a point,
(A) the limit of the function may not exist at the point

(B) the function must be derivable at the point

(C) the limit of the function at the point tends to infinity

(D) the limit must exist at the point and the value of limit should be same as the 
value of the function at that point

Sol. 2 Correct option is (D).
For a function to be continuous at a point the limit must exist at the point and 
this value of limit should be some as the value of function at a point.

 y  F x= ^ h ,x x0 1! 6 @

For F x^ h to be continuous it should exist each & every point of its domain.

Q. 3 Divergence of the vector field x zi xyj yz k2 2+ -t t t at , ,1 1 1-^ h is
(A) 0 (B) 3

(C) 5 (D) 6

Sol. 3 Correct option is (C).

 div x zi xyj yz k
, ,

2 2
1 1 1

+ -
-

t t t_ î
h
 dx

d x z dy
d xy dz

d yz2 2= + + -^ ^ ^h h h

 , ,div f x y z
, ,1 1 1-^

^
h

h6 @  xz x yz2 2= + -

 , ,div f x y z
, ,1 1 1-^

^
h

h6 @  2 1 1 1 2 1 1= + - -^ ^ ^ ^ ^h h h h h

  2 1 2 5= + + =

Q. 4 A group consists of equal number of men and women. Of this group %20  of 
the men and %50  of the women are unemployed. If a person is selected at 
random from this group, the probability of the selected person being employed is 
______

Sol. 4 Correct answer is 0.65 .
Probability of the selected person being employed

  = Probability of men employed + probability of women employed

  = (Probability to select men) (probability to employed men)

  + (Probability to select women) (probability to employed women)

 P  . . . .0 5 0 5 0 5 0 8# #= +
 P  . .0 25 0 40= +                 P  .0 65=
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Q. 5 The definite integral x dx1
1

3

#  is evaluated using Trapezoidal rule with a step size 
of 1. The correct answer is ______

Sol. 5 Correct answer is 1.167 .
We know that Trapezoidal rule is

 f x dx
a

b

^ h#  h f a f x f b2
1

2
1

1= + +^ ^ ^h h h: D

where x1 
a b

2= +

given step size h 1& =

So for x dx1
1

3

#  f f f1 2
1 1 2 2

1 3= + +^ ^ ^h h h: D

 f 1^ h 1
1 1= =

 f 2^ h 2
1

2
1= =

 f 3^ h 3
1

3
1= =

 x dx1
1

3

#  2
1

2
1

6
1

6
7= + + =; E

  .1 167=

Q. 6 A rotating steel shaft is supported at the ends. It is subjected to a point load 
at the center. The maximum bending stress developed is 100 MPa. If the yield, 
ultimate and corrected endurance strength of the shaft material are 300 MPa, 
500 MPa and 200 MPa, respectively, then the factor of safety for the shaft is 
______

Sol. 6 Correct answer is 2 .
Given problem is showed in figure.

maximum bending stress developed MPa100=
Given problem of rotating shaft with load will be acting as fluctuating load which 
reduces its strength. The reduced strength is called corrected endurance strength 
i.e. MPa200=

 Factory of safety Maximum bending stress
Corrected endurance strength=

  MPa
MPa

100
200=

  2=

Q. 7 Two solid circular shafts of radii R1 and R2 are subjected to same torque. The 
maximum shear stresses developed in the two shafts are 1t  and 2t . If /R R 21 2 =
, then /2 1t t  is ______

Sol. 7 Correct answer is 8 .
We know that for solid circular shaft max. shear stress developed can be expressed 
as

 t  
d
T16
3p 

=
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For two shaft of radii R1 and R2 ratio of shear stress for same torque will be

 
1

2
t
t  

/
/

T d
T d

16
16

1
3
2
3

p
p=

 
1

2
t
t  

d
d

R
R

2
3
1
3

2

1
3

= = c m

 
1

2
t
t  2 83= =^ h

Q. 8 Consider a single degree-of-freedom system with viscous damping excited by a 
harmonic force. At resonance, the phase angle (in degree) of the displacement 
with respect to the exciting force is
(A) 0 (B) 45

(C) 90 (D) 135

Sol. 8 Correct option is (C).
For single degree of freedom system with viscous damping excited by harmonic 
force at resonance
 w  nw =
We know that
 n

2 2w w-  cosR f =  (From derivation)

 cosR f  0=  & cos 0f =  (R 0! )

 f  2
p = , 2

3p  where R = constant, f = phase angle

Q. 9 A mass m1 of 100 kg travelling with a uniform velocity of 5 m/s along a line 
collides with a stationary mass m2 of 1000 kg. After the collision, both the masses 
travel together with the same velocity. The coefficient of restitution is
(A) 0.6 (B) 0.1

(C) 0.01 (D) 0

Sol. 9 Correct option is (D).
Given problemed is formed in this way
Before collision

Before collision relative speed / secm5=
After collision

After collision relative speed 0=

 Coefficient of restitution Relative speed before collision
Relative speed after collision=

  5
0=  0=
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Q. 10 Which one of following is NOT correct?
(A) Intermediate principal stress is ignored when applying the maximum principal 

stress theory

(B) The maximum shear stress theory gives the most accurate results amongst all 
the failure theories

(C) As per the maximum strain energy theory, failure occurs when the strain 
energy per unit volume exceeds a critical value

(D) As per the maximum distortion energy theory, failure occurs when the 
distortion energy per unit volume exceeds a critical value

Sol. 10 Correct option is (B).
(A) In maximum principle stress theory, when the value of maximum principle 

stress is equal to that of yield point stress as found in a simple tensile test in 
which we don’t consider intermediate principle stress.

(B) Maximum shear stress theory is well justified for ductile matarial because 
ductile material mostly fails by shear failure.

(C) Maximum strain energy over estimate the elastic strength of ductile matarial.

(D) As per maximum distortion energy theory, failure occurs when the distortion 
energy per unit volume exceeds a critical value.

Q. 11 Gear 2 rotates at 1200 rpm in counter clockwise direction and engages with Gear 
3. Gear 3 and Gear 4 are mounted on the same shaft. Gear 5 engages with Gear 
4. The numbers of teeth on Gears 2, 3, 4 and 5 are 20, 40, 15 and 30, respectively. 
The angular speed of Gear 5 is

(A) 300 rpm counterclockwise (B) 300 rpm clockwise

(C) 4800 rpm counterclockwise (D) 4800 rpm clockwise

Sol. 11 Correct option is (A).

We know that w  T
1\

where w  " angular velocity

 T  " no. of teeth

 
3

2
w
w  T

T
2

3=

 1200
3w  20

40=

 3w  rpm600=
Gear 3 and gear 4 attached on same shaft so



© w
ww.nodia.co.i

n

GATE SOLVED PAPER - ME  2014-3

 3w  rpm6004w = =

 
5

4
w
w  T

T
4

5=

 5w  T
T
5

4 4w =

  30
600 15#=

 5w  rpm300=
Now direction of gear 2 is counterclockwise so direction of gear 3 and 4 will be 
opposite and direction of gear 5 will be opposite of gear 4 i.e. counterclockwise.

Q. 12 Consider a long cylindrical tube of inner and outer radii, ri  and ro , respectively, 
length, L and thermal conductivity, k . Its inner and outer surfaces are maintained 
at Ti  and To , respectively T Ti o2^ h. Assuming one-dimensional steady state heat 
conduction in the radial direction, the thermal resistance in the wall of the tube is

(A) lnkL r
r

2
1

o

i

p d n (B) r k
L

2 ip 

(C) lnkL r
r

2
1

i

o

p d n (D) lnkL r
r

4
1

i

o

p d n

Sol. 12 Correct option is (C).

For one dimensional steady state heat conduction in radial direction for hollow 
cylinder thermal resistance in the wall of tube is

 Rth  
ln

kL
r
r

2
i

o

p =
d n

Q. 13 Which one of the following pairs of equations describes an irreversible heat engine?

(A) Q 02d #  and T
Q 01d #  (B) Q 01d #  and T

Q 01d #

(C) Q 02d #  and T
Q 02d #  (D) Q 01d #  and T

Q 02d #

Sol. 13 Correct option is (A).
Inequality of clausius provides the criterion of irreversibility of cycle, it says that 
if

 T
dq #  0= ;     The cycle is reversible

 T
dq #  01 ;     The cycle is irreversible and possible

 T
dq #  02 ;     The cycle is impossible

For an irreversible process heat transfer for a thermodynamic cycle is always 

greater than zero so entropy always increases in irreversible cycle so d 02q # .
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Q. 14 Consider the turbulent flow of a fluid through a circular pipe of diameter, D. 
Identify the correct pair of statements.
I. The fluid is well-mixed

II. The fluid is unmixed

III. Re 2300D 1

IV. Re 2300D 2

(A) I, III (B) II, IV

(C) II, III (D) I, IV

Sol. 14 Correct option is (D).
For flow through a circular pipe, the flow will be _____
(A) Leminar flow
Reynolds no. Re 23001^ h

Fluid flow is unmixed.
(B) Turbolent flow
Reynolds no. Re 23002^ h

Fluid flow is mixed.

Q. 15 For a gas turbine power plant, identify the correct pair of statements.
P. Smaller in size compared to steam power plant for same power output
Q. Starts quickly compared to steam power plant
R. Works on the principle of Rankine cycle
S. Good compatibility with solid fuel
(A) P, Q (B) R, S

(C) Q, R (D) P, S

Sol. 15 Correct option is (A).
(P) Gas turbine power plant consumes less space as compare to stream power 

plants because in steam power plants accessories like boiler, condenser coding 
tower adds more size and mass.

(Q) Gas turbine power plant can be synchronized very fast as compare steam 
power plants take too much time because it took more time to stabilize the 
temp in boiler.

(R) Gas turbine power plants works on Joole-Brayton cycle.

(S) Only liquid and gas fuel is used in gas turbine power plants.

Q. 16 A source at a temperature of 500 K provides 1000 kJ of heat. The temperature 
of environment is C27c . The maximum useful work (in kJ) that can be obtained 
from the heat source is ______

Sol. 16 Correct answer is 400.

Q. 17 A sample of moist air at a total pressure of 85 kPa has a dry bulb temperature 
of C30c  (saturation vapour pressure of water . kPa4 24= ). If the air sample has 
a relative humidity of %65 , the absolute humidity (in gram) of water vapour per 
kg of dry air is ______

Sol. 17 Correct answer is 21.
Given sample of moist air has
Dry bolb temperature C30c=
Total pressure P^ h kPa85=
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Saturation vapour pressure Ps^ h . kPa4 24=
Relative humidity f ^ h %65=

We know that w  . P
P0 622

a

sf =

where w  = Specific humidity

 Pa  = Partial pressure of water vapour

 Ps  = Partial pressure of water vapour

 f  = Relative humidity

So, w  . .
.

.
kPa

kPa0 622 0 65
85 4 24

4 24
# #=

-^ h
 . kPaP 85 4 25a = -^ h

So, w  . . ./kg w v kg dry air0 02122=
So, w  gm21=  of water vapour per kg of dry air

Q. 18 The process utilizing mainly thermal energy for removing material is
(A) Ultrasonic Machining (B) Electrochemical Machining

(C) Abrasive Jet Machining (D) Laser Beam Machining

Sol. 18 Correct option is (D).
(A) Ultrasonic Machining (UCM) is a mechanical metal removing process for 

brittle matarial by using high frequency oscillations of shaped tool using 
abrasive slurry.

(B) Eectro Chemical Machining (ECM) uses electrical current to remove the 
metal relies on the principle of electrolysis for matarial removal.

(C) Abrasive water jet machining is a process that uses a very high speed water 
jet mixed with abrasives to cut any type of matarial.

(D) Laser beam machining utiliser the energy from the coherent light beam which 
first melt and then vaporise the tiny metal particles, in which thermal energy 
is used.

Q. 19 The actual sales of a product in different months of a particular year are given 
below:

September October November December January February

180 280 250 190 240 ?
The forecast of the sales, using the 4-month moving average method, for the 
month of February is ______

Sol. 19 Correct answer is 240 .
Moving average forcasting method

 (Forcasted value for next month) No. of months
Previous months actual sales addition=

 For February forcasting 4
250 250 190 240= + + +

 Ffeb 240=

Q. 20 A straight turning operation is carried out using a single point cutting tool on 
an AISI 1020 steel rod. The feed is 0.2 mm/rev and the depth of cut is 0.5 mm. 
The tool has a side cutting edge angle of 60c. The uncut chip thickness (in mm) 
is ______

Sol. 20 Correct answer is 0.1 .
For a straight cutting operation carried out using a single point cutting tool.
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 Feed F^ h . /mm rev0 2=
 SCEA y ^ h 60c=
 cosF y  Ft=  From BCDT  shown in figure

where Ft  = Uncut chip thickness
 Ft  . cos0 2 60c= ^ ^h h

 Ft  . /mm rev0 2 2
1

#=

 Ft  . /mm rev0 1=

Q. 21 A minimal spanning tree in network flow models involves
(A) all the nodes with cycle/loop allowed

(B) all the nodes with cycle/loop not allowed

(C) shortest path between start and end nodes

(D) all the nodes with directed arcs

Sol. 21 Correct option is (B).
To make network flow diagram in critical path method minimal spanning tree 
properties are followed. This does not allow any loop or cycle at any node.
For example suppose a loop with activity A, B  and C

Now activity ‘B ’ will be done after activity ‘A’ and activity ‘A’ will be done only 
after activity ‘C ’. But activity ‘C ’ can not be completed before begining ‘C ’ so 
network will fail if minimal spanning tree model is not followed.

Q. 22 Match the casting defects (Group A) with the probable causes (Group B)

Group A Group B

P : Hot tears 1 : Improper fusion of two streams of liquid metal

Q : Shrinkage 2 : Low permeability of the sand mould

R : Blow holes 3 : Volumetric contraction both in liquid and solid stage

S : Cold shunt 4 : Differential cooling rate
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(A) P-1, Q-3, R-2, S-4 (B) P-4, Q-3, R-2, S-1

(C) P-3, Q-4, R-2, S-1 (D) P-1, Q-2, R-4, S-3

Sol. 22 Correct option is (B).
(P) Hot tears is a metallurgical defect and occurs because of differential cooling 

rate, which creates stresses in the different regions of metal.

(Q) Shrinkage occurs because of volumetric contraction as volume get reduce 
during cooling.

(R) Blow holes is a gas defect which occurs due to low permeability of sand 
mould.

(S) Cold shut is pouring metal which appears due to improper fusion of two 
streams of liquid metal.

Q. 23 Cutting tool is much harder than the workpiece. Yet the tool wears out during 
the tool-work interaction, because
(A) extra hardness is imparted to the workpiece due to coolant used

(B) oxide layers on the workpiece surface impart extra hardness to it

(C) extra hardness is imparted to the workpiece due to severe rate of strain

(D) vibration is induced in the machine tool

Sol. 23 Correct option is (C).
Tool wears out during the tool-work interaction because extra hardness is imported 
to the workpiece due to severe rate of strain on the tool tip.

Q. 24 The stress-strain curve for mild steel is shown in the figure given below. Choose 
the correct option referring to both figure and table.

Point on the graph Description of the point

P 1. Upper Yield Point

Q 2. Ultimate Tensile Strength

R 3. Proportionality Limit

S 4. Elastic Limit

T 5. Lower Yield Point

U 6. Failure
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(A) P-1, Q-2, R-3, S-4, T-5, U-6 (B) P-3, Q-1, R-4, S-2, T-6, U-5

(C) P-3, Q-4, R-1, S-5, T-2, U-6 (D) P-4, Q-1, R-5, S-2, T-3, U-6

Sol. 24 Correct option is (C).

(P) Proportionality limit : The highest stress at which stress is directly proportional 
to strain

(Q) Elastic limit : is the greatest stress at which the material can withstand 
without any measurable permanent strain after unloading.

(R) Yield point/strength is the strength is the stress required to produce a small 
specific amount of deformation.

(T) Ultimate tensile strength : is the maximum load point after it necking begins.

(U) Failure point : It is the last point, after it specimen or material got fractured 
after necking.

Stress-strain curve for mild steel.

Q. 25 The hot tearing in a metal casting is due to
(A) high fluidity

(B) high melt temperature

(C) wide range of solidification temperature

(D) low coefficient of thermal expansion

Sol. 25 Correct option is (C).
Hot tears in metal costing is a metallurgical defect which is also called hot cracking 
occurs as costing cools. This happens because the metal is weak when it is hot 
and residual stresses in the metal can cause the casting to fail as it cools.
Proper mould design prevent this type of casting. So that uniform cooling rate for 
all parts can be maintained which reduce the range of solidification temperature.
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Q. 26 - Q. 55 Carry two marks each.

Q. 26 An analytic function of a complex variable z x iy= +  is expressed as 
, ,f z u x y iv x y= +^ ^ ^h h h, where i 1= - . If ,u x y x y2 2= -^ h , then expression for 

,v x y^ h in terms of x , y  and a general constant c  would be

(A) xy c+  (B) x y c2

2 2+ +

(C) xy c2 +  (D) 
x y

c2

2-
+^ h

Sol. 26 Correct option is (C).
Given that analytic function of a complex variable z x iy= +  can be represent as
 f z^ h , ,u x y iv x y= +^ ^h h
If ,u x y^ h x y2 2= -
then v  ?=
From property of analytic function of a complex number.

We know that dx
du  dy

dv=

 dy
dv  x2=

 v  dy
dv dy= #  x dy2= ^ h#

 v  xy c2= +

Q. 27 Consider two solutions x t x t1=^ ^h h and x t x t2=^ ^h h of the differential equation 
x t 0dt

d x t
2

2

+ =^
^

h
h , t 02 , such that x 0 11 =^ h , 0dt

dx t

t 0

1 =
=

^ h , x 0 02 =^ h , 1dt
dx t

t 0

2 =
=

^ h .

The Wronskian W t
x t

dt
dx t

x t

dt
dx t

1

1

2

2=^

^
^

^
^h

h
h

h
h  at t 2

p =  is

(A) 1 (B) 1-

(C) 0 (D) 2
p 

Sol. 27 Correct option is (A).

Q. 28 A machine produces 0, 1 or 2 defective pieces in a day with associated probability 
of 1/6, 2/3 and 1/6, respectively. The mean value and the variance of the number 
of defective pieces produced by the machine in a day, respectively, are
(A) 1 and 1/3 (B) 1/3 and 1

(C) 1 and 4/3 (D) 1/3 and 4/3

Sol. 28 Correct option is (A).

No. of defects Xi^ h 0 1 2

Associated probability Pi^ h 1/6 2/3 1/6
 Meant value m ^ h X Pi iS =

  0 6
1 1 3

2 2 6
1

# # #= + +

  3
2

3
1= +

 m  1=

 Variance (Var x^ h) E x2 2m = -^ h

 E x 2
^ h  X Pi i

2S =
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  0 6
1 1 3

2 2 6
12 2 2

# # #= + +^ ^ ^h h h

  3
2

6
4

3
4= + =

 Var(x ) 3
4 1= -

 V x^ h 3
1=

Q. 29 The real root of the equation cosx x5 2 1 0- - =  (up to two decimal accuracy) 
is ______

Sol. 29 Correct answer is 0.54 .
Real root of equation
 cosx x5 2 1- -  ?0= =
Let f x^ h cosx x5 2 1= - -
We have to find roots upto two decimal accuracy so it can be done using Newton 
Raphson’s method.

 Xn 1+  X
f x
f x

n
n

n= -
l̂
^

h

h

 f xl̂ h sinx5 2= +
Assuming x 10 =  to start first iteration

 x1 x
f x
f x

0
0

0= -
l̂
^

h

h

 x1 
sin

cos
1

5 2 2
360 1

5 1 2 2
360 1 1

#

# #

p

p= -
+

- -

;

;

E

E

 x1 .0 5632=

Next iteration x2 x
f x
f x

1
1

1= -
l̂
^

h

h

 x2 .
.

. .

sin

cos
0 5632

5 2 2
360 5632

5 0 5632 2 2
360 5632 1

#

# #

p

p= -
+

- -

b

b

l

l
 .0 5425=

Next iteration x3 x
f x
f x

2
2

2= -
l̂
^

h

h

 x3 .
.

. .

sin

cos
0 5425

5 2 2
360 5425

5 0 5425 2 2
360 5425 1

#

# #

p

p= -
+

- -

b

b

l

l
 .0 5424=

Q. 30 A drum brake is shown in the figure. The drum is rotating in anticlockwise 
direction. The coefficient of friction between drum and shoe is 0.2. The dimensions 
shown in the figure are in mm. The braking torque (in N.m) for the brake shoe 
is _____
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Sol. 30 Correct answer is 64 .
Given drum brake shown in figure.

Coefficient of friction m ^ h .0 2=
Normal force N1000=
We know that friction force  Fr^ h Nm =
  . N0 2 1000 200#= =
Action of line of normal force passing 320 mm away from center of rotation so 
breaking torque provide by normal force is r F#
 t  = Torque r F#=
  mm N320 200= ^ ^h h
 t  N m64 -=

Q. 31 A body of mass M^ h 10 kg is initially stationary on a 45c inclined plane as shown 
in figure. The coefficient of dynamic friction between the body and the plane 
is 0.5. The body slides down the plane and attains a velocity of 20 m/s. The 
distance travelled (in meter) by the body along the plane is ______

Sol. 31 Correct answer is 57.67 m.
Free body diagram of problem
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 Friction force Nm =
  . cosMg0 5 45= ^ h6 @

  . . .0 5 10 9 81
2

1 34 6835# # #= =

Force downwords to slide sinMg 45=

  . . N10 9 81
2

1 69 3671# #= =

 Total force on block . .69 3671 34 6835= -
  .34 6836=
Applying newton’s law of motion
 Ma  .34 68=

 a  . .10
34 68 3 468= =

Now v  u at= +

 t  .a
v

3 468
20= =  (as u 0= )

 s  ut at2
1 2= +

 s  .
.

. m2
1 3 468

3 468
20

57 672

2

# #= =
^

^

h

h

Q. 32 Consider a simply supported beam of length, h50 , with a rectangular cross-
section of depth, h , and width, h2 . The beam carries a vertical point load, P , at 
its mid-point. The ratio of the maximum shear stress to the maximum bending 
stress in the beam is
(A) 0.02 (B) 0.10

(C) 0.05 (D) 0.01

Sol. 32 Correct option is (D).
A simply supported bean is shown in figure with free body diagram

At a distance ‘x ’ from ‘A’ shear force 
/

A
P P 2= -
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Maximum shear stress 
/
A

P 2=

Bending moment P P x2= -b l

Maximum bending moment will be at x L
2=  as shear force direction will change 

from that point.
So

Where M  : Max. bending moment

 I  : Area moment of inertia of beam

 y  : max distance from mean line of beam

 Maximum bending moment P L PL
2 2 4= =b l

 Maximum bending stress s ^ h I
My=

  
/ /
h h

PL h

12
2

4 2
3=

^ ^

^ ^

h h

h h

< F

  
h
PL

4
3

3=

Ratio of maximum shear stress t ^ h to maximum bending stress is

 s
t  

/
/ /

PL h
P A

3 4
2

3= ^ h

  
/

/ /
PL h

P h
3 4

2 2
3

2

= ^ h
 L

h
3=

 L h50=

 s
t  h

h
3 50#

=

  h
h

150=  . .150
1 0 0066 0 01= = =

Q. 33 The damping ratio of a single degree of freedom spring-mass-damper system with 
mass of 1 kg, stiffness 100 N/m and viscous damping coefficient of 25 N.s/m is 
______

Sol. 33 Correct answer is 1.25 .
Single DOF spring mass damping system
Given that
 Mass M^ h kg1=
 Stillness k^ h /N m100=
Viscous damping coefficient Ĉ h /Ns m25=
Damping ratio z ^ h ?=

We know that z  C
C

e
=  

kM
C

2
=

  
2 1 100

25
#

=

  20
25=

 z  .1 25=
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Q. 34 An annular disc has a mass m , inner radius R and outer radius R2 . The disc rolls 
on a flat surface without slipping. If the velocity of the center of mass is v , the 
kinetic energy of the disc is

(A) mv16
9 2 (B) mv16

11 2

(C) mv16
13 2 (D) mv16

15 2

Sol. 34 Correct option is (C).

Q. 35 A force P  is applied at a distance x  from the end of the beam as shown in the 
figure. What would be the value of x  so that the displacement at ‘A’ is equal to 
zero ?

(A) 0.5L (B) 0.25L

(C) 0.33L (D) 0.66L

Sol. 35 Correct option is (C).

Where E  : Modulus of elasticity

 I  : area moment of inertia

 P  : load
For deflection should be zero

 EI
P x l

2
1 2-^ h

 EI
Pl
3

3

=

 
l x

2
-^ h

 l
3=

 l x l3 3 2- -  0=
 l  x3=

 x  l
3=

Q. 36 Consider a rotating disk cam and a translating roller follower with zero offset. 
Which one of the following pitch curves, parameterized by t , lying in the interval 
0 to 2p , is associated with the maximum translation of the follower during one 
full rotation of the cam rotating about the center at , ,x y 0 0=^ ^h h ?
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(A) cosx t t=^ h , siny t t=^ h

(B) cosx t t=^ h , siny t t2=^ h

(C) cosx t t2
1= +^ h , siny t t2=^ h

(D) cosx t t2
1= +^ h , siny t t=^ h

Sol. 36 Correct option is (C).
For given can and translating roller follower with zero offset, maximum translation 
of the follower during one full rotation about center will be
 d  x y2 2= +  where d  : translation of follower

and dmax @ dt
d d t

= ^ h
 0=  dmax : Maximum translation of follower

 
dt

d d t
2

2 ^ h
 01

(A) x t^ h cos t= ;         siny t t=^ h

 d  x y2 2= +
  cos sint t2 2= +  1=     & d 1,maxA =
(B) x t^ h cos t= ;         siny t t2=^ h

 d  x y2 2+
  cos sint t22 2 2= +

  sin t1 3 2= +  sin t  max 1 @ t 2
p = , 2

3p 

 dmax 1 3 2= + =      & d 2,maxB =

(C) x t^ h cos t2
1= + ;    siny t t2=^ h

 d  cos sint t2
1 2

2
2= + +b ^l h

  cos cos sint t t4
1 42 2= + + +

  cos sint t4
5 3 2= + +

For dmax; 
cos sin

dt
d t t3 2+^ h

 0=

 sin sin cost t t6- +  0=
& cos t  0=

 t  2
p = , 2

3p 

 dmax 4
5 0 3= + +

  4
5 12= +  4

17=

  .2 06=      & .d 2 06,maxC =

(D) x t^ h cos t2
1= + ;    siny t t=^ ^h h

 d  cos sint t2
1 2

2= + +b ^l h

  cos cos sint t t4
1 2 2= + + +

  cos t4
5= +

For dmax; cos t  1=  @ ,t 0p =



© w
ww.nodia.co.i

n

GATE SOLVED PAPER - ME  2014-3

 dmax 4
5 1= +

  4
9=

  .1 5=      & .d 1 5,maxD =

Q. 37 A four-wheel vehicle of mass 1000 kg moves uniformly in a straight line with 
the wheels revolving at 10 rad/s. The wheels are identical, each with a radius of 
. m0 2 . Then a constant braking torque is applied to all the wheels and the vehicle 

experiences a uniform deceleration. For the vehicle to stop in 10 s, the braking 
torque (in N-m) on each wheel is ______

Sol. 37 Correct answer is 10.
For four wheel vehicle moving with uniform velocity
 u  / secrad10=
  . / secm10 0 2#=
 u  / secm2=
deceleration for the vehicle to stop it in 10 sec
 V  u at= +
 0 a2 10= + ^ h

 a  . / secm10
2 0 2=- =-

Required force from Newton’s 2nd law of motion
 F  . N0 2 1000 200#= =

 Force on one wheel N4
200 50= =

 Breaking torque F R#=
 t  .50 0 2#=

 t  N m10 -=

Q. 38 A slider-crank mechanism with crank radius 60 mm and connecting rod length 
mm240  is shown in figure. The crank is rotating with a uniform angular speed 

of 10 rad/s, counter clockwise. For the given configuration, the speed (in m/s) of 
the slider is ______

Sol. 38 Correct answer is 0.6 .
Figure showing instantanous centers of mechanism
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Instantanous centers of link A and B  will lies on point ‘2’ also IC  of A and C  
and IC  of B  and C  will be lies on point ‘1’ and ‘3’ respectively.
From Keneddi’s theorem
 I IA AB ACw ^ h I IB AB BCw = ^ h
 10 60#  240B #w =
 Bw  . / secrad2 5=  counterclockwise
It means link B  will rotate about ICAB  with speed of 2.5 rad/sec counterclockwise

 d
V

23

3  Bw =

 V d B3 2 3 w = - ^ h . / secm1000
240 2 5#=

  . / secm0 6=

Q. 39 Consider an objective function ,Z x x x x3 91 2 1 2= +^ h  and the constraints
 x x1 2+  8# ,
 x x21 2+  4# ,
 x1 0$ , x 02 $
The maximum value of the objective function is ______

Sol. 39 Correct answer is 18 .

Objective function ,Z x x x x3 91 2 1 2= +^ h  will be maximum at one of the corner 
point of feasible reagon check points (0, 2) and (4, 0)
 z ,4 0^ ĥ h

 3 4 9 0 12# #= + =
 z ,0 2^ ĥ h

 3 0 9 2 18# #= + =
 z max^ h  18=

Q. 40 A mass-spring-dashpot system with mass kgm 10= , spring constant /N mk 6250=  
is excited by a harmonic excitation of cos Nt10 25^ h . At the steady state, the 
vibration amplitude of the mass is 40 mm. The damping coefficient (c , in N.s/m) 
of the dashpot is ______
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Sol. 40 Correct answer is 10 .
Here we have given a mass-spring dashpot system

Vibration amplitude at the steady state A^ h mm40=

We know that A 
/F S

1 2
n n

2 2 2

0

w
w

w
zw

=

- +d n= ;G E

 where z = damping factor

 A .mm m40 0 04= =
 F0 N10=
 s  /N mk 6250= =
 w  25=

 nw  m
s=  10

6250 25= =

 .0 04 

1 25
25

25
2 25

6250
10

2 2 2z 
=

- +b
^

l
h

; ;E E

 2z  25
1=

 z  50
1=

We know z  m
c

2 nw =

 c  m2 nzw=

  2 50
1 25 10# # #=

 c  /N s m10 -=

Q. 41 A certain amount of an ideal gas is initially at a pressure p1 and temperature T1

. FIrst, it undergoes a constant pressure process 1-2 such that /T T3 42 1= . Then, 
it undergoes a constant volume process 2-3 such that /T T 23 1= . The ratio of the 
final volume to the initial volume of the ideal gas is
(A) 0.25 (B) 0.75

(C) 1.0 (D) 1.5
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Sol. 41 Correct option is (B).
As given in question first constant pressure process is performed than constant 
volume process is performed. So we will show these process of P.V diagram for 
best understanding.

For process (1)-(2)

 T
P V

1

1 1  T
P V

2

2 2=  (from ideal gas equation)

 P1 P2=  constant pressure

 T
V

1

1  
T

V

4
3

2

2=

 V2 V4
3

1=

For process (2)-(3) constant volume process
 V3 V2=

 V
V

1

3  V
V

1

2=

  .4
3 0 75= =

Q. 42 An amount of 100 kW of heat is transferred through a wall in steady state. One 
side of the wall is maintained at C127c  and the other side at C27c . The entropy 
generated (in W/K) due to the heat transfer through the wall is ______

Sol. 42 Correct answer is 83.

Figure showing the heat transferred to kW100  from a wall whose wall 

temperature are K400  & K300 .

where : s genT̂ h  = entropy generation

 s2 : entropy after heat transfer

 s1 : entropy before heat transfer

Entropy generation s s2 1-^ h T
d s gen

1

2
Tq = + ^ h#
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 0 s400
100

300
100

genT= - +b ^l h

 s genT̂ h  100 300
1

400
1= -; E

 s genT̂ h  . /kW K0 083=
 s genT̂ h  /WaH K83=

Q. 43 A siphon is used to drain water from a large tank as shown in the figure below. 
Assume that the level of water is maintained constant. Ignore frictional effect due 
to viscosity and losses at entry and exit. At the exit of the siphon, the velocity 
of water is

(A) g Z Z2 Q R-^ h  (B) g Z Z2 P R-^ h

(C) g Z Z2 O R-^ h  (D) gZ2 Q

Sol. 43 Correct option is (B).
For given syphon, applying Bernoulli’s equation between points ‘P ’ and ‘R ’

 P Z Z Z Z Z Z g
V
2P P O Q O Q R

P
2

+ - - - + - +^ ^ ^h h h  P g
V
2R

R
2

= +

 PP  PR= = atmospheric pressure

 VP  0.  (constant head maintained)

So we got Z ZP R-^ h g
V
2

R
2

=

 VR g Z Z2 P R= -^ h

Q. 44 Heat transfer through a composite wall is shown in figure. Both the sections of 
the wall have equal thickness (l ). The conductivity of one section is k  and that of 
the other is k2 . The left face of the wall is at 600 K and the right face is at 300 K.
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The interface temperature Ti  (in K) of the composite wall is _____

Sol. 44 Correct answer is 400.
Conventional Method
We know that thermal resistance of wall

 Rth  R R
R R
1 2

1 2= +  
/ /

/ /
l k l k

l k l k
1 1 2 2

1 1 2 2=
+

^ ^

^ ^

h h

h h

 kl 1 2
1+: D kl2

3=

Heat transferred through wall

 q  R
T
th

T=

  
kl2

3
600 300= -  kl3

300 2#=  kl
200=

For hot surface to intermediate surface heat transfer will be with same rate so
 T h iT -^ h  R qth h i= -^ h
 Rth h i-^ h  lk=

 TT  lk kl
200

#=  200=

 T Tinthot ermediate-  200=
 Tintermediate 600 200 400= - =

Alternative method

Heat conductivities of given wall are in 2 to 1 ratio and we know that as for 
more conductivity heat will transferred producing less temperature potention so 
temperature potential will be inversaly potential with conductivities
 (temp. potential) thermal conductivity 1\ -

^ h
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 T T
T T

i q

h i

-
-  K

K2=

 T Th i-^ h T T2 i q= -^ h
 T600 i-  T2 300i= -^ h
 Ti  400=

Q. 45 A fluid of dynamic viscosity / .kg m s2 10 5
#

-  and density /kg m1 3 flows with an 
average velocity of 1 m/s through a long duct of rectangular mm mm25 15#^ h 
cross-section. Assuming laminar flow, the pressure drop (in Pa) in the fully 
developed region per meter length of the duct is ______

Sol. 45 Correct answer is 1.8204 .
Given that for a fluid

 dynamic viscosity m ^ h /kg m s2 10 5
# -= -

 density r ^ h /kg m1 3=
 Avg. velocity V̂ h / secm1=
 Cross section A^ h mm mm25 15#= ^ h

For fully developed leminar how, pressure drop can be expressed as

 PT  VL
D

32
2

m =  ...(i)

where D  = hydroulic diameter

 D  P
ALT=  

2 25 15
25 15# #T=

+^ h

  .mm mm20
25 15 18 75#= =

from eq. (i) L
PT  V

D
32

2
m =

so pressure drop L
PT  

20
25 15 10

32 2 10 1
3

2

5

# #

# # #=
-

-

; E

 L
PT  . /Pa meter1 8204=

Q. 46 At the inlet of an axial impulse turbine rotor, the blade linear speed is 25 m/s, the 
magnitude of absolute velocity is 100 m/s and the angle between them is 25c. The 
relative velocity and the axial component of velocity remain the same between 
the inlet and outlet of the blades. The blade inlet and outlet velocity triangles are 
shown in the figure. Assuming no losses, the specific work (in J/kg) is ______

Sol. 46 Correct answer is 3279.7 .
For an impulse reaction turbine rotor given velocity triangle is
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where u  = Peripheral velocity

 c  = Absolute velocity

 w  = Relative velocity

 ca  = Axial component of flow

 tw  = tengential component of relative velocity

 ct  = tengential component of absolute velocity
We know that ca1 ca2=
 sinc 251  sin2w g=
 .100 0 4226#  sin78 g =
 sing  .0 5418=  & .32 80g =
We know that 
 Work done u c ct t1 2= +^ h u t t1 2w w= +^ h
 w  u t t1 2w w= +^ h
  .cos cosc25 25 25 32 81 2w = - +^ h7 A

  .cos cos25 100 25 25 78 32 8= - +^ h7 A

  . .25 65 630 65 558= +^ h
 w  . /J kg3279 7=
So work done by turbine . /J kg3279 7=

Q. 47 A solid sphere of radius mmr 201 =  is placed concentrically inside a hollow sphere 
of radius mmr 302 =  as shown in the figure.

The view factor F21 for radiation heat transfer is

(A) 3
2  (B) 9

4

(C) 27
8  (D) 4

9

Sol. 47 Correct option is (B).
A solid sphere of radius mmr 201 =  placed inside concentrically inside a hollow 
sphere of radius mmr 302 =  as shown in figure.
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We know that F 112 =  because radiation emitted from sphere (1) will be taken by 
sphere (2) completely 
Now from Reciprocity theorem
 A F1 12 A F2 21=

 F21 A
A F

2

1
12=  A

A
A
A1

2

1

2

1= =^ h

 F21 r
r

4
4

2
2
1
2

p
p=

 F21 30
20 2

= b l  9
4=

Q. 48 A double-pipe counter-flow heat exchanger transfers heat between two water 
streams. Tube side water at 19 liter/s is heated from C10c  to C38c . Shell side 
water at 25 liter/s is entering at C46c . Assume constant properties of water, 
density is /kg m1000 3 and specific heat is 4186 J/kg.K. The LMTD (in Cc ) is 
_____

Sol. 48 Correct answer is .11 0206 .

Heat exchanger is an adiabatic device so

 (heat given by hot water) = (heat taken by cold water)

 M C T Tc p c2 1-w ^ h  M C T Th p h2 1= -w ^ h

 19 38 10-^ h T25 46 h1= -^ h

 T h1^ h  . C24 72c=

 LMTD 
/ln T T

T T
1 2

1 2

T T
T T= -
^ h

 T1T  46 38 8= - =
 T2T  . .24 72 10 14 72= - =

 LMTD 
/ .

.
ln8 14 72
8 14 72= -

  . C11 0206c=
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Q. 49 A diesel engine has a compression ratio of 17 and cut-off takes place at %10  of 
the stroke. Assuming ratio of specific heats g ^ h as 1.4, the air-standard efficiency 
(in percent) is _____

Sol. 49 Correct answer is .59 6047 .
A diesel engine cycle is shown in below figure with compression ratio r^ h 17

 Compression ratio r^ h V
V 17

2

1= =

Given that cut off take place at %10  of stroke means

 V V3 2-^ h V V100
10

1 2= -^ h

 V
V 1

2

3 -c m . V
V0 1 1

2

1= -c m

 V
V

2

3  r =  = cut off ratio

 1r -^ h . .0 1 17 1 1 6= - =^ h

 r  .2 6=
Air standard efficiency for diesel engine is

 h  
. .

.
r

1 1
1 4 2 6 1

2 6 1.

1

1 4

= -
-
-

g - ^

^

h

h
> H

  .1 403952= -
 h  .0 596047=
 %h  . %59 6047=

Q. 50 Consider the given project network, where numbers along various activities 
represent the normal time. The free float on activity 4-6 and the project duration, 
respectively, are

(A) 2, 13 (B) 0, 13

(C) 2- , 13 (D) 2, 12
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Sol. 50 Correct option is (A).
There are three possible paths can be
 (1) – (2) – (5) – (6) – (7) ___ path (A)
 (1) – (3) – (6) – (7)  ___ path (B)
 (1) – (4) – (6) – (7)  ___ path (C)
Duration of path (A) 3 2 3 5 13*= + + + =
Duration of path (B) 2 5 5 12= + + =
Duration of path (C) 2 4 5 11= + + =
Path (A) takes maximum time that is critical path so project duration is 13 days.
For free float on activity (4) – (6)

 Free float = Earliest start time of event (6) - Earliest start time of 

event (4)

  - project duration

  8 2 4 2= - - =
Free float (for 4 – 6 activity) 2=

Q. 51 A manufacturer can produce 12000 bearing per day. The manufacturer received 
an order of 8000 bearings per day from a customer. The cost of holding a bearing 
in stock is Rs. 0.20 per month. Setup cost per production run is Rs. 500. Assuming 
300 working days in a year, the frequency of production run should be
(A) 4.5 days (B) 4.5 months

(C) 6.8 days (D) 6.8 months

Sol. 51 Correct option is (C).
Given production model is build-up model
Economic order quantity for this model

 EOQ  C
DC

P d
P2

h

o= -

where D  " demand of items over a year

 Co " set-up cost

 Ch  " cost of holding inventory per year

 P  " production rate

 d  " demand rate

 EOQ  
.0 2 12

2 8000 365 500
12000 8000

12000
#

# #=
-^

^

^h

h

h
 EOQ  .60415 22987=  units

No. of set-up times for production EOQ
D=  .60415 22987

8000 365#=

  .48 3321=

Frequency of production run  
.no of set ups

working days
-

=

  .48 3321
300=  .6 2070=  days

[Note: In these type of questions answers may vary a little because bearing 
production can not be in fraction so choose nearby value.]
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Q. 52 A cylindrical blind riser with diameter d  and height h , is placed on the top of the 
mold cavity of a closed type sand mold as shown in the figure. If the riser is of 
constant volume, then the rate of solidification in the riser is the least when the 
ratio :h d  is

(A) :1 2 (B) :2 1

(C) :1 4 (D) :4 1

Sol. 52 Correct option is (A).
We know that

 (Solidification time) Surface area
Volumec

2

= b l

If Riser volume is constant

 (Solidification time) 
Surface area

1
2\

^ h
For least solidification time surface area should be maximized.
Surface area of cylindrical blind riser

 A dh d
4

2

p p= +

Now substituting h  in terms of V

 V  d h4
2p =   &  h

d
V4

2p 
=

 A d
V d4

4
2p = +

To maximize A 
d
A

2
2  0=   and  

d
A 02

2

2
2 1

 
d
A

2
2  

d
V d4

2 02
p =- + =

 
d
V4
2  d2

p =

 d3 V8
p =

 d3 d h8
4

2

p
p=  h

d
1
2& =b l
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Q. 53 The diameter of a recessed ring was measured by using two spherical balls of 
diameter mmd 602 =  and mmd 401 =  as shown in the figure.

The distance . mmH 35 552 =  and . mmH 20 551 = . The diameter (D , in mm) of 
the ring gauge is _____

Sol. 53 Correct answer is 93.30 .

Given H1 . mm20 55=         . mmH 35 552 =
 d1 mm40=             mmd 602 =
In ABC3

 AC  d d
2 2
1 2= +     &  2

40
2
60+  mm50=

 BC  H H3 4= -    &  H d H d
2 22
2

1
1+ - +: :D D

  . .35 55 2
60 20 55 2

40= + - +: :D D mm25=

 AB 2
^ h  AC BC2 2= -^ ^h h  50 252 2= -^ ^h h

 AB  .43 30=

 Diameter of recessed ring AB d d
2 2
1 2= + +^ h

  .43 3 30 20= + +
 D  . mm93 30=
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Q. 54 Which pair of following statements is correct for orthogonal cutting using a single-
point cutting tool ?
P. Reduction in friction angle increases cutting force

Q. Reduction in friction angle decreases cutting force

R. Reduction in friction angle increases chip thickness

S. Reduction in friction angle decreases chip thickness

(A) P and R (B) P and S

(C) Q and R (D) Q and S

Sol. 54 Correct option is (D).
For orthogonal cutting using a single-point cutting tool reduction in friction angle 
will increase the shear angle
From Merchant theory

 f  4 2 2
p a b= + -

 a  " rate angle (constant)

 b  " friction angle

 f  " shear angle

as .b  f  -

From figure we can see that as shear angle will increase shear plane area will get 
decrease which results decrease in cutting force subsequently reduction in chip 
thickness.

Q. 55 For spot welding of two steel sheets (base metal) each of 3 mm thickness, welding 
current of 10000 A is applied for 0.2 s. The heat dissipated to the base metal is 

J1000 . Assuming that the heat required for melting mm1 3 volume of steel is J20  
and interfacial contact resistance between sheets is .0 0002 W , the volume (in mm3

) of weld nugget is ______

Sol. 55 Correct answer is 150 .
For spot welding of two steel sheets

Total heat generated will be l Rt2=
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  .10000 2 10 0 22 4
#= -^ ^ ^h h h

  Joul4000=
It is given the 1000 Joul heat is dissipated to base metal so heat used to form 
nugget
  4000 1000= -
  Joul3000=
Now, heat required to form mm1 3 of nugget Joul20=
Total heat dissipated 3000=  Joul.
Now, 20 Joul heat formed mm1 3 of nugget so 3000 Joul will form

  Joul
Joul mm20

3000 1 3
#=  nugget

  mm150 3=  nugget

END OF THE QUESTION PAPER

**********
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ANSWER KEY

General Aptitude

1 2 3 4 5 6 7 8 9 10

(C) (B) (B) (16) (D) (B) (D) (4) (20000) (0.80-
0.82)

Mechanical Engineering

1 2 3 4 5 6 7 8 9 10

(D) (D) (C) (0.64-
0.66)

(1.1-
1.2)

(1.9-
2.1)

(7.9-
8.0)

(C) (D) (B)

11 12 13 14 15 16 17 18 19 20

(A) (C) (A) (D) (A) (399-
401)

(19-22) (D) (239-
241)

(0.08-
0.12)

21 22 23 24 25 26 27 28 29 30

(B) (B) (C) (C) (C) (C) (A) (A) (0.53-
0.56)

(63-65)

31 32 33 34 35 36 37 38 39 40

(56-59) (D) (1.24-
1.26)

(C) (C) (C) (9-11) (0.54-
0.68)

(17-19) (9-11)

41 42 43 44 45 46 47 48 49 50

(B) (80-85) (B) (399-
401)

(1.7-
2.0)

(3250-
3300)

(B) (10.8-
11.2)

(58-62) (A)

51 52 53 54 55

(C) (A) (92-94) (D) (140-
160)
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General Aptitude

Q. 1 - Q. 5 Carry one mark each.

Q. 1 Which of the following options is the closest in meaning to the word underlined 
in the sentence below ?
In a democracy, everybody has the freedom to disagree with the government.
(A) dissent (B) descent

(C) decent (D) decadent

Sol. 1 Correct option is (A).
(A) Dissent (V) : – hold or express opinions that are at variance with those 

commonly or officially held.

eg :– Two members dissented from the majority.

In a democracy, everybody has a freedom to dissent with the government.

(B) Descent (V) :- An act of moving downwards, dropping or falling.

eg :- The plan has gone into a sleep descent.

(C) Decent (N) :- Of an acceptable standard, satisfactory

e.g. :- People need decent homes.

(D) Decadent (adj) : Characterized by or reflecting a state of moral or cultural 
decline.

Q. 2 After the discussion, Tom said to me, ‘Please revert!’. He expects me to ______.
(A) retract (B) get back to him

(C) move in reverse (D) retreat

Sol. 2 Correct option is (B).
Meaning of “Revert”
return to (a previous state, practice, topic, etc)
Synonyms of “Revert”
Return, Go back, Come back etc.
Eg. After a discussion, Tom said to me, “Please revert”. He expects me to get 
back to him.

Q. 3 While receiving the award, the scientist said, “I feel vindicated”. Which of the 
following is closest in meaning to the word ‘vindicated’ ?
(A) punished (B) substantiated

(C) appreciated (D) chastened

Sol. 3 Correct options is (B).
# Meaning of the word “vindicated”
Vindicate (V) :- Show or prove to be right, reasonable or justified
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# Synonyms of vindicate
Justify, warrant, substantiate, establish etc.
So word “Vindicated” can be replaced by “substantiated”.

Q. 4 Let ,f x y x y Pn m= =^ h . If x  is doubled and y is halved, the new value of f is
(A) P2n m-  (B) P2m n-

(C) n m P2 -^ h  (D) m n P2 -^ h

Sol. 4 Correct options is (A).

Given function is ,F x y^ h x y Pn n= =
 if x  is doubled & x  x2"

 if y  is halved & y  /y 2"

 then new function is ,F x yl̂ h /x y2 2n m= ^ ^h h

  x y2 2n n m m= -

  x y 2n m n m= -

 ,F x yl̂ h P2n m= - ^ h

Q. 5 In a sequence of 12 consecutive odd numbers, the sum of the first 5 numbers is 
425. What is the sum of the last 5 numbers in the sequence ?

Sol. 5 Correct answer is 495
Sequence of 12 consecutive odd numbers.

 Sum of first 5 no. 425=
 Sum of last 5 no. 425 5 7 2#= + ^ h

  425 70= +
  495=

Q. 6 - Q. 10 Carry two marks each.

Q. 6 Find the next term in the sequence: 13M, 17Q, 19S, _____
(A) 21 W (B) 21 V

(C) 23 W (D) 23 V

Sol. 6 Correct options is (C).

Q. 7 If ‘KCLFTSB’ stands for ‘best of luck’ and ‘SHSWDG’ stands for ‘good wishes’, 
which of the following indicates ‘ace the exam’ ?
(A) MCHTX (B) MXHTC

(C) XMHCT (D) XMHTC

Sol. 7 Correct options is (B).
# BEST OF LUCK
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took all consonants  BSTFLCK
Reverse them all  KCLFTSB
# GOOD WISHES
took all consonants  GDWSHS
Reverse them all  SHSWDG

# ACE THE EXAM
Took all consonants  CTHXM
Reverse them all  MXHTC

Q. 8 Industrial consumption of power doubled from 2000-2001 to 2010-2011. Find the 
annual rate of increase in percent assuming it to be uniform over the years.
(A) 5.6 (B) 7.2

(C) 10.0 (D) 12.2

Sol. 8 Correct options is (B).
Assume industrial consumption of power in 2000-01 x=
then in 2010-2011 x2=
It is given that it is uniformly increase in 10 years. So we can write

 x R1 100
10

+: D  x2=  where R = rate of increase

 R1 100+  2 .0 1=

 R . .7 1773 7 2.=
 R .7 2=

Q. 9 A firm producing air purifiers sold 200 units in 2012. The following pie chart presents 
the share of raw material, labour, energy, plant & machinery, and transportation 
costs in the total manufacturing cost of the firm in 2012. The expenditure on 
labour in 2012 is Rs. 4,50,000. In 2013, the raw material expenses increased by 

%30  and all other expenses increased by %20 . What is the percentage increase 
in total cost for the company in 2013 ?

Sol. 9 Correct answer is 22
Given that expenditure on labour in 2012 is Rs. 450000 which is 15% cost of total 
expenditure of firm

 Total manufacturing cost .0 15#  450000=  INR

 Total manufacturing cost .0 15
450000=
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  3000000=  INR

 Raw material cost in 2012 . .coslabour t
0 15 0 2#=

  600000=  INR

 Raw material cost in 2013 .600000 1 3#=
 (increased 30%) 780000=  INR

 other expenses in 2012 3000000 600000= -
  240000=  INR

 other expenses in 2013 .2400000 1 2#=
 (increased 20%) 2880000=  INR

 Total increase in cost 

780000 600000 2880000 2400000= - + -^ ^h h

  600000=  INR

 Total % increase %3000000
60000 100 22#= =

Q. 10 A five digit number is formed using the digits 1,3,5,7 and 9 without repeating any 
of them. What is the sum of all such possible five digit numbers ?
(A) 6666660 (B) 6666600

(C) 6666666 (D) 6666606

Sol. 10 Correct options is (B).

END OF THE QUESTION PAPER
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Mechanical Engineering

Q. 1 - Q. 25 Carry one mark each.

Q. 1 Which one of the following equation is a correct identity for arbitrary 3 3#  real 
matrices P , Q  and R ?
(A) P Q R PQ RP+ = +^ h  (B) P Q P PQ Q22 2 2- = - +^ h

(C) det det detP Q P Q+ = +^ h  (D) P Q P PQ QP Q2 2 2+ = + + +^ h

Sol. 1 Correct options is (D).

(A) P Q R+^ h PQ PR= +  PR RP!^ h (Wrong)

(B) P Q 2-^ h  P Q P Q= - -^ ^h h

  P P Q Q P Q= - - -^ ^h h

  P PQ QP Q2 2= - - +  PQ QP!^ h (Wrong)

(C) P Q+  P Q! +  (Property) (Wrong)

(D) P Q 2+^ h  P Q P Q= + +^ ^h h

  P P Q Q P Q= + + +^ ^h h

  P PQ QP Q2 2= + + +  PQ QP!^ h (Correct)

Q. 2 The value of the integral 
cos

sin
x x

x x
dx

1 1
1 1
2

2

0

2

- + -
- -

^ ^

^ ^

h h

h h#  is

(A) 3 (B) 0

(C) 1-  (D) 2-

Sol. 2 Correct options is (B).

We have to find out the value of 
cos

sin
x x

x x
dx

1 1
1 1
2

2

0

2

- + -
- -

^ ^

^ ^

h h

h h#

put x 1-^ h t=  at x 0= , t 1=-
 dx  dt=  at x 2= , t 1=

So F t^ h 
cos

sin
t t

t t dt2

2

1

1
=

+-
#

After observing we can see that F t^ h is an odd function because F t F t- =-^ ^h h

By property for odd function

 F x
a

a

-
^ h#  0=

 F x^ h 
cos

sin
x x

x x
dx

1 1

1 1
02

2

0

2
=

- + -
- -

=
^ ^

^ ^

h h

h h#

Q. 3 The solution of the initial value problem dx
dy xy2=- ; y 0 2=^ h  is

(A) e1 x2

+ -  (B) e2 x2-

(C) e1 x2

+  (D) e2 x2

Sol. 3 Correct options is (B).
Given differential equation is

 dx
dy  xy2=-

By variable separation method
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 y
dy  xdx2=-

 y
dy#  xdx2= -#

 lny  x c2=- -  (c  :- integration constant)

 logcy  x2=-

 cy  e x2

= -

 y  c e1 x2

= -

For y 0 2=^ h  y  c e c
1 1 20 2

= = =-^ h

  /c 1 2= =

 y  e2 x2

= -

Q. 4 A nationalized bank has found that the daily balance available in its savings 
accounts follows a normal distribution with a mean of Rs. 500 and a standard 
deviation of Rs. 50. The percentage of savings account holders, who maintain an 
average daily balance more than Rs. 500 is _____.

Sol. 4 Correct answer is 500
Normal distribution curve with a mean 500m =^ h  & a standard deviation of Rs. 
50

Account holders who maintained an average daily balance more than Rs. 500, 
covers 50% area of normal distribution curve. So 50% account holders will have 
average daily balance more than Rs. 500.

Q. 5 Laplace transform of cos tw ^ h is 
s

s
2 2w +

. The Laplace transform of cose t4t2- ^ h is

(A) 
s

s
2 16

2
2- +

-
^ h

 (B) 
s

s
2 16

2
2- +

+
^ h

(C) 
s

s
2 16

2
2+ +

-
^ h

 (D) 
s

s
2 16

2
2+ +

+
^ h

Sol. 5 Correct options is (D).
Laplace transformation of ?cose t4t2 =- ^ h

We know that

 cosL e btat^ h 
s a b

s a
2 2

=
- +

-
^ h

 cosL e t4t2-^ h 
s

s
2 4

2
2 2=

+ +
+

^ h

  
s

s
2 16

2
2=

+ +
+

^ h
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Q. 6 In a statically determinate plane truss, the number of joints j^ h and the number 
of members m^ h are related by
(A) j m2 3= -  (B) m j2 1= +
(C) m j2 3= -  (D) m j2 1= -

Sol. 6 Correct options is (C).
A truss is a structure composed of slender member (two force member). Joint 
together at their end points.

If the no. of joints is represented by ‘ j ’ & the number of reaction force by ‘r ’ & 
the number of members by ‘m ’ then following Formula show which type of truss 
we have

 M  j r2< -^ h statically unstable

 M  j r2= -^ h statically determinate

 M  j r2> -^ h statically indeterminate
If a simple plane truss r 3=^ h is statically determinate then M j2 3= - .

Q. 7 If the Poisson’s ratio of an elastic material is 0.4, the ratio of modulus of rigidity 
to Young’s modulus is _____

Sol. 7 Correct answer is 0.3571
Given that for an elastic material poisson’s ratio m ^ h is 0.4
We know that

 E  G2 1 m = +^ h

where E  = Young’s modulus

 G  = Modulus of rigidity

So E
G  

2 1
1

m 
=

+^ h
 E

G  
2 1 4

1=
+^ h

 E
G  . . .2 1 4

1
2 8
1 0 3571

#
= = =

Q. 8 Which one of the following is used to convert a rotational motion into a translational 
motion ?
(A) Bevel gears (B) Double helical gears

(C) Worm gears (D) Rack and pinion gears

Sol. 8 Correct option is (D).
(A) Bevel gears are used for intersecting shafts.

(B) Double helical gears are used for parallel shafts.

(C) Worm gears are used where we need very high reduction ratio.

(D) Rack & pinion gears are used to convert rotational motion into translation 
motion.
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Q. 9 The number of independent elastic constants required to define the stress-strain 
relationship for an isotropic elastic solid is _____

Sol. 9 Correct answer is 2
The number of independent elastic constant required to define the stress strain 
relationship for an isotropic elastic solid is 2.

Because E  K G3 1 2 2 1m m= - = +^ ^h h

These are two equations & Four unknowns if we know 2 of then we can find all 
the stress-strain relations for an isotropic elastic solid.

Q. 10 A point mass is executing simple harmonic motion with an amplitude of 10 mm 
and frequency of 4 Hz. The maximum acceleration /m s2^ h of the mass is _____

Sol. 10 Correct answer is 6.3165
We know that equation of motion for simple harmonic motion is

 x  sinX tw f= +^ h

Where X  : amplitude

 w  : angular velocity

Given  that X  mm10=
& Frequency Hz f4= =
We know that w  f2p =
 w  2 4 8p p= =^ h

So x  sin mmt10 8p f= +6 @

For acceleration we will differentiate it two times

 xo cos cost t10 8 8 80 8p p f p p f= + = +^ ^ ^h h h

 xp 

sin sint t10 8 8 640 82 2p p f p p f=- + =- +^ ^ ^h h h

Maximum acceleration of point mass is / secmm640 2 2p 
Which is equals to . / secm6 3165 2.

Q. 11 Ball bearings are rated by a manufacturer for a life of 106 revolutions. The 
catalogue rating of a particular bearing is 16 kN. If the design load is 2 kN, the 
life of the bearing will be p 106

#  revolutions, where p is equal to _____

Sol. 11 Correct answer is 512
Given that :

 Catalogue Rating kN16=
 Design load kN2=
We have to find the life of bearing ?=
We know that

 L F
C q

= b l  million revolution

Where C  = Dynamic load capacity

 F  = Equivalent dynamic load

 q  3=  For ball bearing

So C  kN16= , kNF 2=

 L 2
16 8 512

3 3= = =: 6D @  million revolution

 Life of bearing p 106
#=  revolution
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  512 106
#=  revolution

 p 512=  million revolution

Q. 12 As the temperature increases, the thermal conductivity of a gas
(A) increases

(B) decreases

(C) remains constant

(D) increases up to a certain temperature and then decreases

Sol. 12 Correct option is (A).
The kinematic theory of gases predicts & the experiment confirms that the 
thermal conductivity of gases is proportion to the square root of thermodynamic 
temperature.

 thermal conductivity of gases \           temperature /1 2
^ h

as                  temp. -    Conductivity of gas -

Q. 13 A reversed Carnot cycle refrigerator maintains a temperature of C5c- . The 
ambient air temperature is C35c . The heat gained by the refrigerator at a 
continuous rate is 2.5 kJ/s. The power (in watt) required to pump this heat out 
continuously is ___

Sol. 13 Correct answer is 273.1343
Reversed Carnot cycle

 COP of reversed carnot cycle T T
T

H L

L= -

  
273 35 273 5

273 5
=

+ - + -
+ -

^ ^^

^

h hh

h

  .40
268 6 7= =

 COP Power required
Refrigeration effect=

  
. /

.
sec

Power
kJ2 5

6 7= =

 Power .
. / secJ6 7

2 5 103
#=

  . watt373 1343=
 P  . watt273 1343=

Q. 14 A flow field which has only convective acceleration is
(A) a steady uniform flow (B) an unsteady uniform flow

(C) a steady non-uniform flow (D) an unsteady non-uniform flow
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Sol. 14 Correct option is (C).

Type of Flow Convective Acceloration Temporat Accelaration

Steady & uniform 0 0

Steady & nonuniform { 0

Unsteady & uniform 0 {

Unsteady & nonuniform { {

Q. 15 Match Group A with Group B:

Group A Group B

P : Biot number 1 : Ratio of buoyancy to viscous force

Q : Grashof number 2 : Ratio of inertia force to viscous force

R : Prandtl number 3 : Ratio of momentum to thermal diffusivities

S : Reynolds number 4 : Ratio of internal thermal resistance to 
boundary layer thermal resistance

(A) P-4, Q-1, R-3, S-2 (B) P-4, Q-3, R-1, S-2

(C) P-3, Q-2, R-1, S-4 (D) P-2, Q-1, R-3, S-4

Sol. 15 Correct option is (A).

 Biot no = Ratio of internal thermal resistance to boundary layer 

thermal resistance

 Grashof no. = Ratio of buoyancy to viscous force

 Prandtl no. = Ratio of momentum to thermal diffusivities

 Reynolds no. = Ratio of inertia force to viscous force

Q. 16 Kaplan water turbine is commonly used when the flow through its runner is
(A) axial and the head available is more than 100 m

(B) axial and the head available is less than 10 m

(C) radial and the head available is more than 100 m

(D) mixed and the head available is about 50 m

Sol. 16 Correct option is (B).
Kaplan water turbine is a kind of reaction turbine in which axial flow took place 
& it is used where head available is less than 10 m.

Q. 17 Moist air at C35c  and %100  relative humidity is entering a psychrometric device 
and leaving at C25c  and %100  relative humidity. The name of the device is
(A) Humidifier (B) Dehumidifier

(C) Sensible heater (D) Sensible cooler

Sol. 17 Correct option is (B).
at intel C35c  & 100% RH
at outlet C25c  & 100% RH
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                 <out inw w

By drawing intel & outlet points in Psychometric chart. We can see that as we 
move down on Psychometric line humidity also goes down. So this Psychometric 
device is working as Dehumidifier.

Q. 18 The total number of decision variables in the objective function of an assignment 
problem of size n n#  (n  jobs and n  machines) is
(A) n2 (B) n2

(C) n2 1-  (D) n

Sol. 18 Correct option is (A).
A decision variable is an unknown in an optimization problem. It has a domain, 
which is a compact representation of the set of all possible values for the variable.
So for assignment problem of size n n#  total no. of decision variable are total 
possibilities to assign value in assignment matrix.

Total no. of decision variables n n n2
#= = .

Q. 19 Demand during lead time with associated probabilities is shown below:

Demand 50 70 75 80 85

Probability 0.15 0.14 0.21 0.20 0.30
Expected demand during lead time is _____.

Sol. 19 Correct answer is 74.55
Demands during lead time associated probabilities
  D   P x^ h

  50  0.15
  70  0.14
  75  0.21
  80  0.20
  85  0.30
Expected demand during lead time

              DP xS = ^ h

               . . . . .50 0 15 70 0 14 75 0 21 80 0 2 85 0 30# # # # #= + + + +  .74 55=
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Q. 20 Within the Heat Affected Zone (HAZ) in a fusion welding process, the work 
material undergoes
(A) microstructural changes but does not melt

(B) neither melting nor microstructural changes

(C) both melting and microstructural changes after solidification

(D) melting and retains the original microstructure after solidification

Sol. 20 Correct option is (A).
The heat affected zone (HAZ) is the area of base metal which is not melted & 
has had its micro structural & properties altered in Fusion welding. The extend 
& magnitude of property change depends primarily on the base material, the well 
filler metal, amount & concentration heat input by Fusion weld process.

Q. 21 Two separate slab milling operations, 1 and 2, are performed with identical milling 
cutters. The depth of cut in operation 2 is twice that in operation 1. The other 
cutting parameters are identical. The ratio of maximum uncut chip thicknesses in 
operations 1 and 2 is _____

Sol. 21 Correct answer is 0.7071
We know that maximum uncut chip thickness (tmax) for milling is

 tmax Nz
F

D
d2=

where F  = Feed

 N  rpm=
 d  = depth of cut

 D  = slab milling cutter diameter
We have given that depth of cut in operation 2 is twice that in operation 1.

So d
d

1

2  1
2=

Ratio of maximum uncut chip thickness keeping all other parameters same in 
operation 1 & 2

 
t
t
max

max

2

1

^

^

h

h
 .d

d
2
1 0 7071

2

1= = =

Q. 22 The principle of material removal in Electrochemical machining is
(A) Fick’s law (B) Faraday’s laws

(C) Kirchhoff’s laws (D) Ohm’s law

Sol. 22 Correct option is (B).
The principle of material removal in electrochemical machining is Faraday’s law. 
Faraday’s First law states that the amount of chemical change produced by a 
current is proportional to the quantity of electricity passed, i.e. equal current 
produce equal amount of decomposition.
Faraday’s second law states the quantities of substance deposited on the electrode 
by the passage of a given quantity of electricity are proportional to the chemical 
equivalent weight of those substance.
in mathematical form Faraday’s law is

 M  F
QE=

where
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 M  : Mass deposited at electrode is grams

 Q  : Total electric charge given

 E  : Equivalent weight of substance

 F  : Faraday constant /C mol96500=

Q. 23 Better surface finish is obtained with a large rake angle because
(A) the area of shear plane decreases resulting in the decrease in shear force and 

cutting force

(B) the tool becomes thinner and the cutting force is reduced

(C) less heat is accumulated in the cutting zone

(D) the friction between the chip and the tool is less

Sol. 23 Correct option is (A).
Large positive side rake angle result in less chip formation, less cutting force, 
good surface finish because increase in rake angle results in decrease the area of 
shear plane that result decrease in shear force.

Q. 24 Match the heat treatment processes (Group A) and their associated effects on 
properties (Group B) of medium carbon steel

Group A Group B

P : Tempering I : Strengthening and grain refinement

Q : Quenching II : Inducing toughness

R : Annealing III : Hardening

S : Normalizing IV : Softening
(A) P-III, Q-IV, R-II, S-I (B) P-II, Q-III, R-IV, S-I

(C) P-III, Q-II, R-IV, S-I (D) P-II, Q-III, R-I, S-IV

Sol. 24 Correct option is (B).
(P) Tempering is process of inducing toughness.

(Q) Quenching is done to make metal hard & main objective is to produce 
martensite

(R) Annealing is done to soften the material & Quenching medium of annealing 
is Furnace.

(S) Normalizing refined the grain structure & strengthened the material. 
Quenching medium of annealing is air.

Q. 25 In a rolling process, the maximum possible draft, defined as the difference between 
the initial and the final thickness of the metal sheet, mainly depends on which 
pair of the following parameters ?
P: Strain

Q: Strength of the work material

R: Roll diameter

S: Roll velocity

T: Coefficient of friction between roll and work

(A) Q, S (B) R, T

(C) S,T (D) P, R
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Sol. 25 Correct option is (B).
Maximum possible draft in rolling

 hT  R2m =
where

 m  : Coefficient of friction between roll & work

 R : Radius of roll

 

Q. 26 - Q. 55 Carry two marks each.

Q. 26 If z  is a complex variable, the value of z
dzi

5

3

#  is

(A) . . i0 511 1 57- -  (B) . . i0 511 1 57- +
(C) . . i0 511 1 57-  (D) . . i0 511 1 57+

Sol. 26 Correct option is (B).
Given integral of complex variable ‘z ’ is 

& z
dzi

5

3

#  ln z i
5
3=

&  ln lni3 5= -^ ^h h Note cos sinz iq q= +  for /2q p=   z i=
&  ln ln ln i3 5= - +^ ^ ^h h h From Euler Formula z i e /i 2= = p 

From Euler Formula
&   /ln ln e3 5 /i 2+ p ^ h 6 @

&   . /ln i0 6 2p +^ h

&   . . i0 51082 1 57- +
&   . . i0 511 1 57- +

Q. 27 The value of the integral e dydxx yx

00

2
+##  is

(A) e2
1 1-^ h (B) e2

1 12 2-^ h

(C) e e2
1 2 -^ h (D) e e2

1 1 2
-b l

Sol. 27 Correct option is (B).

Given integral is e dydxx yx

00

2
+##

  e dy dxx yx

00

2
= +

; E##

  e dxx y x
0

0

2
= +

^ ^ hh8 B#

  e e2
x

x
2

0

2

= -: D

  e e2
1 x

2

0
2= -

b l6 @

  e e2
1 1

2
2= - -: 6D @

  e2
1 12 2= -^ h
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Q. 28 The number of accidents occurring in a plant in a month follows Poisson distribution 
with mean as 5.2. The probability of occurrence of less than 2 accidents in the 
plant during a randomly selected month is
(A) 0.029 (B) 0.034

(C) 0.039 (D) 0.044

Sol. 28 Correct option is (B).
Poisson distribution with mean .5 2l =^ h  can be expressed as

 P x^ h 
x

e xl =
l -

 where x 0= , 1, 2, ....

Probability of occurrence of less than 2 accidents will be P x P x1 0+ + =^ ^h h

 P x 1=^ h 
.

.
e

1
5 2

0 02868
.5 2 1

= =
- ^ h

 P x 0=^ h 
.

.
e

0
5 2

0 00551
.5 2 0

= =
- ^ h

Probability of occurrence of less than 2 accidents in a selected month

 P x 2<^ h . .0 02868 0 00551= +
  .0 034=

Q. 29 Consider an ordinary differential equation t4 4dt
dx = + . if x x0=  at t 0= , the 

increment in x  calculated using Runge-Kutta fourth order multi-step method 
with a step size of .t 0 2T =  is
(A) 0.22 (B) 0.44

(C) 0.66 (D) 0.88

Sol. 29 Correct option is (D).
Given ordinary differential equation is

 dt
dx  t4 4= +

From Runge-kutta Fourth order multi-step method

 yn 1+  y kn= +

where k  k k k k6
1 2 21 2 3 4= + + +6 @

 k1 ,hF x yn n= ^ h

 k2 / , /hF x h y k2 2n n 1= + +6 @

 k3 / , /hF x h y k2 2n n 2= + +6 @

 k4 ,hF x y kn h n 3= ++6 @

So For dt
dx  t d4= +   with step site .h 0 2=  at t 0=

 k1 . .0 2 4 0 4 0 8= + =^ h6 @

 k2 . . .0 2 4 0 2
0 2 4 0 88= + + =b l; E

 k3 . . .0 2 4 0 2
0 2 4 0 88= + + =b l; E

 k4 . .0 2 4 0 4 0 8= + =^ h6 @

 k  . . . . .6
1 8 2 0 88 2 0 88 0 8 0 8533= + + + =^ ^h h6 @

 x  .x 0 85330= +
increment in x  .0 8533=
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Q. 30 A shaft is subjected to pure torsional moment. The maximum shear stress 
developed in the shaft is 100 MPa. The yield and ultimate strengths of the shaft 
material in tension are 300 MPa and 450 MPa, respectively. The factor of safety 
using maximum distortion energy (von-Mises) theory is _____

Sol. 30 Correct answer is 1.732
Maximum distortion energy (Von-mises) theory

 es ^ h < ys ^ h

 equivalent stress^ h yield strength< ^ h

Equivalent stress

 es  

2
6x y y z z x xy yz zx

2 2 2 2 2 2s s s s s s t t t
=

- + - + + + +^ ^ ^ ^h h h h

 xs  0y zs s= = =  purely torsional moment

 xyt  MPa100=
 yzt  0zxt = =

 es  2
6 100

100 3
2

#= =^ h

 Factor of safety equivalent stress
yield strenght=

  
100 3

300 3= =

 F.O.S. .3 1 732= =

Q. 31 A thin gas cylinder with an internal radius of 100 mm is subject to an internal 
pressure of 10 MPa. The maximum permissible working stress is restricted to 

MPa100 . The minimum cylinder wall thickness (in mm) for safe design must be 
_____

Sol. 31 Correct answer is 10
In thin cylinder circumferential stress is greater than longitudinal stress. 
So minimum cylinder wall thickness for safe design must be calculated from 
circumferential stress i.e.

 s  t
P r=

So t  P r
s =

Given that,

 Internal radius r^ h mm100=
 Internal pressure P^ h MPa10=
Max permissible working stress  s ^ h MPa100=

 t  
MPa

MPa mm
100

10 100
=

^

^ ^

h

h h

 t  mm10=
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Q. 32 For the truss shown in the figure, the forces F1 and F2 are 9 kN and 3 kN, 
respectively. The force (in kN) in the member QS  is

(A) 11.25 tension (B) 11.25 compression

(C) 13.5 tension (D) 13.5 compression

Sol. 32 Correct option is (A).
By methods of sections

 .sinF 53 1QS ^ h F1=

 FQS  
. .

.
sin sin

kN kNF
53 1 53 1

9 11 251= = =
^ ^h h

 in tension

Force in the member QS  will be . kN11 25  in tension.

Q. 33 It is desired to avoid interference in a pair of spur gears having a 20c pressure 
angle. With increase in pinion to gear speed ratio, the minium number of teeth 
on the pinion
(A) increases (B) decreases

(C) first increases and then decreases

(D) remain unchanged

Sol. 33 Correct option is (A).
For 20c stub pressure angle spur gears pair minimum number of teeth on the 
pinion can be expressed as

 tmin 
sinG G

A
1 2 1

2 p
2f 

=
+ + -^ h

Where

 Ap : Fractional addendum for one module in order to avoid 
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interference.

 G  : Gear ration

 f  : Pressure angle
Now we have given that speed ratio is increased & we know that;

 Speed ratio gear ratio
1=

So if gear ratio is increased we can say that minimum number of teeth on pinion 
must be increase to avoid interference.

Q. 34 A uniform slender rod (8 m length and 3 kg mass) rotates in a vertical plane 
about a horizontal axis 1 m from its end as shown in the figure. The magnitude of 
the angular acceleration (in /rad s2) of the rod at the position shown is _____

Sol. 34 Correct answer is 2.

Q. 35 A bolt of major diameter 12 mm is required to clamp two steel plates. Cross 
sectional area of the threaded portion of the bolt is . mm84 3 2. The length of the 
threaded portion in grip is 30 mm, while the length of the unthreaded portion in 
grip is 8 mm. Young’s modulus of materials is 200 GPa. The effective stiffness (in 
MN/m) of the bolt in the clamped zone is _____

Sol. 35 Correct answer is 468.9
Given that
In threaded portion

Cross section area A1 . mm84 3 2=
Length of grip l1 mm30=
In unthreaded portion

Length of grip  l2 mm8=
Major diameter of bolt d1^ h mm12=
 Young’s Modulus of material E^ h GPa200=
Effective stiffness of bolt in clamped zone ?k =^ h

 k l
A E

1
1

1 1=  . .30
84 33 200 562 2#= =

 k l
A E

2
2

2 2=  .8
12 200

2827 44
2
#= =

p ^ h

 k k k
1 1 1

1 2
= +  . .562 2

1
2827 4

1= +

 k  . /MN m468 9=

Q. 36 A frame is subjected to a load P  as shown in the figure. The frame has a constant 
flexural rigidity EI . The effect of axial load is neglected. The deflection at point 
A due to the applied load P  is
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(A) EI
PL

3
1 3

 (B) EI
PL

3
2 3

(C) EI
PL3

 (D) EI
PL

3
4 3

Sol. 36 Correct option is (D).

We know that

 strain energy P2
1

# d =

& also strain energy EI
M dx

EI
M dx

2 2
x

L
y

L2

0

2

0
= +# #

where M P Xx #= , M P Ly #=  From given figure

So P2
1 d  EI

PX dx
EI

P L dx
2 2

L L2

0

2

0

#= +^ ^h h# #

 P2
1 d  EI

P x
EI

P L x2 3 2

L
L

2 3

0

2 2

0
= +: 6D @

 P2
1 d  EI

P L
EI

P L
6 2

2 3 2 3

= +

 P2
1 d  EI

P L
3
2 2 3

=

 d  EI
PL

3
4 3

=

Q. 37 A wardrobe (mass 100 kg, height 4 m, width 2 m, depth 1 m), symmetric about 
the Y Y-  axis, stands on a rough level floor as shown in the figure. A force P  
is applied at mid-height on the wardrobe so as to tip it about point Q  without 
slipping. What are the minimum values of the force (in newton) and the static 
coefficient of friction m  between the floor and the wardrobe, respectively ?

(A) 490.5 and 0.5 (B) 981 and 0.5

(C) 1000.5 and 0.15 (D) 1000.5 and 0.25
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Sol. 37 Correct option is (A).
Free body diagram of wordrobe

Moment about 
$

Q MQ& S  0=
 P W2 1# #-  0=

 P W
2=  .

2
100 9 81#=

 Pmin .490 5=
For minimum friction coefficient all the horizontal force should become zero

 
$

FHS  0=
 P PF+  0=
 . N490 5 m - +  0=

 m  .
. .100 9 81

490 5
2
1 0 5

#
= = =

 minm  .0 5=

Q. 38 Torque and angular speed data over one cycle for a shaft carrying a flywheel are 
shown in the figures. The moment of inertia (in .kg m2) of the flywheel is _____

Sol. 38 Correct answer is 63.4665
We know that

 ET  I Cm S
2w =

 I  
C
E

m S
2
T

w 
=

From the diagram

 ET  max minenergy energy= -
  /3000 2 1500 2p p p p= - - - -^ h6 6@ @
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 ET  3000p =

 mw  2 2
20 10 15max minw w= + = + =

 CS  .15
20 10

15
10 0 6666max min

mw
w w= - = - = =

 I  
.15 0 66

3000
2

p =
^ ^h h

 I  . kg m63 4665 2
-=

Q. 39 A single degree of freedom system has a mass of 2 kg, stiffness 8 N/m and viscous 
damping ratio 0.02. The dynamic magnification factor at an excitation frequency 
of 1.5 rad/s is _____

Sol. 39 Correct answer is 2.2856
Given that a single degree of freedom system has

 Mass M  kg2=
 Stiffness S  /N m8=
 Viscous damping ratio z  .0 02=
 Excitation frequency w ^ h . / secrad1 5=
where

 C  = Coefficient of dampness

 nw  = natural frequency

We know that

  Damping Ratio (z ) M
C

2 nw =

 C  M2 nw z= ^ h

  .M
S2 2 0 02# # #= ^ h

  .2 2 2
8 0 02# #= ^ h

 C  .0 16=
 Dynamic Magnification Factor

  

S
C 1

1

n
2

2 2

2

2 2w
w
w

=
+ -c m

 MF  
. .

/
.

8
0 16 0 15

1
8 2
1 5

1
2 2 2

=
+ -^

e
h

o; >E H

 MF  .2 2856=

Q. 40 A ladder AB  of length 5 m and weight Ŵ h N600  is resting against a wall. 
Assuming frictionless contact at the floor B^ h and the wall A^ h, the magnitude of 
the force P  (in newton) required to maintain equilibrium of the ladder is _____
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Sol. 40 Correct answer is 400
Free body diagram of ladder

For a free body which is stationary moment about any point will be zero

So 
$

MBS  0=
 2#w  R 3A #=

 RA N3
600 2 400#= =

Now total horizontal force 
$

F 0HS =
 R PA -  0=
 R PA =  N400=
Force required to maintain equilibrium will be N400 .

Q. 41 A closed system contains 10 kg of saturated liquid ammonia at C10c . Heat 
addition required to convert the entire liquid into saturated vapour at a constant 
pressure is 16.2 MJ. If the entropy of the saturated liquid is 0.88 kJ/kg.K, the 
entropy (in kJ/kg.K) of saturated vapour is _____

Sol. 41 Correct answer is 6.6043

 Heat added per kg of ammonia . kJ10
16 2 1000#=
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  kJ1650=

 entropy generation s genT̂ h  T
Q
0

T=

  /kJ kg k
273 10

1620
-=

+^ h

  . /kJ kg k283
1620 5 724 -= =

Entropy of saturated vapour of ammonia

  = entropy generation + entropy of saturated liquid 

ammonia

  . .5 724 0 88= +
 Svap . /kJ kg k6 6043 -=

Q. 42 A plane wall has a thermal conductivity of 1.15 W/m.K. If the inner surface is at 
C1100c  and the outer surface is at C350c , then the design thickness (in meter) of 

the wall to maintain a steady heat flux of /W m2500 2 should be _____

Sol. 42 Correct answer is 0.345
Given problem is shown in figure

By Forier’s law of conduction

 dQ#  kA dx
dT=- #

 /Q A k d
TT=-

 d  
/Q A

k TT= -
^ h

 d  
.

2500
1 15 1100 350#=- -

-^ h

 d  . m0 345=

Q. 43 Consider the following statements regarding streamline(s):
(i) It is a continuous lines such that the tangent at any point on it shows the 

velocity vector at the point.

(ii) There is no flow across streamlines

(iii) u
dx

v
dv

w
dz= =  is the differential equation of a streamline, where u , v  and w  

velocities in directions x , y  and z , respectively.

(iv) In an unsteady flow, the path of a particle is a streamline

Which one of the following combinations of the statements is true ?
(A) (i), (ii), (iv) (B) (ii), (iii), (iv)

(C) (i), (iii), (iv) (D) (i), (ii), (iii)
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Sol. 43 Correct option is (D).
Stream lines : Stream lines are the Family of curves that are instantaneously 
tangent to the velocity vector of the flow. These shows the direction a fluid 
element will travel in at any point.
Path lines :- Path lines are the trajectories that individual fluid particles follow.

Q. 44 Consider a velocity field K y xV j k= +^ h, where K  is a constant. The vorticity, 
ZW , is

(A) K-  (B) K

(C) /K 2-  (D) /K 2

Sol. 44 Correct option is (A).

Given

 velocity field V  K y nj k= +^ h

 Vorticity z zW =^ h  dx
dv

dy
du= -; E

 zW  
x dy

ky0
2
2 2

= -^ ^h h

 zW  k0= -
 zW  k=-

Q. 45 Water flows through a tube of diameter 25 mm at an average velocity of 1.0 
m/s. The properties of water are /kg m1000 3r = , . . /N s m7 25 10 4 2

#m = - , 
. / .W m Kk 0 625= , .Pr 4 85= . Using .Nu Re Pr0 023 . .0 8 0 4= , the convective heat 

transfer coefficient (in / .W m K2 ) is _____

Sol. 45 Correct answer is 4613.6659
Flow inside tube
Given data

 diometer D^ h mm25=
 Velocity V̂ h / secm1=
 density r ^ h /kg m100 3=
 dynamic viscosity m ^ h . /N s m7 25 10 4 2

# -= -

 Conductivity k^ h . /w m k0 625 -=
 Prondtle No. Pr^ h .4 85=
 Nusselt No. NU^ h . R P0 023 . .

e r
0 8 0 4= ^ ^h h

 Reynolds no. VD
m

r=

  
.

.
7 25 10

1000 1 25 10 34482 75864

3

#
# # #= =-

-

Now we have given that Nu  . R P0 023 . .
e r

0 8 0 4= ^ ^h h

We know that Nussert no.

 Nu  K
hD=

 K
hD  . . .0 023 34482 7586 4 85. .0 8 0 4= 6 6@ @

 h  . . .
25 10

0 625 184 54 4613 66593
#

= =- 6 @

 h  . /w m k4613 6659 2
-=
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Q. 46 Two identical metal blocks L and M (specific heat . / .kJ kg K0 4= ), each having 
a mass of 5 kg, are initially at 313 K. A reversible refrigerator extracts heat from 
block L and rejects heat to block M until the temperature of block L reaches 

K293 . The final temperature (in K) of block M is _____

Sol. 46 Correct answer is 334.3651
Given problem is shown in figure

For reversible process total entropy change must be zero.

 Total entropy change S S 0block blockL MT T= + =

 T
d

T
d

T

T

L T

T

M1

2

1

2q q+c cm m# ##

 T
MC dT

T
MC dTP P

T

313

293

313

2

+# #  0=

 ln lnT T T
313
293

313
2+  0=

 ln ln T
313
293

313
2+  0=

 T2 293
313 313#=

 T2 .334 3651=  K

Q. 47 Steam with specific enthalpy h^ h 3214 kJ/kg enters an adiabatic turbine operating 
at steady state with a flow rate 10 kg/s. As it expands, at a point where h  is 2920 
kJ/kg, 1.5 kg/s is extracted for heating purposes. The remaining 8.5 kg/s further 
expands to the turbine exit, where /kJ kgh 2374= . Neglecting changes in kinetic 
and potential energies, the net power output (in kW) of the turbine is _____

Sol. 47 Correct answer is 7581
Given problem of steam power plant with regeneration is shown in figure of 
Renkine cycle



© w
ww.nodia.co.i

n

GATE SOLVED PAPER - ME  2014-4

net power output from turbine will be total enthalpy drop of the steam which is 
passed through turbine

 P  M h h M h h1 2 1 2 3 2= - + -o o6 6@ @

  .10 3214 2920 8 5 2920 2374= - + -6 6@ @

  / seckJ7581=
 P  kW7581=

Q. 48 Two infinite parallel plates are placed at a certain distance apart. An infinite 
radiation shield is inserted between the plates without touching any of them to 
reduce heat exchange between the plates. Assume that the emissivities of plates 
and radiation shield are equal. The ratio of the net heat exchange between the 
plates with and without the shield is
(A) 1/2 (B) 1/3

(C) 1/4 (D) 1/8

Sol. 48 Correct option is (A).
Given that two infinite parallel plates are placed at a certain distance apart 
between them a radiation shield is inserted of some emissivity.

Resistance network of plats

 space resistance AF
1

mn
=

 surface resistance A
1

e
e= -

 A
q

R
E E

m

b b1 2

S = -1 2-  E E
1 1 1 1 1 1

b b1 2

e
e

e
e

e
e

e
e= - + + - + - + + -

-

where Eb = emissive power of block body
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 A
q1 2-  E E

2
2 1

b b1 2

e 
=

-
-

: D

 A
q1 2-
a k with out shield A

q

C

E E
2 1

without
shield

b b1 2 1 2= =
-

--
a k

So q one shield^ h  q
2
1

without shield= ^ h

Q. 49 In a compression ignition engine, the inlet air pressure is 1 bar and the pressure at 
the end of isentropic compression is 32.41 bar. The expansion ratio is 8. Assuming 
ratio of specific heats g ^ h as 1.4, the air standard efficiency (in percent) is _____

Sol. 49 Correct answer is 59.5134
For a compression ignition engine given that

 Inlet air pressure P1^ h 1=  bar

Pressure at the end of compression

 P2^ h . bar32 42=

 Expansion ratio V
V

3

4
b l r8 e= =

 g  .1 4=

Air standard efficiency of diesel cycle is

 thh  r1 1
1
11

g r
r

= -
-
-g g-

b
^

^
l

h

h

where

 r = compression ratio V
V

2

1=

 r = cut off ratio V
V

2

3=

 r V
V

2

1=  . .P
P 32 42 11 9991

/
/ .

1

2
1

1 1 4= = =
g 

b ^l h

 V
V

2

3r =  . .V
V

V
V

r
r

8
11 9991 1 4998

e2

1

4

3= = = =

 thh  . . .
.

1 11 99
1

1 4 1 499 1
1 49 1. .1 4 1 1 4

= -
-
--

b
^

^^

l
h

hh

> H

  . .1 404865 595134&= -
 %thh  . %59 5134=
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Q. 50 The precedence relations and duration (in days) of activities of a project network 
are given in the table. The total flot (in days) of activities e  and f , respectively, 
are

Activity Predecessors Duration (days)

a - 2

b - 4

c a 2

d b 3

e c 2

f c 4

g d, e 5

(A) 0 and 4 (B) 1 and 4

(C) 2 and 3 (D) 3 and 1

Sol. 50 Correct option is (B).
Project network based on activities & their predecessors given in problem table

Activity duration Est EFT LST LFT Total Float

a 2 0 2 1 3 1

b 4 0 4 0 4 0

c 2 2 4 3 5 1

d 3 4 7 4 7 0

e 2 4 6 5 7 1

f 4 4 8 8 12 4

g 5 7 12 7 12 0

 Total Float = LFT – EFT LST EST= -
where

 EST = Ealiast short time

 EFT = Ealiast Finish time

 LST = Latest start time

 LFT = Latest Finish time
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Q. 51 At a work station, 5 jobs arrive every minute. The mean time spent on each job 
in the work station is 1/8 minute. The mean steady state number of jobs in the 
system is _____

Sol. 51 Correct answer is 1.6666
Given that 5 jobs arrives every minute.

So arrives rate l ^ h 5=  jobs/mnt

 mean service time /mnt job8
1=

So Service rate m ^ h /job mnt8=
Mean steady state number of jobs in the system ?Ls =^ h

We know that

 Ls  1 d
d= -

where d  = busyness 8
5

m
l= =

 Ls  /
/

1 5 8
5 8= -

 Ls  /
/

3 8
5 8

3
5= =

 Ls  . jobs1 6666=

Q. 52 A GO-No GO plug gauge is to be designed for measuring a hole of nominal 
diameter 25 mm with a hole tolerance of . mm0 015! . Considering %10  of work 
tolerence to be the gauge tolerance and no wear condition, the dimension (in mm) 
of the GO plug gauge as per the unilateral tolerance system is

(A) .0 003-
.0 003+

.24 985  (B) .0 006-
.0 000+

.25 015

(C) .0 03-
.0 03+

.24 985  (D) .0 000-
.0 003+

.24 985

Sol. 52 Correct option is (D).
Hole size with tolerances shown in Figure

 Nominal size of hole mm25=
 tolerance . mm0 015!=
 minimum size of hole . . mm25 0 015 24 985= - =
So go gauge should pass from minimum size of acceptable hole, smaller from 
acceptable size go-gauge should not pass so minimum size of go gauge . mm24 985=
It is given that work tolerance is 10% i.e. of

 hole tolerance . . .0 015 0 1 0 0015! # != =
 Total deviation . . .0 0015 0 0015 0 003= - - =^ h
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Maximum size of go gauge will take suffer from work tolerance so . .24 985 0 003= +

So go gauge size is . mm24 985 .
.

0 000
0 003

-
+

^ h

Q. 53 A cylindrical riser of 6 cm diameter and 6 cm height has to be designed for 
a sand casting mould for producing a steel rectangular plate casting of 

cm cm cm7 10 2# #  dimensions having the total solidification time of 1.36 
minute. The total solidification time (in minute) of the riser is _____

Sol. 53 Correct answer is 4.3228
We know that

 solidification time  surface area
VolumeC

2
= : D

where C  is constant
Solidification time for steel rectangular plate . mnt1 36=
 volume of steel plate cm7 10 2 3

# #=
 surface area of steel plate cm2 7 10 10 2 2 7 2

# # #= + +^ h

 Solidification time for riser ?=

 Volume of riser 4 6 62p = ^ ^h h

 Surface area of riser 4 6 6 62p p= +^ ^ ^h h h

Now we can write for rectangular plate

 1.36 C
2 7 10 10 2 2 7

7 10 2 2

# # #
# #=
+ +6

;
@
E  ...(i)

& For riser

 ST R^ h  C
6 6

6

4
2 2
4

3 2

p 
=

+p

p

^ ^

^

h h

h
> H  ...(ii)

From Eq. (i) & (ii)

 ST R^ h  .1 36
7 10 2

2 7 10 10 2 2 7
6 6

6

4
2 2
4

3 2

# #

# # #
p 

=
+ +

+p

p^

^ ^

^h

h h

h
6

6
>>@

@
HH

Solidification time for riser is . mnt4 3228 .

Q. 54 A cast iron block of 200 mm length is being shaped in a shaping machine with a 
depth of cut of 4 mm, feed of 0.25 mm/stroke and the tool principal cutting edge 
angle of 30c. Number of cutting strokes per minute is 60. Using specific energy 
for cutting as . /J mm1 49 3, the average power consumption (in watt) is _____

Sol. 54 Correct answer is 298
Volume of metal removed by cutting tool in one stroke

  = Feed # depth # length

  .0 25 4 200# #=
  mm200 3=
No. of cutting stroke per sec 1=
 Metal removing rate / secmm200 3=
 energy consumption / . /secmm J mm200 1 493 3

#= 6 6@ @

  . / secJ200 1 49#=
  watt298=
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Q. 55 A butt weld joint is developed on steel plates having yield and ultimate tensile 
strength of 500 MPa and 700 MPa, respectively. The thickness of the plates is 
8 mm and width is 20 mm. Improper selection of welding parameters caused an 
undercut of 3 mm depth along the weld. The maximum transverse tensile load (in 
kN) carrying capacity of the developed weld joint is _____

Sol. 55 Correct answer is 70
For given butt weld

 Area thickness length#=
 thickness given mm8=
 length mm20=
 undercut mm3=  depth along weld

 effective thickness mm8 3 5= - =
 Area mm5 20 100 2

#= =
Maximum transverse load carrying capacity ?=
 Max. Force = Ultimate tensile strength # Area

  MPa mm700 100 2= ^ ^h h

  kN70 10 100 104 6
# # #= -

  kN70=
 Fmax kN70=

END OF THE QUESTION PAPER

**********
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ANSWER KEY

General Aptitude

1 2 3 4 5 6 7 8 9 10

(A) (B) (B) (A) (495) (C) (B) (B) (22) (B)

Mechanical Engineering

1 2 3 4 5 6 7 8 9 10

(D) (B) (B) (49-51) (D) (C) (0.35-
0.36)

(D) (1.9-
2.1)

(6.3-
6.4)

11 12 13 14 15 16 17 18 19 20

(500-
540)

(A) (370-
375)

(C) (A) (B) (B) (A) (74-75) (A)

21 22 23 24 25 26 27 28 29 30

(0.70-
0.72)

(B) (A) (B) (B) (B) (B) (B) (D) (1.7-
1.8)

31 32 33 34 35 36 37 38 39 40

(9.8-
10.6)

(A) (A) (1.9-
2.1)

(460-
470)

(D) (A) (30-32) (2.0-
2.4)

(399-
401)

41 42 43 44 45 46 47 48 49 50

(6.4-
6.7)

(0.33-
0.35)

(D) (A) (4600-
4625)

(333-
335)

(7580-
7582)

(A) (59-61) (B)

51 52 53 54 55

(1.62-
1.70)

(D) (2.5-
4.5)

(295-
305)

(68-72)


